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Events attended online and in person
Would you like to expand your knowledge in a group? 
You need expert knowledge for a specific branch?

Then the DEHNacademy seminars attended online or 
in-person are just the right thing for you.

Choose from a large selection of seminars and work-
shops on the topics: surge protection – lightning  
protection – safety equipment.

With the perfect balance of theory and practice.  
Each seminar ends with a certificate confirming  
your participation.

DEHN E-learning
You would like to know more about lightning and 
surge protection?

Whenever and wherever is convenient for you: 
take advantage of our constantly growing range of 
digital learning resources.

Our constantly growing range of e-learning 
resources supports you:
	� whenever
	� wherever
	� convenient

benefitTake advantage of this free service, select a 
course and get started.

DEHNacademy:
https://de.hn/3AQPe

DEHN E-learning:
https://de.hn/2J62Z
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Knowledge – DEHNacademy
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DEHNconcept
Save yourself time, money and resources:
The DEHNconcept planning service creates a complete 
lightning protection concept for your project from a 
single source.
You will receive the optimum solution and project 
design for lightning protection and the earthing sys-
tem for your object, quite simply as a complete mod-
ule, including all planning documents in an open data 
format for your documentation. In addition, we discuss 
industry and country specifics with you in project meet-
ings and on-site appointments.

Examples from the services catalogue:
	� Protection concepts and calculations for external 

and internal lightning protection 
Budget planning, risk analysis, lightning protection 
concept, surge protection concept, separation dis-
tance calculation, checking the protected volume,  
3D laser scanning, creating drawings and models

	� Protection concepts earthing of lightning protection 
Earthing concept for lightning protection systems, 
earthing simulation of step voltage

	� Concepts and calculations specially for transformer 
stations 
Calculation of earthing conductor cross-sections, 
earthing simulation of step and touch voltage in case 
of short-circuit current and/or lightning interference

DEHNconcept:
https://de.hn/4oV2p

DEHNplan:
https://de.hn/9mgP1

DEHNplan
With the BIM-compatible, Web-based planning 
software, you can easily plan the standard-compliant 
external lightning protection and earthing system for 
your project. The efficient use of DEHNplan does not 
require any special prior knowledge and your special-
ised knowledge of lightning protection and earthing, 
as well as CAD skills, are sufficient.

Advantages for you at a glance:
	� 3D lightning protection planning 

Transparent, efficient and fast preparation and doc-
umentation in high planning quality

	� Standard-compliant 
With just one tool, it‘s easy to achieve stand-
ard-compliant external lightning protection accord-
ing to DIN EN 62305 (VDE 0185-305)

	� Future-proof 
Equipped for future requirements with BIM-enabled 
software

	� Easy 
Intuitive user interface and visual representation 
of protective space and separation distances for 
greater comprehensibility

	� Quick overview  
Live incorporated bill of materials for cost transpar-
ency and all tender specifications in just a few steps

	� Cloud-based and up to date 
Use not restricted to any particular work area with 
regular updates

Tools – Planning support

5
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DEHN Test Centre
The ISO/IEC 17025 accredited DEHN Test Centre 
is one of the most powerful test laboratories for 
lightning impulse currents in the world. 
Products, installations and systems are tested with 
test impulses of up to 400 kA (10/350 μs) in a facil-
ity spanning 800 m2. Tests are conducted on the 
basis of the relevant test standards. Where neces-
sary, they are accompanied by simulations.

In the DEHN Test Centre tests are carried out on
	� lightning protection components,
	� surge protective devices,
	� and complete systems.

The tests and their results are documented in 
internationally recognised test reports. The 
accreditation symbol stands for maximum confi-
dentiality and independence.
Are you interested in our services? Simply submit 
an enquiry and we will draw up a service offer tai-
lored to your requirements. 

Inspection tour
Planning a new system or changes to existing 
systems? Get expert knowledge and personal 
advice. To do so, simply get in touch with a DEHN 
employee. Always near to you.

The highly trained lightning protection special-
ists in our field sales team will be happy to assist 
you. Providing expert knowledge on all aspects of 
earthing and lightning and surge protection.

Are you an end user or potential buyer from the 
private sector?

Please contact a specialist contractor in your area. 
To be found, for example, at www.e-check.de or 
www.vdb.blitzschutz.com.

DEHN Test Centre:
https://de.hn/7LURR
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Expert knowledge from DEHN

Inspection tour:
https://de.hn/vnGia
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Technischer Support
You plan or install lightning protection / earthing 
systems and have questions about the correct 
design? 
You need some sort of surge protection and don’t 
know exactly what to install or how to connect it? 
You are occupied with the protection of people 
and systems and need help choosing the right 
voltage detector?

Our technical support provides expert advice and 
assistance. Whether you have questions about 
products or applications, planning or risk analy-
ses, or standards: Our experts are happy to assist 
you. By phone, email or even on site upon agree-
ment – individual, competent, fast, reliable, free 
of charge.

Technical Support:
https://de.hn/9J8VP

How to reach us:
Your query about earthing and equipotential bonding: 
+49 9181 906 1750
Your query about lightning and surge protection:
+49 9181 906 1750
Your query about safety equipment:  
+49 9181 906 1510

Expert advice from DEHN

7
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Consultation on site
DEHN lightning protection comes to you and 
your team. Our DEHN Lightning Protection Van is 
more than just a vehicle – it is a mobile experience 
and training venue in one. And all directly at your 
location.

The focus here is on our HVI lightning protection 
system, whether that be product innovations, 
installation tips or compact training courses on 
installation or measurement. Let our experts 
inform and train you personally.

Request a visit from the Lightning Protection Van. 
We look forward to hearing from you.
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DEHN Lightning Protection Van:
https://de.hn/bfnEF

Lightning Protection Van
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Cable material and 
Accessories

Round Wires	 Page 10

Strips	 Page 12

Cables	 Page 15

Discover our cable material and 
accessories:
https://de.hn/7Q32a
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Round Wires

According to EN 62561-2, for use in light-
ning protection and earth-termination 
systems.

840 008	4013364018730	
02 01 01 04		  135.00 g/m	
148	 m	
840 108	4013364080423	
02 01 01 04		  135.00 g/m	
21	 m	
840 018	4013364035706	
02 01 01 04		  135.00 g/m	
148	 m	
840 028	4013364131163	
02 01 01 04		  135.00 g/m	
21	 m	
840 010	4013364018747	
02 01 01 04		  210.00 g/m	
100	 m	

RD 8 ALMGSI HH R148M	 840 008
RD 8 ALMGSI HH R21M	 840 108
RD 8 ALMGSI WEI R148M	 840 018
RD 8 ALMGSI WEI R21M	 840 028
RD 10 Al WEI R100M	 840 010

Note: Al and AlMgSi may not be installed directly (without a gap) on, in, or 
under plaster, mortar or concrete, and also not in soil.

Type RD ... 10 Al WEI R100M
Part No. 840 010
Diameter Ø conductor 10 mm
Cross-section 78 mm2

Material Al 
Characteristics soft, twistable 
Standard EN 62561-2 
Short-circuit current (AC 50 Hz / DC)  (1 s; ≤ 300 °C) 10 kA
Coil weight approx. 21 kg
PU 100 m

Type RD ... 8 ALMGSI WEI R148M 8 ALMGSI WEI R21M
Part No. 840 018 840 028
Diameter Ø conductor 8 mm 8 mm
Cross-section 50 mm2 50 mm2

Material AlMgSi  AlMgSi 
Characteristics soft, twistable  soft, twistable 
Standard based on EN 62561-2  based on EN 62561-2 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 6.4 kA 6.4 kA

Coil weight approx. 20 kg approx. 3 kg
PU 148 m 21 m

Type RD ... 8 ALMGSI HH R148M 8 ALMGSI HH R21M
Part No. 840 008 840 108
Diameter Ø conductor 8 mm 8 mm
Cross-section 50 mm2 50 mm2

Material AlMgSi  AlMgSi 
Characteristics semi-rigid  semi-rigid 
Standard EN 62561-2  EN 62561-2 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 6.4 kA 6.4 kA

Coil weight approx. 20 kg approx. 3 kg
PU 148 m 21 m

DEHNalu wire​

840 118	4013364071483	
02 01 01 04		  200.00 g/m	
100	 m	
840 128	4013364160002	
02 01 01 04		  200.00 g/m	
100	 m	

RD 8 ALMGSI WE KM R100M	
840 118
RD 8 AL WE KM R100M	
840 128

Type RD ... 8 ALMGSI WE KM R100M 8 AL WE KM R100M
Part No. 840 118 840 128
Diameter Ø conductor 8 mm 8 mm
Cross-section 50 mm2 50 mm2

Material AlMgSi  Al 
Characteristics soft  soft 
Standard based on EN 62561-2  EN 62561-2 
Outside diameter Ø 11 mm 11 mm
Material of sheath plastic  plastic 
Sheath thickness 1.5 mm 1.5 mm
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 6.4 kA 6.4 kA

Coil weight approx. 20 kg approx. 20 kg
Length tolerance +/- 5%  +/- 5% 
PU 100 m 100 m

DEHNalu wire with plastic sheath​
Wire with plastic sheath (halogen-free, 
frost-resistant and UV-stabilised) as addi-
tional mechanical / corrosion protection, 
e.g. when installed behind facades. Not 
suitable for underground installation.

833 008	4013364151987	
02 01 01 02		  182.00 g/m	
110	 m	

RD 8 AL CU WEI R110M	
833 008

Note: DEHNcupal wire can be twisted or straightened using a wire straighten-
ing device.

Type RD ... 8 AL CU WEI R110M
Part No. 833 008
Diameter Ø conductor 8 mm
Cross-section 50 mm2

Material Al / Cu 
Characteristics soft, twistable 
Standard based on EN 62561-2 
Cu sheath min. 0.26 mm
Coil weight approx. 20 kg
Length tolerance +/- 5% 
PU 110 m

DEHNcupal wire​
Composite material with low weight in 
comparison to copper. 
For use above ground as an air-termination 
and down conductor, or for equipotential 
bonding.

General technical data:
Length tolerance +/- 5% 

Conductor materials can only be supplied in the original coil 
weights. 
Further conductor materials as specified in the standard series  
EN 62561-2 are available on request.
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Type RD ... 8 STCU R100M 10 STCU R100M
Part No. 870 008 870 010
Diameter Ø conductor 8 mm 10 mm
Cross-section 50 mm2 78 mm2

Coil weight approx. 40 kg approx. 62 kg
PU 100 m 100 m

Type RD ... 13 ST CU R100M 14 ST CU R100M
Part No. 870 013 870 014
Diameter Ø conductor 13 mm 14 mm
Cross-section 133 mm2 150 mm2

Coil weight approx. 106 kg approx. 122 kg
PU 100 m 100 m

830 008	4013364018785	
02 01 01 02		  448.00 g/m	
100	 m	
830 108	4013364080430	
02 01 01 02		  448.00 g/m	
20	 m	
830 038	4013364035690	
02 01 01 02		  448.00 g/m	
100	 m	

RD 8 CU F20 WEI R100M	 830 008
RD 8 CU F20 WEI R20M	 830 108
RD 8 CU F25 HH R100M	 830 038

Type RD ... 8 CU F25 HH R100M
Part No. 830 038
Characteristics semi-rigid F25 
Coil weight approx. 45 kg
PU 100 m

Type RD ... 8 CU F20 WEI R100M 8 CU F20 WEI R20M
Part No. 830 008 830 108
Characteristics soft F20  soft F20 
Coil weight approx. 45 kg approx. 9 kg
PU 100 m 20 m

General technical data:
Diameter Ø conductor 8 mm
Cross-section 50 mm2

Material Cu 
Standard EN 62561-2 
Short-circuit current (AC 50 Hz / DC)  (1 s; ≤ 300 °C) 9.7 kA
Length tolerance +/- 5% 

Copper wire​

800 108	4013364018754	
02 01 01 01		  440.00 g/m	
75	 m	
800 110	4013364018761	
02 01 01 01		  680.00 g/m	
50	 m	

RD 8 KM STTZN R75M	
800 108
RD 10 KM STTZN R50M	
800 110

Type RD ... 8 KM STTZN R75M 10 KM STTZN R50M
Part No. 800 108 800 110
Diameter Ø conductor 8 mm 10 mm
Cross-section 50 mm2 78 mm2

Material St/tZn  St/tZn 
Standard based on EN 62561-2  based on EN 62561-2 
Outside diameter Ø 11 mm 13 mm
Material of sheath plastic  plastic 
Sheath thickness 1.5 mm 1.5 mm
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 3.5 kA 5.5 kA

Coil weight approx. 33 kg approx. 34 kg
Length tolerance +/- 5%  +/- 5% 
PU 75 m 50 m

Steel wire with plastic sheath​
With plastic sheath as additional mechan-
ical / corrosion protection, e.g. when con-
nected to the lightning protection system.
Suitable for installation in soil, on, in and 
under plaster, mortar or concrete.

860 908	
4013364019362	
02 01 01 03		
395.00 g/m	
125	 m	
860 920	
4013364092679	
02 01 01 03		
617.00 g/m	 20	
m	
860 950	
4013364155596	
02 01 01 03		
617.00 g/m	 50	
m	
860 910	
4013364019300	
02 01 01 03		
617.00 g/m	 80	
m	
860 008	
4013364018808	
02 01 01 03		
395.00 g/m	
125	 m	
860 010	
4013364019997	
02 01 01 03		
617.00 g/m	 80	
m	
860 020	
4013364092662	
02 01 01 03		
617.00 g/m	 20	
m	
860 050	
4013364139923	
02 01 01 03		
617.00 g/m	 50	
m	

RD 8 V2A R125M	 860 908
RD 10 V2A R20M	 860 920
RD 10 V2A R50M	 860 950
RD 10 V2A R80M	 860 910
RD 8 V4A R125M	 860 008
RD 10 V4A R80M	 860 010
RD 10 V4A R20M	 860 020
RD 10 V4A R50M	 860 050

Type RD ... 10 V4A R20M 10 V4A R50M
Part No. 860 020 860 050
Diameter Ø conductor 10 mm 10 mm
Cross-section 78 mm2 78 mm2

Material StSt (V4A)  StSt (V4A) 
Material No. 1.4571 / 1.4404  1.4571 / 1.4404 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 2.9 kA 2.9 kA

Coil weight approx. 12 kg approx. 31 kg
PU 20 m 50 m

Type RD ... 8 V4A R125M 10 V4A R80M
Part No. 860 008 860 010
Diameter Ø conductor 8 mm 10 mm
Cross-section 50 mm2 78 mm2

Material StSt (V4A)  StSt (V4A) 
Material No. 1.4571 / 1.4404  1.4571 / 1.4404 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 1.9 kA 2.9 kA

Coil weight approx. 50 kg approx. 50 kg
PU 125 m 80 m

Type RD ... 10 V2A R50M 10 V2A R80M
Part No. 860 950 860 910
Diameter Ø conductor 10 mm 10 mm
Cross-section 78 mm2 78 mm2

Material StSt  StSt 
Material No. 1.4301 / 1.4303  1.4301 / 1.4303 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 2.9 kA 2.9 kA

Coil weight approx. 31 kg approx. 50 kg
PU 50 m 80 m

Type RD ... 8 V2A R125M 10 V2A R20M
Part No. 860 908 860 920
Diameter Ø conductor 8 mm 10 mm
Cross-section 50 mm2 78 mm2

Material StSt  StSt 
Material No. 1.4301 / 1.4303  1.4301 / 1.4303 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 1.9 kA 2.9 kA

Coil weight approx. 50  kg approx. 12 kg
PU 125 m 20 m

General technical data:
Standard based on EN 62561-2 
Length tolerance +/- 5% 

Stainless steel wire​
Stainless steel wires (Rd 10 mm) for use in 
soil have to be made of StSt (V4A) with a 
molybdenum content > 2 %, e.g. 1.4571 or 1.4404,  
in accordance with EN 62561-2, IEC/EN 62305-3,  
DIN 18014 and DIN VDE 0151.

870 008	6942299509724	
02 08 01 02		  400.00 g/m	
1	 m	
870 010	6942299503586	
02 08 01 02		  620.00 g/m	
1	 m	
870 013	6942299503609	
02 99 00 00		  1060 g	100	
m	
870 014	6942299503616	
02 99 00 00		  1220 g	100	
m	
870 016	6942299503623	
02 99 00 00		  1580 g	100	
m

RD 8 STCU R100M	
870 008
RD 10 STCU R100M	
870 010
RD 13 ST CU R100M	
870 013
RD 14 ST CU R100M	
870 014
RD 16 ST CU R100M	
870 016

Type 16 ST CU R100M
Part No. 870 016
Diameter Ø conductor 16 mm
Cross-section 200 mm2

Coil weight approx. 158 kg
PU 100 m

Copper-bonded steel wire ​
Copper-bonded steel round wires offer 
better conductivity than steel. With copper 
coating ≥ 250 µm on average. For use as 
an air-termination and down conductor, or 
for horizontal earth electrode.

General technical data:
Material St / Cu
Characteristics torsion-soft

Standard IEC 62561-2-2012,  
DL/T 131 2-2013

Cu sheath ≥ 0.25 mm
Length tolerance +/- 5% 

Note: DEHN copper coated round steel wire can be twisted or straightened 
with the wire straightening devices.
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Marker for Connection Lugs

Attached to round wires or strips to make 
them conspicuous (as required by DIN 
18014) during the construction work.

478 099	4013364120334	
01 06 01 01		  52 g	 20	
pc(s)	

SK RD10 FL30X3.5 GRGE PVC	 478 099

Type 
 

SK RD10 FL30X3.5 
GRGE PVC

Part No. 478 099
Material PVC 
Diameter Ø 70 mm
Fits on Fl 30 x 3.5 mm
Fits on Rd 10 mm
Colour green 1 / yellow 1 
PU 20 pc(s)

Dripping Water Protective Collars

Prevents rain water from running down 
the round wire and soiling of the facade.

276 056	4013364104983	
01 06 01 01		  2 g	 100	
pc(s)	
276 057	4013364104990	
01 06 01 01		  2 g	 1	
pc(s)	

MS 37 4.7 B7.5 K GR	 276 056
MS 37 4.7 B7.5 K BR	 276 057

Type MS 37 4.7 B7.5 K ... GR BR
Part No. 276 056 276 057
Material plastic  plastic 
Conductor Rd 8 mm 8 mm
Colour grey 1  brown 1 
Diameter Ø 37 mm 37 mm
PU 100 pc(s) 1 pc(s)

Strips

According to EN 62561-2, for use 
in earth-termination and lightning 
protection systems as well as for ring 
equipotential bonding.

810 503	4013364534421	
02 02 01 01		  1.60 kg/m	
30	 m	

BA 50X4 ST R30M	 810 503

Type BA 50X4 ST R30M
Part No. 810 503 +
Width 50 mm
Thickness 4 mm
Cross-section 200 mm2

Material St/bare (S235 JR) 
Short-circuit current > 25 kA
Test current 40 kA / 100 ms 

Standard DIN EN 62561-2  
(VDE 0185-561-2) 

Guideline Ril 997.0205A01 
Short-circuit current (AC 50 Hz / DC)  (1 s; ≤ 300 °C) 14 kA
Coil weight approx. 50 kg
Length tolerance +/- 5% 
PU 30 m

Bare steel strip​

Various Wire Straighteners can be 
found on page 225.

800 008	4013364018716	
02 01 01 01		  394.00 g/m	
127	 m	
800 028	4013364508446	
02 01 01 01		  394.00 g/m	
50	 m	
800 010	4013364018723	
02 01 01 01		  617.00 g/m	
81	 m	
800 310	4013364131064	
02 01 01 01		  617.00 g/m	
30	 m	
RD 8 STTZN R127M	 800 008
RD 8 STTZN R50M	 800 028
RD 10 STTZN R81M	 800 010
RD 10 STTZN R30M	 800 310

Type RD ... 10 STTZN R81M 10 STTZN R30M
Part No. 800 010 800 310
Diameter Ø conductor 10 mm 10 mm
Cross-section 78 mm2 78 mm2

Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 5.5 kA 5.5 kA

Coil weight approx. 50 kg approx. 18.5 kg
PU 81 m 30 m

Type RD ... 8 STTZN R127M 8 STTZN R50M
Part No. 800 008 800 028
Diameter Ø conductor 8 mm 8 mm
Cross-section 50 mm2 50 mm2

Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 3.5 kA 3.5 kA

Coil weight approx. 50 kg approx. 20 kg
PU 127 m 50 m

General technical data:
Material St/tZn 
Standard based on EN 62561-2 
Length tolerance +/- 5% 

Steel wire​
With zinc coating ≥ 50 µm on average 
(approx. 350 g/m2).

800 906	4013364486829	
02 01 01 01		  641 g	 10	
pc(s)	
800 908	4013364486836	
02 01 01 01		  1.28 kg	10	
pc(s)	
800 910	4013364253315	
02 01 01 01		  1.85 kg	10	
pc(s)	
800 911	4013364273689	
02 01 01 01		  4.10 kg/Stk	
1	 pc(s)	
RD 10 STTZN L1000	 800 906
RD 10 STTZN L2000	 800 908
RD 10 STTZN L3000	 800 910
RD 10 STTZN L6000	 800 911

Type RD ... 10 STTZN L3000 10 STTZN L6000
Part No. 800 910 800 911
Length 3 m 6 m
PU 10 pc(s) 1 pc(s)

Type RD ... 10 STTZN L1000 10 STTZN L2000
Part No. 800 906 800 908
Length 1 m 2 m
PU 10 pc(s) 10 pc(s)

General technical data:
Diameter Ø conductor 10 mm
Cross-section 78 mm2

Material St/tZn 
Standard based on EN 62561-2 
Short-circuit current (AC 50 Hz / DC)  (1 s; ≤ 300 °C) 5.5 kA
Length tolerance +/- 5% 

Steel wire, straightened, cut into bars​
With zinc coating ≥ 50 µm on average 
(about 350 g/m2). Suitable for installation 
in reinforcements (e.g. concrete supports 
or concrete foundations).

Strips in different dimensions and materials are available upon 
request.
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810 225	4013364018815	
02 02 01 01		  400.00 g/m	
100	 m	
810 335	4013364032880	
02 02 01 01		  840.00 g/m	
50	 m	
852 335	4013364031067	
02 02 01 01		  840.00 g/m	
25	 m	
854 335	4013364439955	
02 02 01 01		  840.00 g/m	
25	 m	
814 335	4013364442979	
02 02 01 01		  840.00 g/m	
50	 m	
810 304	4013364019232	
02 02 01 01		  960.00 g/m	
52	 m	
810 404	4013364048256	
02 02 01 01		  1.28 kg/m	
40	 m	
810 405	4013364032897	
02 02 01 01		  1.60 kg/m	
30	 m	
810 504	4013364456303	
02 02 01 01		  1.60 kg/m	
30	 m	

BA 20X2.5 STTZN R100M	
810 225
BA 30X3.5 STTZN R50M	
810 335
BA 30X3.5 STTZN R25M	
852 335
BA 30X3.5 STTZN EASY R25M	
854 335
BA 30X3.5 STTZN EASY R50M	
814 335
BA 30X4 STTZN R52M	
810 304
BA 40X4 STTZN R40M	
810 404
BA 40X5 STTZN R30M	
810 405
BA 50X4 STTZN R30M	
810 504

Type BA ... 50X4 STTZN R30M
Part No. 810 504
Width 50 mm
Thickness 4 mm
Cross-section 200 mm2

Standard EN 62561-2 
Short-circuit current (AC 50 Hz / DC)  (1 s; ≤ 300 °C) 14 kA
Coil weight approx. 50 kg
PU 30 m

Type BA ... BA 40X4 STTZN R40M BA 40X5 STTZN R30M
Part No. 810 404 810 405
Width 40 mm 40 mm
Thickness 4 mm 5 mm
Cross-section 160 mm2 200 mm2

Standard EN 62561-2  EN 62561-2 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 11.2 kA 14 kA

Coil weight approx. 50 kg approx. 50 kg
PU 40 m 30 m

Type BA ...
 

BA 30X3.5 STTZN 
EASY R50M

BA 30X4 STTZN 
R52M

Part No. 814 335 810 304
Width 30 mm 30 mm
Thickness 3.5 mm 4 mm
Cross-section 105 mm2 120 mm2

Standard based on DIN EN 62561-2 EN 62561-2 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 7.4 kA 8.4 kA

Coil weight approx. 42 kg approx. 50 kg
PU 50 m 52 m

Type BA ...
 

30X3.5 STTZN 
R25M

30X3.5 STTZN 
EASY R25M

Part No. 852 335 854 335
Width 30 mm 30 mm
Thickness 3.5 mm 3.5 mm
Cross-section 105 mm2 105 mm2

Standard EN 62561-2  based on DIN EN 62561-2 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 7.4 kA 7.4 kA

Coil weight approx. 21 kg approx. 21 kg
PU 25 m 25 m

Type BA ... 20X2.5 STTZN R100M 30X3.5 STTZN R50M
Part No. 810 225 810 335
Width 20 mm 30 mm
Thickness 2.5 mm 3.5 mm
Cross-section 50 mm2 105 mm2

Standard based on EN 62561-2  EN 62561-2 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 3.5 kA 7.4 kA

Coil weight approx. 40 kg approx. 42 kg
PU 100 m 50 m

General technical data:
Material St/tZn 
Length tolerance +/- 5% 

HDG steel strip​
Zinc coating ≥ 70 µm on average  
(approx. 500 g/m2).

831 225	4013364018891	
02 02 01 02		  450.00 g/m	
100	 m	
128 010	4013364298231	
02 08 02 01		  670.00 g/m	
1	 m	
128 011	4013364300316	
02 08 02 01		  890.00 g/m	
1	 m	
128 012	4013364300309	
02 08 02 01		  1.34 kg/m	
1	 m	
128 018	4013364492202	
02 08 02 01		  530.00 g/m	
1	 m	
128 019	4013364492219	
02 08 02 01		  670.00 g/m	
1	 m	
128 021	4013364492721	
02 08 02 01		  1.34 kg/m	
1	 m	
128 013	4013364300293	
02 08 02 01		  1.66 kg/m	
1	 m	
128 022	4013364492738	
02 08 02 01		  1.07 kg/m	
1	 m	
128 023	4013364492745	
02 08 02 01		  1.78 kg/m	
1	 m	
128 024	4013364492752	
02 08 02 01		  2.14 kg/m	
1	 m	
128 016	4013364300262	
02 08 02 01		  1.34 kg/m	
1	 m	
128 230	4013364300101	
02 08 02 01		  1.78 kg/m	
1	 m	
128 235	4013364300095	
02 08 02 01		  2.67 kg/m	
1	 m	

BA 20X2.5 CU R100M	
831 225
TAPE 25X3 CU R50M	 128 010
TAPE 25X4 CU R40M	 128 011
TAPE 25X6 CU R40M	 128 012
TAPE 30X2 CU R40M	 128 018
TAPE 30X2.5 CU R40M	
128 019
TAPE 30X5 CU R30M	 128 021
TAPE 31X6 CU R30M	 128 013
TAPE 40X3 CU R20M	 128 022
TAPE 40X5 CU R20M	 128 023
TAPE 40X6 CU R20M	 128 024
TAPE 50X3 CU R20M	 128 016
TAPE 50X4 CU R20M	 128 230
TAPE 50X6 CU R20M	 128 235

Type TAPE 50X4 CU R20M TAPE 50X6 CU R20M
Part No. 128 230 128 235
Width 50 mm 50 mm
Thickness 4 mm 6 mm
Cross-section 200 mm2 300 mm2

Standard IEC / EN IEC /  
BS EN IEC 62561-2 

IEC / EN IEC /  
BS EN IEC 62561-2 

PU 20 m 20 m

Type TAPE 40X6 CU R20M TAPE 50X3 CU R20M
Part No. 128 024 128 016
Width 40 mm 50 mm
Thickness 6 mm 3 mm
Cross-section 240 mm2 150 mm2

Standard IEC / EN IEC /  
BS EN IEC 62561-2 

IEC / EN IEC /  
BS EN IEC 62561-2 

PU 20 m 20 m

Type TAPE 40X3 CU R20M TAPE 40X5 CU R20M
Part No. 128 022 128 023
Width 40 mm 40 mm
Thickness 3 mm 5 mm
Cross-section 120 mm2 200 mm2

Standard IEC / EN IEC / 
BS EN IEC 62561-2 

IEC / EN IEC / 
BS EN IEC 62561-2 

PU 20 m 20 m

Type TAPE 30X5 CU R30M TAPE 31X6 CU R30M
Part No. 128 021 128 013
Width 30 mm 31 mm
Thickness 5 mm 6 mm
Cross-section 150 mm2 186 mm2

Standard IEC / EN IEC / 
BS EN IEC 62561-2 

IEC / EN IEC / 
BS EN IEC 62561-2 

PU 30 m 30 m

Type TAPE 30X2 CU R40M TAPE 30X2.5 CU R40M
Part No. 128 018 128 019
Width 30 mm 30 mm
Thickness 2 mm 2.5 mm
Cross-section 60 mm2 75 mm2

Standard IEC / EN IEC / 
BS EN IEC 62561-2 

IEC / EN IEC / 
BS EN IEC 62561-2 

PU 40 m 40 m

Type TAPE 25X4 CU R40M TAPE 25X6 CU R40M
Part No. 128 011 128 012
Width 25 mm 25 mm
Thickness 4 mm 6 mm
Cross-section 100 mm2 150 mm2

Standard IEC / EN IEC /  
BS EN IEC 62561-2 

IEC / EN IEC /  
BS EN IEC 62561-2 

PU 40 m 40 m

Type BA 20X2.5 CU R100M TAPE 25X3 CU R50M
Part No. 831 225 128 010
Width 20 mm 25 mm
Thickness 2.5 mm 3 mm
Cross-section 50 mm2 75 mm2

Standard EN 62561-2  IEC / EN IEC /  
BS EN IEC 62561-2 

Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 9.7 kA —

Coil weight approx. 45 kg approx. 33.5 kg
PU 100 m 50 m

General technical data:
Material Cu 
Length tolerance +/- 5% 

Copper strip​
Manufactured from high conductivity 
annealed copper (EN / BS EN 13601) for 
use in lightning protection and earthing 
systems.
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128 036	4013364298392	
02 08 02 02		  770.00 g/m	
1	 m	
128 031	4013364298323	
02 08 02 02		  770.00 g/m	
1	 m	
128 030	4013364298248	
02 08 02 02		  770.00 g/m	
1	 m	
128 034	4013364298378	
02 08 02 02		  770.00 g/m	
1	 m	
128 035	4013364298385	
02 08 02 02		  770.00 g/m	
1	 m	
128 032	4013364298347	
02 08 02 02		  770.00 g/m	
1	 m	
128 080	4013364493056	
02 08 02 02		  1.53 kg/m	
1	 m	
128 081	4013364493063	
02 08 02 02		  1.53 kg/m	
1	 m	
128 085	4013364493070	
02 08 02 02		  1.53 kg/m	
1	 m	
128 090	4013364493087	
02 08 02 02		  910.00 g/m	
1	 m	
128 095	4013364493094	
02 08 02 02		  910.00 g/m	
1	 m	
128 094	4013364493100	
02 08 02 02		  910.00 g/m	
1	 m	
128 105	4013364493117	
02 08 02 02		  1.50 kg/m	
1	 m	
128 115	4013364493124	
02 08 02 02		  2.95 kg/m	
1	 m	

TAPE 25X3 CU PVC WHITE 
R50M	128 036
TAPE 25X3 CU PVC BROWN 
R50M	128 031
TAPE 25X3 CU PVC BLACK 
R50M	128 030
TAPE 25X3 CU PVC GREY 
R50M	128 034
TAPE 25X3 CU PVC STONE 
R50M	128 035
TAPE 25X3 CU PVC GREEN 
R50M	128 032
TAPE 25X6 CU PVC WHITE 
R40M	128 080
TAPE 25X6 CU PVC GREY 
R40M	128 081
TAPE 25X6 CU PVC GREEN 
R40M	128 085
TAPE 31X6 CU PVC WHITE 
R30M	128 090
TAPE 31X6 CU PVC GREEN 
R30M	128 095
TAPE 31X6 CU PVC STONE 
R30M	128 094
TAPE 50X3 CU PVC GREEN 
R20M	128 105
TAPE 50X6 CU PVC GREEN 
R20M	128 115

Type 
 

TAPE 50X3 CU PVC 
GREEN R20M

TAPE 50X6 CU PVC 
GREEN R20M

Part No. 128 105 128 115
Width 50 mm 50 mm
Thickness 3 mm 6 mm
Cross-section 150 mm2 300 mm2

Type Green  Green 
PU 20 m 20 m

Type 
 

TAPE 31X6 CU PVC 
GREEN R30M

TAPE 31X6 CU PVC 
STONE R30M

Part No. 128 095 128 094
Width 31 mm 31 mm
Thickness 6 mm 6 mm
Cross-section 186 mm2 186 mm2

Type Green  Stone 
PU 30 m 30 m

Type 
 

TAPE 25X6 CU PVC 
GREEN R40M

TAPE 31X6 CU PVC 
WHITE R30M

Part No. 128 085 128 090
Width 25 mm 31 mm
Thickness 6 mm 6 mm
Cross-section 150 mm2 186 mm2

Type Green  White 
PU 40 m 30 m

Type 
 

TAPE 25X6 CU PVC 
WHITE R40M

TAPE 25X6 CU PVC 
GREY R40M

Part No. 128 080 128 081
Width 25 mm 25 mm
Thickness 6 mm 6 mm
Cross-section 150 mm2 150 mm2

Type White  Grey 
PU 40 m 40 m

Type 
 

TAPE 25X3 CU PVC 
STONE R50M

TAPE 25X3 CU PVC 
GREEN R50M

Part No. 128 035 128 032
Width 25 mm 25 mm
Thickness 3 mm 3 mm
Cross-section 75 mm2 75 mm2

Type Stone  Green 
PU 50 m 50 m

Type 
 

TAPE 25X3 CU PVC 
BLACK R50M

TAPE 25X3 CU PVC 
GREY R50M

Part No. 128 030 128 034
Width 25 mm 25 mm
Thickness 3 mm 3 mm
Cross-section 75 mm2 75 mm2

Type Black  Grey 
PU 50 m 50 m

Type 
 

TAPE 25X3 CU PVC
WHITE R50M

TAPE 25X3 CU PVC 
BROWN R50M

Part No. 128 036 128 031
Width 25 mm 25 mm
Thickness 3 mm 3 mm
Cross-section 75 mm2 75 mm2

Type White  Brown 
PU 50 m 50 m

General technical data:
Material Cu 

Standard IEC / EN IEC / 
BS EN IEC 62561-2 

Covering thickness 1 mm 
Length tolerance +/- 5% 

PVC covered copper strip​
PVC covered copper tapes. Manufactured 
from high conductivity annealed copper 
(EN / BS EN 13601), for use in lightning  
protection and earthing systems.

128 250	4013364300088	
02 08 02 03		  670.00 g/m	
1	 m	
128 251	4013364492776	
02 08 02 03		  890.00 g/m	
1	 m	
128 252	4013364492783	
02 08 02 03		  1.34 kg/m	
1	 m	
128 253	4013364492790	
02 08 02 03		  2.14 kg/m	
1	 m	
128 254	4013364492806	
02 08 02 03		  1.34 kg/m	
1	 m	
128 255	4013364492813	
02 08 02 03		  1.78 kg/m	
1	 m	
128 256	4013364492820	
02 08 02 03		  2.67 kg/m	
1	 m	

TAPE 25X3 SNCU R50M	
128 250
TAPE 25X4 SNCU R50M	
128 251
TAPE 25X6 SNCU R40M	
128 252
TAPE 40X6 SNCU R20M	
128 253
TAPE 50X3 SNCU R20M	
128 254
TAPE 50X4 SNCU R20M	
128 255
TAPE 50X6 SNCU R20M	
128 256

Type TAPE ...
 

50X3 SNCU 
R20M

50X4 SNCU 
R20M

50X6 SNCU 
R20M

Part No. 128 254 128 255 128 256
Width 50 mm 50 mm 50 mm
Thickness 3 mm 4 mm 6 mm
Cross-section 150 mm2 200 mm2 300 mm2

PU 20 m 20 m 20 m

Type TAPE ... 25X6 SNCU R40M 40X6 SNCU R20M
Part No. 128 252 128 253
Width 25 mm 40 mm
Thickness 6 mm 6 mm
Cross-section 150 mm2 240 mm2

PU 40 m 20 m

Type TAPE ... 25X3 SNCU R50M 25X4 SNCU R50M
Part No. 128 250 128 251
Width 25 mm 25 mm
Thickness 3 mm 4 mm
Cross-section 75 mm2 100 mm2

PU 50 m 50 m

General technical data:
Material Cu / gal Sn 
Standard	 IEC / EN IEC / BS EN IEC 62561-2 
Length tolerance +/- 5% 

Tinned copper strip​
Manufactured from high conductivity 
annealed copper (EN / BS EN 13601) with a 
Tin coating, for use in lightning protection 
and earth termination systems.

860 925	4013364093140	
02 02 01 03		  825.00 g/m	
25	 m	
860 900	4013364143395	
02 02 01 03		  824.00 g/m	
60	 m	
860 325	4013364093157	
02 02 01 03		  825.00 g/m	
25	 m	
860 335	4013364143388	
02 02 01 03		  827.00 g/m	
60	 m	
860 404	4013364276482	
02 02 01 03		  1.26 kg/m	
40	 m	
860 405	4013364276499	
02 02 01 03		  1.57 kg/m	
30	 m	

BA 30X3.5 V2A R25M	860 925
BA 30X3.5 V2A R60M	860 900
BA 30X3.5 V4A R25M	860 325
BA 30X3.5 V4A R60M	860 335
BA 40X4 V4A R40M	 860 404
BA 40X5 V4A R30M	 860 405

Type BA 40X4 V4A R40M BA 40X5 V4A R30M
Part No. 860 404 860 405
Width 40 mm 40 mm
Thickness 4 mm 5 mm
Cross-section 160 mm2 200 mm2

Material StSt (V4A)  StSt (V4A) 
Material No. 1.4571 / 1.4404  1.4571 / 1.4404 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 6 kA 7.4 kA

Coil weight approx. 50 kg approx. 50 kg
PU 40 m 30 m

Type BA 30X3.5 V4A R25M BA 30X3.5 V4A R60M
Part No. 860 325 860 335
Width 30 mm 30 mm
Thickness 3.5 mm 3.5 mm
Cross-section 105 mm2 105 mm2

Material StSt (V4A)  StSt (V4A) 
Material No. 1.4571 / 1.4404  1.4571 / 1.4404 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 3.9 kA 3.9 kA

Coil weight approx. 21 kg approx. 49 kg
PU 25 m 60 m

Type BA 30X3.5 V2A R25M BA 30X3.5 V2A R60M
Part No. 860 925 860 900
Width 30 mm 30 mm
Thickness 3.5 mm 3.5 mm
Cross-section 105 mm2 105 mm2

Material StSt  StSt 
Material No. 1.4301 / 1.4303  1.4301 / 1.4303 
Short-circuit current (AC 
50 Hz / DC)  (1 s; ≤ 300 °C) 3.9 kA 3.9 kA

Coil weight approx. 21 kg approx. 49 kg
PU 25 m 60 m

General technical data:
Standard EN 62561-2 
Length tolerance +/- 5% 

Stainless steel strip​
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Cables

For use in lightning protection and earth-termination 
systems.

840 050	4013364070141	
02 03 01 04		  133.00 g/m	
100	 m	

SEIL 9 50Q AL R100M	840 050

Note: Al must not be installed directly (without distance) on, in or under plaster, 
mortar or concrete, and not in soil.

Type SEIL ... 9 50Q AL R100M
Part No. 840 050
Cross-section 50 mm2

Cable structure qty x Ø wire 19 x 1.8 mm
Material Al 
Standard EN 62561-2 
Outside diameter Ø 9 mm
Short-circuit current (a.c. 50 Hz / d.c.)  (1 s; ≤ 300 °C) 6.4 kA
Coil weight approx. 13.5 kg
Length tolerance +/- 5% 
PU 100 m

Aluminium cable​
e.g. for isolated air-termination systems 
(DEHNiso Combi).

850 008	4013364129627	
02 03 01 03		  235.00 g/m	
100	 m	
850 010	4013364129634	
02 03 01 03		  395.00 g/m	
100	 m	

SEIL 8 V4A R100M	 850 008
SEIL 10 V4A R100M	 850 010

Type SEIL ... 8 V4A R100M 10 V4A R100M
Part No. 850 008 850 010
Cross-section 27 mm2 42 mm2

Cable structure qty x Ø wire [7x] 19 x ca. 0.59 mm [7x] 19 x ca. 0.68 mm
Material StSt (V4A)  StSt (V4A) 
Material No. 1.4571 / 1.4404  1.4571 / 1.4404 
Outside diameter Ø 8 mm 10 mm
Short-circuit current (a.c. 
50 Hz / d.c.)  (1 s; ≤ 300 °C) 1 kA 1.5 kA

Coil weight approx. 23.5 kg approx. 39.5 kg
Length tolerance +/- 5%  +/- 5% 
PU 100 m 100 m

Stainless steel cable​
e.g. for equipotential bonding.

Cables in different dimensions and materials are available upon 
request.

801 050	4013364018921	
02 03 01 01		  330.00 g/m	
100	 m	
801 059	4013364523173	
02 03 01 01		  660.00 g/m	
1	 m	
801 058	4013364523166	
02 03 01 01		  660.00 g/m	
20	 m	

SEIL 10 STGALZN R100M	 801 050
SEIL 11.5 STGALZN R50M	 801 059
SEIL 11.5 STGALZN R20M	 801 058

Type SEIL ... 10 STGALZN R100M
Part No. 801 050
Cross-section 42 mm2

Cable structure qty x Ø wire [6x] 19 x 0.65 mm
Material St/gal Zn 
Outside diameter Ø 10 mm
Short-circuit current (a.c. 50 Hz / d.c.)  (1 s; ≤ 300 °C) 3 kA
Coil weight approx. 33 kg
Length tolerance +/- 5% 
PU 100 m

Steel cable​

832 739	4013364018907	
02 03 01 02		  438.00 g/m	
50	 m	
832 740	4013364093454	
02 03 01 02		  438.00 g/m	
100	 m	
832 192	4013364018914	
02 03 01 02		  597.00 g/m	
50	 m	
832 095	4013364048324	
02 03 01 02		  845.00 g/m	
50	 m	
832 120	4013364129610	
02 03 01 02		  1.03 kg/m	
25	 m	

SEIL 9 50Q CU R50M	 832 739
SEIL 9 50Q CU R100M	
832 740
SEIL 10.5 70Q CU R50M	
832 192
SEIL 12.5 95Q CU R50M	
832 095
SEIL 14.5 120Q CU R25M	
832 120

Type SEIL ... 14.5 120Q CU R25M
Part No. 832 120
Cross-section 120 mm2

Cable structure qty x Ø wire 19 x 2.8 mm
Outside diameter Ø 14.5 mm
Short-circuit current (a.c. 50 Hz / d.c.)  (1 s; ≤ 300 °C) 23.4 kA
Coil weight approx. 53 kg
PU 25 m

Type SEIL ... 10.5 70Q CU R50M 12.5 95Q CU R50M
Part No. 832 192 832 095
Cross-section 70 mm2 95 mm2

Cable structure qty x Ø wire 19 x 2.1 mm 19 x 2.5 mm
Outside diameter Ø 10.5 mm 12.5 mm
Short-circuit current (a.c. 
50 Hz / d.c.)  (1 s; ≤ 300 °C) 13.6 kA 18.5 kA

Coil weight approx. 30 kg approx. 42 kg
PU 50 m 50 m

Type SEIL ... 9 50Q CU R50M 9 50Q CU R100M
Part No. 832 739 832 740
Cross-section 50 mm2 50 mm2

Cable structure qty x Ø wire 19 x 1.8 mm 19 x 1.8 mm
Outside diameter Ø 9 mm 9 mm
Short-circuit current (a.c. 
50 Hz / d.c.)  (1 s; ≤ 300 °C) 9.7 kA 9.7 kA

Coil weight approx. 22 kg approx. 44 kg
PU 50 m 100 m

General technical data:
Material Cu 
Standard EN 62561-2 
Length tolerance +/- 5% 

Copper cable​

832 838	4013364335776	
02 03 01 02		  334.00 g/m	
100	 m	
832 839	4013364093164	
02 03 01 02		  438.00 g/m	
100	 m	
832 202	4013364081048	
02 03 01 02		  597.00 g/m	
50	 m	
832 295	4013364093447	
02 03 01 02		  845.00 g/m	
50	 m	
832 320	4013364129641	
02 03 01 02		  1.03 kg/m	
25	 m	

SEIL 7.5 CUGALSN 35Q 
R100M	 832 838
SEIL 9 50Q CUGALSN R100M	
832 839
SEIL 10.5 70Q CUGALSN 
R50M	832 202
SEIL 12.5 95Q CUGALSN 
R50M	832 295
SEIL 14.5 120Q CUGALSN 
R25M	832 320

Type SEIL ...
 

14.5 120Q CUGALSN 
R25M

Part No. 832 320
Cross-section 120 mm2

Cable structure qty x Ø wire 19 x 2.8 mm
Standard EN 62561-2 
Outside diameter Ø 14.5 mm
Short-circuit current (a.c. 50 Hz / d.c.)  (1 s; ≤ 150 °C) 17.4 kA
Coil weight approx. 53 kg
PU 25 m

Type SEIL ...
 

10.5 70Q CUGALSN 
R50M

12.5 95Q CUGALSN 
R50M

Part No. 832 202 832 295
Cross-section 70 mm2 95 mm2

Cable structure qty x Ø wire 19 x 2.1 mm 19 x 2.5 mm
Standard EN 62561-2  EN 62561-2 
Outside diameter Ø 10.5 mm 12.5 mm
Short-circuit current (a.c. 
50 Hz / d.c.)  (1 s; ≤ 150 °C) 10.1 kA 13.7 kA

Coil weight approx. 30 kg approx. 42 kg
PU 50 m 50 m

Type SEIL ...
 

7.5 CUGALSN 35Q 
R100M

9 50Q CUGALSN 
R100M

Part No. 832 838 832 839
Cross-section 35 mm2 50 mm2

Cable structure qty x Ø wire 7 x 2.5 mm 19 x 1.8 mm
Standard — EN 62561-2 
Outside diameter Ø 7.5 mm 9 mm
Short-circuit current (a.c. 
50 Hz / d.c.)  (1 s; ≤ 150 °C) 5 kA 7.2 kA

Coil weight approx. 33 kg approx. 44 kg
PU 100 m 100 m

General technical data:
Material Cu/gal Sn 
Length tolerance +/- 5% 

Tinned copper cable​
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Discover our portfolio
External lightning protection:
https://de.hn/5iet3
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... of a gas container

8

8 8

1

1
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External lightning protection of a residential building

External lightning protection of an industrial building with a metal roof

1

7

4 8

8

15 Lightning strike counter 
Part No. 599 101

7

6

5
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Protection of an antenna system in case of an existing lightning 
protection system in accordance with IEC 60728-11

Equipotential bonding under the 
roofing without a lightning 
protection system

Equipotential bonding inside a 
building without a lightning 
protection system

13

13

13

5

13
13

12

Cross-section
≥ 4 mm2 copper 

Cross-section
≥ 16 mm2 copper

Cross-section
≥ 16 mm2 copper

Cross-section
≥ 16 mm2 copper

13

13

13

Cross-section
≥ 4 mm2 copper

13
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Roof Conductor Holders for Flat Roofs

Roof conductor holders for attaching round conductors 
and strips (with adapter) to flat roofs.
	� Conductor holder with weather-resistant plastic  
support plate, UV-stabilised and halogen-free
	� Frost-resistant concrete block in accordance with EN 1338 for 
paving stones, frost resistance tested according to EN 1340 
(frost/dew test)
	� Concrete block and base part are recycled separately

253 050	4013364079687	
01 03 01 01		  1.04 kg	10	
pc(s)	
253 060	4013364081628	
01 03 01 01		  1.04 kg	10	
pc(s)	

DLH FB2 8 LO 141X86X70	
253 050
DLH FB2 8 FE 141X86X70	
253 060

Type DLH ... FB2 8 LO 141X86X70 FB2 8 FE 141X86X70
Part No. 253 050 253 060
Conductor routing loose  fixed 
Material of conductor 
holder plastic  plastic 

Colour of conductor 
holder black 1  black 1 

Conductor support Rd 8 mm 8 mm
Weight 1 kg 1 kg
Block concrete (C35/45)  concrete (C35/45) 
Dimensions 141 x 86 x 70 mm 141 x 86 x 70 mm
PU 10 pc(s) 10 pc(s)

Type FB2, with two conductor supports​

253 051	4013364079823	
01 03 01 01		  38 g	 100	
pc(s)	

DLH KF2 8 LO 141X86X70	
253 051

Type DLH ... KF2 8 LO 141X86X70
Part No. 253 051
Conductor routing loose 
Material of conductor holder plastic 
Colour of conductor holder black 1 
Conductor support Rd 8 mm
Dimensions 141 x 86 x 70 mm
PU 100 pc(s)

Type KF2, with two conductor supports​
Clamped into roof sheeting strips (up to  
5 mm thick) which are welded with or  
adhere to the roof sheeting.

253 015	4013364022201	
01 03 01 01		  1.04 kg	10	
pc(s)	

DLH FB 8 LO 100X100X70	
253 015

Type DLH ... FB 8 LO 100X100X70
Part No. 253 015
Conductor routing loose 
Material of conductor holder plastic 
Colour of conductor holder black 1 
Conductor support Rd 8 mm
Weight 1 kg
Block concrete (C35/45) 
Dimensions 100 x 100 x 70 mm
PU 10 pc(s)

Type FB, with one conductor support​

253 030	4013364054271	
01 03 01 01		  58 g	 100	
pc(s)	

DLH KF 8 LO DBS 110X100X70 
SW	 253 030

Separate plastic upper part for type KF (Part No. 253 016) is available upon 
request.

Type DLH ...
 

KF 8 LO DBS 
110X100X70 SW

Part No. 253 030
Conductor routing loose 
Material of conductor holder plastic 
Colour of conductor holder black 1 
Conductor support Rd 8 mm
Dimensions 110 x 100 x 75 mm
PU 100 pc(s)

Type KF, with one conductor support​
Clamped into roof sheeting strips (up to 
2.5 mm thick) which are welded with or 
adhere to the roof sheeting.

253 335	4013364499416	
01 03 01 01		  4.98 kg	24	
pc(s)	

DLH 8.10 KS BES180 GP300 K	
253 335

Type DLH ... 8.10 KS BES180 GP300 K
Part No. 253 335
Conductor routing loose 
Material of conductor holder plastic 
Colour of conductor holder grey 1 
Conductor support Rd 8-10 mm
Weight 4.6 kg
Block concrete (C35/45) 
Dimensions 300 x 300 x 84 mm
PU 24 pc(s)

With one conductor support​
Roof conductor holder set for weighing 
down the down conductor on metal and 
flat roofs.

Flat Roof
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253 023	4013364022249	
01 03 01 01		  8 g	 50	
pc(s)	

RLA 10 FB KF K SW	 253 023

Type RLA 10 FB KF K SW
Part No. 253 023
Conductor support Rd 10 mm
Material plastic 
Colour black 1 
PU 50 pc(s)

Adapter for round conductors for type  
FB and KF​
Snapped onto roof conductor holders for 
conductors Rd 10 mm, loose conductor 
routing.
Adapter for conductors Rd 6 mm (Part No. 
253 022) is available upon request.

Accessories for Roof Conductor Holders for Flat Roofs

253 021	4013364022256	
01 03 01 01		  6 g	 50	
pc(s)	

FLA30 FB KF K SW	 253 021

Type FLA30 FB KF K SW
Part No. 253 021
Conductor support Fl 30 mm
Material plastic 
Colour black 1 
PU 50 pc(s)

Adapter for flat conductors for type  
FB and KF​
Snapped onto roof conductor holders 
(Part No. 253 015) for flat conductors  
30 mm, loose conductor leading.

253 025	4013364053984	
01 03 01 01		  6 g	 50	
pc(s)	

KLA 8 FB KF K SW	 253 025

Type KLA 8 FB KF K SW
Part No. 253 025
Conductor support Rd 8 mm
Material plastic 
Colour black 1 
PU 50 pc(s)

Cap for type FB and KF​
Snapped onto roof conductor holders 
(Part No. 253 015) to better secure air-ter-
mination conductors installed on slanted 
roofs.

253 029	4013364089617	
01 03 01 01		  1 g	 100	
pc(s)	

KLA 8 FB2 V2A	 253 029

Type KLA 8 FB2 V2A
Part No. 253 029
Conductor support Rd 8 mm
Material StSt 
Conductor routing fixed 
PU 100 pc(s)

Clip for type FB2​
Clip for snapping onto the roof conduc-
tor holder (part no. 253 050, 253 060), 
for additional fixing of the holder to the 
installed air-termination conductor on 
pitched roofs.

		  00 00 00 00		
NaN 			 

	

Type LH 8.10 LO KS RA
Part No. 253 303 *

Ausführung UV-stabilisiert und 
witterungsbeständig 

Leitungsführung lose 
Werkstoff Leitungshalter Kunststoff 
Farbe Leitungshalter grau 1 
Leitungshalter Aufnahme Rd 8-10 mm
Bauhöhe Leitungshalter 78 mm
VPE 24 Stk.

​

Roof Conductor Holders for Flat Roofs with 
Fixing Holes

For installing air-termination systems on flat roofs and 
walls.

202 060	4013364022263	
01 03 01 01		  226 g	 1	
pc(s)	

DLH DQ 6.10 GP100X100 
STTZN	 202 060

Type 
 

DLH DQ 6.10 
GP100X100 STTZN

Part No. 202 060
Material of roof conductor holder St/tZn 
Dimensions 100 x 100 mm
Fixing [4x] Ø4 / [4x] Ø10 mm
Material of conductor holder St/tZn 
Conductor support Rd 6-10 mm
PU 1 pc(s)

Type St/tZn, large​
With conductor holder DEHNQUICK, fixed 
conductor routing, height up to the centre 
of the conductor of 60 mm.

202 030	4013364022362	
01 03 01 01		  114 g	 50	
pc(s)	

DLH DQ 6.10 GP50X60 STTZN	
202 030

Type 
 

DLH DQ 6.10 GP50X60 
STTZN

Part No. 202 030
Material of roof conductor holder St/tZn 
Dimensions 50 x 60 mm
Fixing [4x] Ø5.2 mm
Material of conductor holder St/tZn 
Conductor support Rd 6-10 mm
PU 50 pc(s)

Type St/tZn, small​
With conductor holder DEHNQUICK, fixed 
conductor routing, height up to the centre 
of the conductor of 60 mm.

297 015	4013364023383	
01 03 01 01		  131 g	 25	
pc(s)	

BP D100 GBM8 4XB10 4XB4 
STTZN	 297 015

Type 
 

BP D100 GBM8 4XB10 
4XB4 STTZN

Part No. 297 015
Material of roof conductor holder St/tZn 
Dimensions approx. Ø100 mm
Fixing [4x] Ø4 / [4x] Ø10 mm
PU 25 pc(s)

Round fixing plate, St/tZn, large​
Plate with threaded bolt M8, e.g. for 
DEHNsnap or DEHNhold for use on, e.g. 
roofing felt, concrete, steel and brickwork.

297 025	4013364023390	
01 03 01 01		  5 g	 100	
pc(s)	

BP D40 GBM8 4XB4 K GR	
297 025

Type 
 

BP D40 GBM8 4XB4 
K GR

Part No. 297 025
Material of roof conductor holder plastic 
Colour grey 1 
Dimensions Ø40 mm
Fixing [4x] Ø4 mm
PU 100 pc(s)

Round fixing plate, plastic, small​
Plate with threaded bolt M8, e.g. for DEHN-
snap or DEHNhold for use on, e.g. roofing 
felt, concrete, steel and brickwork.
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552 030	4013364021563	
01 01 01 03		  196 g	 25	
pc(s)	

DDF 8 10 16 FL20.30 D250 K	
552 030

Type DDF ... 8 10 16 FL20.30 D250 K
Part No. 552 030
Material plastic 
Colour black 1 
Bushing Rd 8 / 10 / 16 mm
Bushing Fl 20 x 2.5 / 30 x 3.5 mm
Diameter Ø 250 mm
PU 25 pc(s)

For flat roofs​
The max. processing temperature of +110 °C 
has to be observed during installation.
In case of connection heights exceeding  
100 mm, the roof bushing and conductor 
have to be wrapped in a self-adhesive uni-
versal sealing tape (aluminium fixing tape).

552 010	4013364021150	
01 01 01 03		  33 g	 25	
pc(s)	

DDF 8.10 D34 B16 K	 552 010

Type DDF ... 8.10 D34 B16 K
Part No. 552 010
Hole Ø16 mm
Material plastic 
Colour black 1 
Bushing Rd 8-10 mm
Diameter Ø 34 mm
PU 25 pc(s)

For tile and corrugated sheet roofs​

Roof Bushings

For leading down conductors through roofs and for 
sealing roofs. 

Expansion Pieces

For temperature-related length compensation of long 
conductors (provided that the conductor routing in the 
holders is loose).

374 011	4013364030701	
01 04 01 03		  80 g	 25	
pc(s)	

DS 8 L395 AL	 374 011

Type DS ... 8 L395 AL
Part No. 374 011
Material Al 
Dimensions Ø8 mm
Length approx. 395 mm
Standard EN 62561-2 
PU 25 pc(s)

Round design​
For connection e.g. with MV clamp  
(Part No. 390 051).

374 020	4013364030725	
01 04 01 03		  37 g	 50	
pc(s)	

DS 30X2 L170 3XB11 AL	
374 020

Type DS ... 30X2 L170 3XB11 AL
Part No. 374 020
Material Al 
Dimensions 30 x 2 mm
Length 170 mm
Fixing [2x] Ø11 mm
Central hole Ø11 mm
Standard based on DIN EN 62561-2 
PU 50 pc(s)

Flat design​
For connection e.g. with KS connector 
(Part No. 301 000).
Note: At cross points two expansion pieces 
can be connected with one M10 x 20 mm 
screw and nut.
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Bridging brackets with middle hole may be combined with  
KS connectors (e. g. Part No. 301 019).

377 016	4013364083417	
01 04 01 03		  36 g	 50	
pc(s)	

UEBL L170 B5.2 6.5 AL	
377 016

Type UEBL ... L170 B5.2 6.5 AL
Part No. 377 016
Material Al 
Dimensions 30 x 2 mm
Length 170 mm
Fixing [8x] Ø5.2 / [4x] Ø6.5 mm
Standard EN 62561-1 
PU 50 pc(s)

Short design without middle hole​

377 026	4013364068582	
01 04 01 03		  45 g	 50	
pc(s)	

UEBL L220 B11 B5.2 6.5 AL	
377 026

Type UEBL ... L220 B11 B5.2 6.5 AL
Part No. 377 026
Material Al 
Dimensions 30 x 2 mm
Length 220 mm
Fixing [8x] Ø5.2 / [4x] Ø6.5 mm
Middle hole Ø11 mm
Standard EN 62561-1 
PU 50 pc(s)

Long design with middle hole​

Bridging Brackets

For connection (riveting or screwing) of metal cladding.

Application note:
According to DIN EN 62305-3 Suppl. 1, four rivets  
Ø5 mm shall be used to connect material of ≥ 0.5 mm thickness, 
or two StSt self-tapping screws Ø6.3 mm (one on each side) for 
material of ≥ 2 mm thickness. 

377 006	4013364024922	
01 04 01 03		  37 g	 50	
pc(s)	
377 027	4013364034204	
01 04 01 03		  112 g	 50	
pc(s)	

UEBL L170 B11 B5.2 6.5 AL	
377 006
UEBL L170 B11 B5.2 6.5 CU	
377 027

Type UEBL ... L170 B11 B5.2 6.5 AL L170 B11 B5.2 6.5 CU
Part No. 377 006 377 027
Material Al  Cu 
Dimensions 30 x 2 mm 28 x 2 mm
Length 170 mm 170 mm
Fixing [8x] Ø5.2 / [4x] Ø6.5 mm [8x] Ø5.2 / [4x] Ø6.5 mm
Middle hole Ø11 mm Ø11 mm
Standard EN 62561-1  EN 62561-1 
PU 50 pc(s) 50 pc(s)

Short design with middle hole​

377 045	4013364099296	
01 04 01 03		  36 g	 100	
pc(s)	

UEBB L180 B10.5 B6.5 AL	
377 045

Type UEBB ... L180 B10.5 B6.5 AL
Part No. 377 045
Material Al 
Length  (lG) 180 mm
Cross-section 50 mm2

Fixing [4x] Ø6.5 /  
[2x] Ø10.5 mm

Fixing possibility drilling screws / screws 
Standard EN 62561-1 
PU 100 pc(s)

Short design, fixed with drilling screws​

Bridging Braids

Suitable for connecting metal claddings (riveting or 
screwing) as an expansion compensation piece for 
round wires; or as compensation for certain tempera-
ture-related changes in length for round wires; Connec-
tion e.g. with KS connector part no. 301 019 

Application note:
According to DIN EN 62305-3 Suppl. 1, four rivets Ø5 mm shall 
be used to connect material of ≥ 0.5 mm thickness, or two StSt 
tapping screws Ø6.3 mm (one on each side) for material of ≥ 2 mm 
thickness.

377 015	4013364092693	
01 04 01 03		  36 g	 10	
pc(s)	
377 007	4013364092686	
01 04 01 03		  107 g	 10	
pc(s)	

UEBB L180 B10.5 B5.2 AL	
377 015
UEBB L180 B10.5 B5.2 CU	
377 007

Type UEBB ... L180 B10.5 B5.2 AL L180 B10.5 B5.2 CU
Part No. 377 015 377 007
Material Al  Cu 
Length  (lG) 180 mm 180 mm
Cross-section 50 mm2 50 mm2

Fixing [8x] Ø5.2 /  
[2x] Ø10.5 mm

[8x] Ø5.2 /  
[2x] Ø10.5 mm

Fixing possibility blind rivets / screws  blind rivets / screws 
Standard EN 62561-1  EN 62561-1 
PU 10 pc(s) 10 pc(s)

Short design​

377 115	4013364092716	
01 04 01 03		  59 g	 10	
pc(s)	
377 107	4013364092709	
01 04 01 03		  172 g	 10	
pc(s)	

UEBB L300 3XB10.5 B5,2 AL	
377 115
UEBB L300 3XB10.5 B5.2 CU	
377 107

Type UEBB ... L300 3XB10.5 B5,2 AL L300 3XB10.5 B5.2 CU
Part No. 377 115 377 107
Material Al  Cu 
Length  (lG) 300 mm 300 mm
Cross-section 50 mm2 50 mm2

Fixing [8x] Ø5.2 / 
[3x] Ø10.5 mm

[8x] Ø5.2 / 
[3x] Ø10.5 mm

Central hole Ø 10.5 mm 10.5 mm
Fixing possibility blind rivets / screws  blind rivets / screws 
Standard EN 62561-1  EN 62561-1 
PU 10 pc(s) 10 pc(s)

Long design, with middle hole​
Note: At cross points, two bridging braids 
can be connected with a M10 x 20 mm 
screw and nut.
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377 216	4013364494565	 01 04 01 03	
	 412 g	 1	 pc(s)	
377 217	4013364494572	 01 04 01 03	
	 412 g	 1	 pc(s)	
377 225	4013364494589	 01 04 01 03	
	 559 g	 1	 pc(s)	
377 226	4013364494596	 01 04 01 03	
	 559 g	 1	 pc(s)	
377 235	4013364494602	 01 04 01 03	
	 937 g	 1	 pc(s)	
377 236	4013364494619	 01 04 01 03	
	 937 g	 1	 pc(s)	
377 250	4013364494725	 01 04 01 03	
	 1.02 kg	 1	 pc(s)	
377 251	4013364494732	 01 04 01 03	
	 1.02 kg	 1	 pc(s)	
377 270	4013364494749	 01 04 01 03	
	 1.40 kg	 1	 pc(s)	
377 271	4013364494756	 01 04 01 03	
	 1.40 kg	 1	 pc(s)	

UEBS 16 L... B10.5 CU SW ID	 377 216
UEBS 16 L... B10.5 CU GNGE ID	 377 217
UEBS 25 L... B10.5 CU SW ID	 377 225
UEBS 25 L... B10.5 CU GNGE ID	 377 226
UEBS 35 L... B10.5 CU SW ID	 377 235
UEBS 35 L... B10.5 CU GNGE ID	 377 236
UEBS 50 L... B10.5 CU SW ID	 377 250
UEBS 50 L... B10.5 CU GNGE ID	 377 251
UEBS 70 L... B10.5 CU SW ID	 377 270
UEBS 70 L... B10.5 CU GNGE ID	 377 271

*) Specify cable length when ordering (50 mm steps)

Type UEBS ... 70 L... B10.5 CU SW ID 70 L... B10.5 CU GNGE ID
Part No. 377 270 377 271
Length  (l1) 350 - 1500 mm *)  350 - 1500 mm *) 
Cross-section 70 mm2 70 mm2

Insulation PVC black  PVC green / yellow 
PU 1 pc(s) 1 pc(s)

Type UEBS ... 50 L... B10.5 CU SW ID 50 L... B10.5 CU GNGE ID
Part No. 377 250 377 251
Length  (l1) 350 - 1500 mm *)  350 - 1500 mm *) 
Cross-section 50 mm2 50 mm2

Insulation PVC black  PVC green / yellow 
PU 1 pc(s) 1 pc(s)

Type UEBS ... 35 L... B10.5 CU SW ID 35 L... B10.5 CU GNGE ID
Part No. 377 235 377 236
Length  (l1) 200 - 1500 mm *)  200 - 1500 mm *) 
Cross-section 35 mm2 35 mm2

Insulation PVC black  PVC green / yellow 
PU 1 pc(s) 1 pc(s)

Type UEBS ... 25 L... B10.5 CU SW ID 25 L... B10.5 CU GNGE ID
Part No. 377 225 377 226
Length  (l1) 200 - 1500 mm *)  200 - 1500 mm *) 
Cross-section 25 mm2 25 mm2

Insulation PVC black  PVC green / yellow 
PU 1 pc(s) 1 pc(s)

Type UEBS ... 16 L... B10.5 CU SW ID 16 L... B10.5 CU GNGE ID
Part No. 377 216 377 217
Length  (l1) 200 - 1500 mm *)  200 - 1500 mm *) 
Cross-section 16 mm2 16 mm2

Insulation PVC black  PVC green / yellow 
PU 1 pc(s) 1 pc(s)

General technical data:
Material of cable lug Cu/gal (Ni)Sn 
Material of cable Cu 
Cable H07V-K 
Fixing [2x] Ø10.5 mm
Standard EN 62561-1 

Configurable lengths Indoor​
For use indoors (H07V-K)
Specify cable length when ordering  
(50 mm steps)

Bridging Cables

Suitable for connecting / bridging metal claddings, 
or as compensation for certain temperature-related 
changes in length for round wires; connection e.g. with 
KS connector part no. 301 019.
For connecting/bridging fixed earthing terminals. Suitable for  
protective and functional equipotential bonding.

377 316	4013364522459	
01 04 01 03		  412 g	 1	
pc(s)	
377 325	4013364522466	
01 04 01 03		  559 g	 1	
pc(s)	
377 335	4013364522473	
01 04 01 03		  937.30 kg	
1	 pc(s)	
377 350	4013364522480	
01 04 01 03		  1.02 kg	1	
pc(s)	
377 370	4013364522497	
01 04 01 03		  1.40 kg	1	
pc(s)	

UEBS 16 L... B10.5 CU SW OD	
377 316
UEBS 25 L... B10.5 CU SW OD	
377 325
UEBS 35 L... B10.5 CU SW OD	
377 335
UEBS 50 L... B10.5 CU SW OD	
377 350
UEBS 70 L... B10.5 CU SW OD	
377 370

*) Specify cable length when ordering (50 mm steps)

Type UEBS ... 70 L... B10.5 CU SW OD
Part No. 377 370
Length  (l1) 350 - 1500 mm *) 
Cross-section 70 mm2

PU 1 pc(s)

Type UEBS ... 35 L... B10.5 CU SW OD 50 L... B10.5 CU SW OD
Part No. 377 335 377 350
Length  (l1) 200 - 1500 mm *)  350 - 1500 mm *) 
Cross-section 35 mm2 50 mm2

PU 1 pc(s) 1 pc(s)

Type UEBS ... 16 L... B10.5 CU SW OD 25 L... B10.5 CU SW OD
Part No. 377 316 377 325
Length  (l1) 200 - 1500 mm *)  200 - 1500 mm *) 
Cross-section 16 mm2 25 mm2

PU 1 pc(s) 1 pc(s)

General technical data:
Material of cable lug Cu/gal (Ni)Sn 
Material of cable Cu 
Cable H01N2-D 
Fixing [2x] Ø10.5 mm
Insulation PVC black 
Standard EN 62561-1 

Configurable lengths Outdoor​
For use in outdoor areas with UV-stabilised 
conductor (H01N2-D)
Specify cable length when ordering  
(50 mm steps)

Standard lengths​
Suitable for use outdoors

377 210	4013364083028	
01 04 01 03		  53 g	 10	
pc(s)	
377 310	4013364033382	
01 04 01 03		  72 g	 100	
pc(s)	
377 410	4013364083035	
01 04 01 03		  90 g	 10	
pc(s)	
377 510	4013364033399	
01 04 01 03		  110 g	 10	
pc(s)	
UEBS 16 L200 B10.5 B6.5 AL 
CU	 377 210
UEBS 16 L300 B10.5 B6.5 AL 
CU	 377 310
UEBS 16 L400 B10.5 B6.5 AL 
CU	 377 410
UEBS 16 L500 B10.5 B6.5 AL 
CU	 377 510

Type UEBS ...
 

16 L400 B10.5 B6.5 
AL CU

16 L500 B10.5 B6.5 
AL CU

Part No. 377 410 377 510
Length  (l1) 400 mm  500 mm 
PU 10 pc(s) 10 pc(s)

Type UEBS ...
 

16 L200 B10.5 B6.5 
AL CU

16 L300 B10.5 B6.5 
AL CU

Part No. 377 210 377 310
Length  (l1) 200 mm  300 mm 
PU 10 pc(s) 100 pc(s)

General technical data:
Material of cable lug Al 
Material of cable Cu 
Cross-section 16 mm2

Fixing [4x] Ø6.5 / [2x] Ø10.5 mm
Insulation rubber EM5 black 
Standard EN 62561-1 

Drilling Screw

Self-tapping with hexagon head and collar, 
for connecting bridging brackets, braids 
or cables, e.g. to the metal capping of 
the roof parapet (for materials of ≥ 2 mm 
thickness).

528 619	4013364108882	
01 06 01 01		  7 g	 1	
pc(s)	

BSC 6.3X19 SW10 V2A	
528 619

Type BSC 6.3X19 SW10 V2A
Part No. 528 619
Material StSt 
Dimensions 6.3 x 19 mm
Head width across flats 10 
Standard DIN 7504 
PU 1 pc(s)
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Blind Rivet

With StSt pin for connecting bridging 
brackets, braids or cables, according to 
DIN EN 62305-3 Suppl. 1.

528 610	4013364150553	
01 06 01 01		  3 g	 500	
pc(s)	

BN 5X10 AL V2A	 528 610

Type BN 5X10 AL V2A
Part No. 528 610
Material Al / StSt 
Head Ø5 mm
Length 10 mm

Standard similar to EN15979  
(DIN 7337) 

PU 500 pc(s)

Bridging Cable with Seam Clamps

For connecting or bridging metal cladding 
(e.g. parts of the capping of the roof para-
pet) without drilling
	�With one clamping plate each, e.g. for 
connection to the air-termination system 
and erection of air-termination tips  
(Rd 8-10 mm)
	� For the seams of the capping of the roof 
parapet with an angle of 0-45° and a 
max. length up to 18 mm

Your benefit: The design avoids soiling by 
drilling chips! 

365 419	4013364128927	
01 04 01 03		  458 g	 5	
pc(s)	

UEBS 16 L400 CU FK0.7 10 
V2A	 365 419

Type 
 

UEBS 16 L400 CU FK0.7 
10 V2A

Part No. 365 419
Clamping range of seam 0.7-10 mm
Material of seam clamps StSt 
Length 200 mm
Material of cable Cu 
Cross-section 16 mm2

Standard EN 62561-1 
PU 5 pc(s)

Connection Kit for Safety Rope System

System for connecting the safety rope systems 
on roofs with the air-termination system; with pre-
mounted connection lug for the safety rope and 
clamping frame.

365 509	4013364141773	
01 04 01 03		  335 g	 1	
pc(s)	

ASSA D6 L1000 6.10 CU V2A	
365 509

Type ASSA ... D6 L1000 6.10 CU V2A
Part No. 365 509
Clamping range of connection lug Ø6 mm
Rope structure 7 x 7 / 7 x 19 mm
Terminal lug material StSt 
Clamping piece support Rd 6-10 mm
Length 1000 mm
Material of rope Cu 
Cross-section 16 mm2

Temperature range -40 °C ... +80 °C 
Insulation rubber EM5 black 
PU 1 pc(s)

Rope diameter 6 mm​

365 519	4013364130869	
01 04 01 03		  333 g	 1	
pc(s)	

ASSA D8 L1000 6.10 CU V2A	
365 519

Type ASSA ... D8 L1000 6.10 CU V2A
Part No. 365 519
Clamping range of connection lug Ø8 mm
Rope structure 7 x 7 / 7 x 19 mm
Terminal lug material StSt 
Clamping piece support Rd 6-10 mm
Length 1000 mm
Material of rope Cu 
Cross-section 16 mm2

Temperature range -40 °C ... +80 °C 
Insulation rubber EM5 black 
Standard EN 62561-1 
PU 1 pc(s)

Rope diameter 8 mm​
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for Ridge and Hip Tiles

For fixing air-termination conductors on the ridge,  
e.g. of tile roofs. 

204 469	4013364124851	
01 03 01 01		  63 g	 25	
pc(s)	
204 449	4013364124837	
01 03 01 01		  66 g	 25	
pc(s)	

DLH SSL 8 H16 FG180.280 GR 
V2A	 204 469
DLH SSL 8 H36 FG180.280 GR 
V2A	 204 449

Type DLH ...
 

SSL 8 H16 FG180.280 
GR V2A

SSL 8 H36 FG180.280 
GR V2A

Part No. 204 469 204 449
Material of roof conductor 
holder StSt  StSt 

Clamping range of ridge 
tile width 180-280 mm 180-280 mm

Height of conductor 
holder  (h1) 16 mm 36 mm

Material of conductor holder plastic  plastic 
Colour of conductor holder grey 1  grey 1 
Conductor support Rd 8 mm 8 mm
PU 25 pc(s) 25 pc(s)

SPANNsnap light​
Fixed with a StSt tension spring, 
with conductor holder DEHNsnap,  
loose conductor routing, laterally 
adjustable.

204 269	4013364035812	
01 03 01 01		  64 g	 25	
pc(s)	
204 267	4013364035805	
01 03 01 01		  70 g	 25	
pc(s)	
204 249	4013364041790	
01 03 01 01		  68 g	 25	
pc(s)	
204 247	4013364041806	
01 03 01 01		  72 g	 25	
pc(s)	
DLH SS 8 H16 FG180.280 GR 
V2A	 204 269
DLH SS 8 H16 FG180.280 BR 
CU	 204 267
DLH SS 8 H36 FG180.280 GR 
V2A	 204 249
DLH SS 8 H36 FG180.280 BR 
CU	 204 247

Type DLH ... H36 FG180.280 GR V2A H36 FG180.280 BR CU
Part No. 204 249 204 247
Material of roof conductor 
holder StSt  Cu 

Height of conductor holder 36 mm  (h1) 36 mm  (h1)
Colour of conductor holder grey 1  brown 1 
PU 25 pc(s) 25 pc(s)

Type DLH SS 8 ... H16 FG180.280 GR V2A H16 FG180.280 BR CU
Part No. 204 269 204 267
Material of roof conductor 
holder StSt  Cu 

Height of conductor holder 16 mm  (h1) 16 mm  (h1)
Colour of conductor holder grey 1  brown 1 
PU 25 pc(s) 25 pc(s)

General technical data:
Clamping range of ridge tile width 180-280 mm
Material of conductor holder plastic 
Conductor support Rd 8 mm

SPANNsnap​
Fixed with a StSt tension spring, with  
conductor holder DEHNsnap, loose  
conductor routing, laterally adjustable.

206 439	4013364124875	
01 03 01 01		  72 g	 25	
pc(s)	
206 449	4013364124899	
01 03 01 01		  78 g	 25	
pc(s)	

DLH SGL 8 H20 FG180.280 
V2A	 206 439
DLH SGL 8 H32 FG180.280 
V2A	 206 449

Type DLH ...
 

SGL 8 H20 FG180.280 
V2A

SGL 8 H32 FG180.280 
V2A

Part No. 206 439 206 449
Material of roof conductor 
holder StSt  StSt 

Clamping range of ridge 
tile width 180-280 mm 180-280 mm

Height of conductor 
holder  (h1) 20 mm 32 mm

Material of conductor holder StSt  StSt 
Conductor support Rd 8 mm 8 mm
Standard EN 62561-4  EN 62561-4 
PU 25 pc(s) 25 pc(s)

SPANNgrip light​
Fixed with a StSt tension spring,  
with conductor holder DEHNgrip,  
loose conductor routing, laterally 
adjustable.

206 239	4013364042650	
01 03 01 01		  74 g	 25	
pc(s)	
206 237	4013364077300	
01 03 01 01		  81 g	 25	
pc(s)	
206 249	4013364042803	
01 03 01 01		  80 g	 25	
pc(s)	
206 247	4013364078574	
01 03 01 01		  92 g	 25	
pc(s)	
DLH SG 8 H20 FG180.280 V2A	
206 239
DLH SG 8 H20 FG180.280 CU	
206 237
DLH SG 8 H32 FG180.280 V2A	
206 249
DLH SG 8 H32 FG180.280 CU	
206 247

Type DLH ... SG 8 H32 FG180.280 V2A SG 8 H32 FG180.280 CU
Part No. 206 249 206 247
Material of roof conductor 
holder StSt  Cu 

Height of conductor holder 32 mm  (h1) 32 mm  (h1)
Material of conductor holder StSt  Cu 
PU 25 pc(s) 25 pc(s)

Type DLH ... SG 8 H20 FG180.280 V2A SG 8 H20 FG180.280 CU
Part No. 206 239 206 237
Material of roof conductor 
holder StSt  Cu 

Height of conductor holder 20 mm  (h1) 20 mm  (h1)
Material of conductor holder StSt  Cu 
PU 25 pc(s) 25 pc(s)

General technical data:
Clamping range of ridge tile width 180-280 mm
Conductor support Rd 8 mm
Standard EN 62561-4 

SPANNgrip​
Fixed with a StSt tension spring, with  
conductor holder DEHNgrip, loose  
conductor routing, laterally adjustable.
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Roof Conductor Holders Adjustable for 
Ridge and Hip Tiles

For fixing air-termination conductors on the ridge, 
e.g. of tile roofs.

204 109	4013364028098	
01 03 01 01		  98 g	 25	
pc(s)	
204 911	4013364030640	
01 03 01 01		  98 g	 25	
pc(s)	
204 107	4013364028104	
01 03 01 01		  105 g	 25	
pc(s)	
204 129	4013364021433	
01 03 01 01		  102 g	 25	
pc(s)	
204 913	4013364030664	
01 03 01 01		  108 g	 25	
pc(s)	
204 127	4013364028142	
01 03 01 01		  110 g	 25	
pc(s)	

DLH DS 8 H16 FG180.280 GR 
V2A	 204 109
DLH DS 8 H16 FG180.280 BR 
V2A	 204 911
DLH DS 8 H16 FG180.280BR 
GALCU	 204 107
DLH DS 8 H36 FG180.280 GR 
V2A	 204 129
DLH DS 8 H36 FG180.280 BR 
V2A	 204 913
DLH DS 8 H36 FG180.280BR 
GALCU	 204 127

Type DLH ...
 

DS 8 H36 FG180.280 
BR V2A

DS 8 H36 FG180.280BR 
GALCU

Part No. 204 913 204 127
Material of roof conductor 
holder StSt  Cu 

Height of conductor 
holder  (h1) 36 mm 36 mm

Colour of conductor holder brown 1  brown 1 
PU 25 pc(s) 25 pc(s)

Type DLH ...
 

DS 8 H16 FG180.280BR 
GALCU

DS 8 H36 FG180.280 
GR V2A

Part No. 204 107 204 129
Material of roof conductor 
holder Cu  StSt 

Height of conductor 
holder  (h1) 16 mm 36 mm

Colour of conductor holder brown 1  grey 1 
PU 25 pc(s) 25 pc(s)

Type DLH ...
 

DS 8 H16 FG180.280 
GR V2A

DS 8 H16 FG180.280 
BR V2A

Part No. 204 109 204 911
Material of roof conductor 
holder StSt  StSt 

Height of conductor 
holder  (h1) 16 mm 16 mm

Colour of conductor holder grey 1  brown 1 
PU 25 pc(s) 25 pc(s)

General technical data:
Clamping range 180-280 mm
Material of conductor holder plastic 
Conductor support Rd 8 mm
Length of clamping claw 23 mm

Steplessly adjustable with conductor 
holder DEHNsnap​
Loose conductor routing, laterally  
adjustable (top centre to the bottom).

Type DLH ...
 

DG 8 H32 FG180.280 
KK V2A

Part No. 206 819
Material of roof conductor holder StSt 
Height of conductor holder  (h1) 32 mm
Material of conductor holder StSt 
Length of clamping claw 15 mm
PU 25 pc(s)

Type DLH ...
 

DG 8 H20 FG180.280 
KK GALCU

DG 8 H32 FG180.280 
KK GALCU

Part No. 206 807 206 817
Material of roof conductor 
holder Cu  Cu 

Height of conductor 
holder  (h1) 20 mm 32 mm

Material of conductor holder Cu  Cu 
Length of clamping claw 15 mm 15 mm
PU 25 pc(s) 25 pc(s)

Steplessly adjustable with conductor 
holder DEHNgrip​
Loose conductor routing, laterally  
adjustable (top centre to the bottom).

206 109	4013364042810	
01 03 01 01		  110 g	 25	
pc(s)	
206 809	4013364077485	
01 03 01 01		  114 g	 25	
pc(s)	
206 807	4013364046306	
01 03 01 01		  107 g	 25	
pc(s)	
206 817	4013364078581	
01 03 01 01		  122 g	 25	
pc(s)	
206 819	4013364077362	
01 03 01 01		  115 g	 25	
pc(s)	

DLH DG 8 H20 FG180.280 
V2A	 206 109
DLH DG 8 H20 FG180.280 KK 
V2A	 206 809
DLH DG 8 H20 FG180.280 KK 
GALCU	 206 807
DLH DG 8 H32 FG180.280 KK 
GALCU	 206 817
DLH DG 8 H32 FG180.280 KK 
V2A	 206 819

Type DLH ...
 

DG 8 H20 FG180.280 
V2A

DG 8 H20 FG180.280 
KK V2A

Part No. 206 109 206 809
Material of roof conductor 
holder StSt  StSt 

Height of conductor 
holder  (h1) 20 mm 20 mm

Material of conductor holder StSt  StSt 
Length of clamping claw 23 mm 15 mm
PU 25 pc(s) 25 pc(s)

General technical data:
Clamping range 180-280 mm
Conductor support Rd 8 mm
Standard EN 62561-4 

202 020	4013364020764	 01 03 01 01	
	 250 g	 25	 pc(s)	
202 021	4013364020788	 01 03 01 01	
	 264 g	 1	 pc(s)	
202 900	4013364020801	 01 03 01 01	
	 127 g	 1	 pc(s)	
202 027	4013364020771	 01 03 01 01	
	 290 g	 1	 pc(s)	
202 227	4013364020795	 01 03 01 01	
	 290 g	 25	 pc(s)	

DLH DQ 6.10 FG120.240 
STTZN	 202 020
DLH DQ 6.10 FG200.280 
STTZN	 202 021
DLH DQ 6.10 FG120.240 V2A	
202 900
DLH DQ 6.10 FG120.240 CU	
202 027
DLH DQ 6.10 FG200.280 CU	
202 227

Type DLH ... DQ 6.10 FG200.280 CU
Part No. 202 227
Material of roof conductor holder Cu 
Clamping range 200-280 mm
Material of conductor holder Cu 
PU 25 pc(s)

Type DLH ... DQ 6.10 FG120.240 V2A DQ 6.10 FG120.240 CU
Part No. 202 900 202 027
Material of roof conductor 
holder StSt  Cu 

Clamping range 120-240 mm 120-240 mm
Material of conductor holder StSt  Cu 
PU 1 pc(s) 1 pc(s)

Type DLH ...
 

DQ 6.10 FG120.240 
STTZN

DQ 6.10 FG200.280 
STTZN

Part No. 202 020 202 021
Material of roof conductor 
holder St/tZn  St/tZn 

Clamping range 120-240 mm 200-280 mm
Material of conductor holder St/tZn  St/tZn 
PU 25 pc(s) 1 pc(s)

General technical data:
Conductor support Rd 6-10 mm
Length of clamping claw 24 mm

Adjustable in steps with conductor holder 
DEHNquick​
Fixed conductor routing.
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Roof Conductor Holders for Ridge and Hip Tiles

For fixing air-termination conductors on the ridge.

216 000	4013364020054	
01 03 01 01		  74 g	 25	
pc(s)	

DLH ZS 7.10 FL20 KT12 STTZN	
216 000

Type 
 

DLH ZS 7.10 FL20 KT12 
STTZN

Part No. 216 000
Material of roof conductor holder plastic 
Hole Ø12 mm
Material of conductor holder St/tZn 
Conductor support Rd 7-10 mm
Conductor support Fl 20 mm
PU 25 pc(s)

Two screw clamp with spacer and  
elastic sealing​
For tiled, slated and corrugated sheet 
roofs, with weather-resistant spacer and 
elastic sealing, fixed conductor routing.

204 029	4013364032286	
01 03 01 01		  35 g	 50	
pc(s)	
204 039	4013364032293	
01 03 01 01		  35 g	 50	
pc(s)	

LH FS 8 H16 GR V2A	 204 029
LH FS 8 H16 K BR V2A	
204 039

Type LH FS 8 H16 GR V2A LH FS 8 H16 K BR V2A
Part No. 204 029 204 039
Material of roof conductor 
holder StSt  StSt 

Height of conductor holder 16 mm 16 mm
Material of conductor holder plastic  plastic 
Colour of conductor holder grey 1  brown 1 
Conductor support Rd 8 mm 8 mm
PU 50 pc(s) 50 pc(s)

FIRSTsnap​
Attached to the ridge tile clip of dry ridges, 
with conductor holder DEHNsnap, loose 
conductor routing.

Roof Conductor Holders with Angled, 
Flexible Brace for Roof Surfaces

For hanging into roof tiles, with a flexible brace made of 
thin StSt (0.3 mm) which moulds itself to the grooves of 
the tile.

204 935	4013364029958	
01 03 01 01		  40 g	 1	
pc(s)	
204 936	4013364029927	
01 03 01 01		  40 g	 50	
pc(s)	
204 937	4013364029941	
01 03 01 01		  46 g	 50	
pc(s)	
204 938	4013364029989	
01 03 01 01		  47 g	 50	
pc(s)	
DLH FS 8 H16 L170 GR V2A	
204 935
DLH FS 8 H16 L170 BR V2A	
204 936
DLH FS 8 H36 L170 GR V2A	
204 937
DLH FS 8 H36 L170 BR V2A	
204 938

Type DLH ... FS 8 H36 L170 GR V2A FS 8 H36 L170 BR V2A
Part No. 204 937 204 938
Height of conductor 
holder  (h1) 36 mm 36 mm

Colour of conductor holder grey 1  brown 1 
PU 50 pc(s) 50 pc(s)

Type DLH ... FS 8 H16 L170 GR V2A FS 8 H16 L170 BR V2A
Part No. 204 935 204 936
Height of conductor 
holder  (h1) 16 mm 16 mm

Colour of conductor holder grey 1  brown 1 
PU 1 pc(s) 50 pc(s)

General technical data:
Material of roof conductor holder StSt 
Length of brace 170 mm
Material of conductor holder plastic 
Conductor support Rd 8 mm

FLEXIsnap​
Fixed to grooved tiles using the  
flexible brace, loose conductor  
routing.

204 949	4013364129290	
01 03 01 01		  54 g	 50	
pc(s)	
204 957	4013364129269	
01 03 01 01		  55 g	 50	
pc(s)	

DLH FG 8 H32 L170 V2A	
204 949
DLH FG 8 H32 L170 V2A 
GALCU	 204 957

Type DLH ...
 

FG 8 H32 L170 
V2A

FG 8 H32 L170 
V2A GALCU

Part No. 204 949 204 957
Material of roof conductor 
holder StSt  StSt 

Length of brace 170 mm 170 mm
Height of conductor 
holder  (h1) 32 mm 32 mm

Material of conductor holder StSt  Cu 
Conductor support Rd 8 mm 8 mm
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

FLEXIgrip​
Fixed to grooved tiles using the  
flexible brace, loose conductor  
routing.

Roof Conductor Holders with Embossed 
Brace for Roof Surfaces

For fixing air-termination and down conductors.

204 149	4013364042285	
01 03 01 01		  52 g	 50	
pc(s)	
204 921	4013364030589	
01 03 01 01		  50 g	 1	
pc(s)	
204 147	4013364042513	
01 03 01 01		  51 g	 50	
pc(s)	
204 159	4013364042537	
01 03 01 01		  78 g	 50	
pc(s)	
204 157	4013364042520	
01 03 01 01		  83 g	 50	
pc(s)	
204 169	4013364042551	
01 03 01 01		  100 g	 1	
pc(s)	

DLH US 8 H16 L205 GR V2A	
204 149
DLH US 8 H16 L205 BR V2A	
204 921
DLH US 8 H16 L205 BR GALCU	
204 147
DLH US 8 H16 L335 GR V2A	
204 159
DLH US 8 H16 L335 BR GALCU	
204 157
DLH US 8 H16 L475 GR V2A	
204 169

Type 
 

DLH US 8 H16 L335 BR 
GALCU

DLH US 8 H16 L475 GR 
V2A

Part No. 204 157 204 169
Material of roof conductor 
holder Cu  StSt 

Length of brace  (l1) 335 mm 475 mm
Colour of conductor holder brown 1  grey 1 
PU 50 pc(s) 1 pc(s)

Type 
 

DLH US 8 H16 L205 BR 
GALCU

DLH US 8 H16 L335 GR 
V2A

Part No. 204 147 204 159
Material of roof conductor 
holder Cu  StSt 

Length of brace  (l1) 205 mm 335 mm
Colour of conductor holder brown 1  grey 1 
PU 50 pc(s) 50 pc(s)

Type 
 

DLH US 8 H16 L205 GR 
V2A

DLH US 8 H16 L205 BR 
V2A

Part No. 204 149 204 921
Material of roof conductor 
holder StSt  StSt 

Length of brace  (l1) 205 mm 205 mm
Colour of conductor holder grey 1  brown 1 
PU 50 pc(s) 1 pc(s)

General technical data:
Height of conductor holder 16 mm
Material of conductor holder plastic 
Conductor support Rd 8 mm

UNIsnap height 16 mm​
With prepunched points for bending it 
and hooking it into roof tiles or battens, 
with conductor holder DEHNsnap, loose 
conductor routing.
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204 179	4013364042575	
01 03 01 01		  60 g	 50	
pc(s)	
204 924	4013364030619	
01 03 01 01		  64 g	 50	
pc(s)	
204 177	4013364042568	
01 03 01 01		  70 g	 50	
pc(s)	
204 189	4013364042599	
01 03 01 01		  83 g	 50	
pc(s)	
204 925	4013364030626	
01 03 01 01		  90 g	 50	
pc(s)	
204 187	4013364042582	
01 03 01 01		  91 g	 50	
pc(s)	
204 199	4013364042278	
01 03 01 01		  111 g	 50	
pc(s)	
204 197	4013364042605	
01 03 01 01		  112 g	 1	
pc(s)	

DLH US 8 H36 L205 GR V2A	
204 179
DLH US 8 H36 L205 BR V2A	
204 924
DLH US 8 H36 L205 BR GALCU	
204 177
DLH US 8 H36 L335 GR V2A	
204 189
DLH US 8 H36 L335 BR V2A	
204 925
DLH US 8 H36 L335 BR GALCU	
204 187
DLH US 8 H36 L475 GR V2A	
204 199
DLH US 8 H36 L475 BR GALCU	
204 197

Type 
 

DLH US 8 H36 L475 GR 
V2A

DLH US 8 H36 L475 BR 
GALCU

Part No. 204 199 204 197
Material of roof conductor 
holder StSt  Cu 

Length of brace  (l1) 475 mm 475 mm
Colour of conductor holder grey 1  brown 1 
PU 50 pc(s) 1 pc(s)

Type 
 

DLH US 8 H36 L335 BR 
V2A

DLH US 8 H36 L335 BR 
GALCU

Part No. 204 925 204 187
Material of roof conductor 
holder StSt  Cu 

Length of brace  (l1) 335 mm 335 mm
Colour of conductor holder brown 1  brown 1 
PU 50 pc(s) 50 pc(s)

Type 
 

DLH US 8 H36 L205 BR 
GALCU

DLH US 8 H36 L335 GR 
V2A

Part No. 204 177 204 189
Material of roof conductor 
holder Cu  StSt 

Length of brace  (l1) 205 mm 335 mm
Colour of conductor holder brown 1  grey 1 
PU 50 pc(s) 50 pc(s)

Type 
 

DLH US 8 H36 L205 
GR V2A

DLH US 8 H36 L205 
BR V2A

Part No. 204 179 204 924
Material of roof conductor 
holder StSt  StSt 

Length of brace  (l1) 205 mm 205 mm
Colour of conductor holder grey 1  brown 1 
PU 50 pc(s) 50 pc(s)

General technical data:
Height of conductor holder 36 mm
Material of conductor holder plastic 
Conductor support Rd 8 mm

UNIsnap height 36 mm​
With prepunched points, for bending it 
and hooking it into roof tiles or battens, 
with conductor holder DEHNsnap, loose 
conductor routing.

204 089	4013364109568	
01 03 01 01		  67 g	 1	
pc(s)	

LH US 8 H16 L205 KT GR V2A	
204 089

Type 
 

LH US 8 H16 L205 KT 
GR V2A

Part No. 204 089
Material of roof conductor holder StSt 
Length of brace  (l1) 205 mm
Height of conductor holder 16 mm
Material of conductor holder plastic 
Colour of conductor holder grey 1 
Conductor support Rd 8 mm
PU 1 pc(s)

UNIsnap with clamping part​
With prepunched points for bending it and 
hooking it into roof tiles or battens,with 
additional clamping part e.g. for slated 
roofs, with conductor holder DEHNsnap, 
loose conductor routing.

204 170	4013364072435	
01 03 01 01		  40 g	 50	
pc(s)	
204 171	4013364073708	
01 03 01 01		  38 g	 50	
pc(s)	

DLH DS 8 H36 L205 GR AL	
204 170
DLH DS 8 H36 L205 BR AL	
204 171

Type 
 

DLH DS 8 H36 L205 
GR AL

DLH DS 8 H36 L205 
BR AL

Part No. 204 170 204 171
Material of roof conductor 
holder Al  Al 

Length of brace  (l1) 205 mm 205 mm
Height of conductor holder 36 mm 36 mm
Material of conductor holder plastic  plastic 
Colour of conductor holder grey 1  brown 1 
Conductor support Rd 8 mm 8 mm
PU 50 pc(s) 50 pc(s)

DEHNsnap with Al base brace​
Moulds itself to the grooves of the tile,  
with conductor holder DEHNsnap,  
loose conductor routing.

206 209	4013364042759	
01 03 01 01		  59 g	 50	
pc(s)	
206 207	4013364054257	
01 03 01 01		  65 g	 50	
pc(s)	
206 219	4013364042766	
01 03 01 01		  83 g	 50	
pc(s)	
206 217	4013364052208	
01 03 01 01		  93 g	 50	
pc(s)	
206 229	4013364042773	
01 03 01 01		  114 g	 50	
pc(s)	
206 227	4013364054264	
01 03 01 01		  117 g	 50	
pc(s)	

DLH UG 8 H20 L205 V2A	
206 209
DLH UG 8 H20 L205 CU	
206 207
DLH UG 8 H20 L335 V2A	
206 219
DLH UG 8 H20 L335 CU	
206 217
DLH UG 8 H20 L475 V2A	
206 229
DLH UG 8 H20 L475 CU	
206 227

Type DLH UG 8 H20 L475 V2A DLH UG 8 H20 L475 CU
Part No. 206 229 206 227
Material of roof conductor 
holder StSt  Cu 

Length of brace  (l1) 475 mm 475 mm
Material of conductor holder StSt  Cu 
PU 50 pc(s) 50 pc(s)

Type DLH UG 8 H20 L335 V2A DLH UG 8 H20 L335 CU
Part No. 206 219 206 217
Material of roof conductor 
holder StSt  Cu 

Length of brace  (l1) 335 mm 335 mm
Material of conductor holder StSt  Cu 
PU 50 pc(s) 50 pc(s)

Type  DLH UG 8 H20 L205 V2A DLH UG 8 H20 L205 CU
Part No. 206 209 206 207
Material of roof conductor 
holder StSt  Cu 

Length of brace  (l1) 205 mm 205 mm
Material of conductor holder StSt  Cu 
PU 50 pc(s) 50 pc(s)

General technical data:
Height of conductor holder 20 mm
Conductor support Rd 8 mm
Standard EN 62561-4 

UNIgrip height 20 mm​
With prepunched points for bending  
it and hooking it on roof tiles or battens, 
with conductor holder DEHNgrip,  
loose conductor routing.
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206 170	4013364082816	
01 03 01 01		  51 g	 50	
pc(s)	
206 171	4013364089488	
01 03 01 01		  51 g	 50	
pc(s)	

DLH DG 8 H20 L205 V2A AL	
206 170
DLH DG 8 H32 L205 V2A AL	
206 171

Type 
 

DLH DG 8 H20 L205 
V2A AL

DLH DG 8 H32 L205 
V2A AL

Part No. 206 170 206 171
Material of roof conductor 
holder Al  Al 

Length of brace  (l1) 205 mm 205 mm
Height of conductor holder 20 mm 32 mm
Material of conductor holder StSt  StSt 
Conductor support Rd 8 mm 8 mm
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

DEHNgrip with Al brace​
Moulds itself to the grooves of the tile,  
with conductor holder DEHNgrip,  
loose conductor routing.

206 309	4013364042780	
01 03 01 01		  60 g	 50	
pc(s)	
206 319	4013364042667	
01 03 01 01		  87 g	 50	
pc(s)	
206 329	4013364042797	
01 03 01 01		  110 g	 50	
pc(s)	

DLH UG 8 H32 L205 V2A	
206 309
DLH UG 8 H32 L335 V2A	
206 319
DLH UG 8 H32 L475 V2A	
206 329

Type DLH UG 8 H32 L475 V2A
Part No. 206 329
Length of brace  (l1) 475 mm
PU 50 pc(s)

Type DLH UG 8 H32 L205 V2A DLH UG 8 H32 L335 V2A
Part No. 206 309 206 319
Length of brace  (l1) 205 mm 335 mm
PU 50 pc(s) 50 pc(s)

General technical data:
Material of roof conductor holder StSt 
Height of conductor holder 32 mm
Material of conductor holder StSt 
Conductor support Rd 8 mm
Standard EN 62561-4 

UNIgrip height 32 mm​
With prepunched points for bending it 
and hooking it on roof tiles or battens, with 
conductor holder DEHNgrip, loose con-
ductor routing.

206 289	4013364149427	
01 03 01 01		  76 g	 50	
pc(s)	

DLH UG 8 H20 L205 KT V2A	
206 289

Type 
 

DLH UG 8 H20 L205 
KT V2A

Part No. 206 289
Material of roof conductor holder StSt 
Length of brace  (l1) 205 mm
Height of conductor holder 20 mm
Material of conductor holder StSt 
Conductor support Rd 8 mm
Standard EN 62561-4 
PU 50 pc(s)

UNIgrip with clamping part, height 20 mm​
With prepunched points for bending it and 
hooking it into roof tiles or battens, with 
additional clamping part, e.g. for slated 
roofs, with conductor holder DEHNgrip, 
loose conductor routing.

Roof Conductor Holders with Brace for 
Roof Surfaces

Inserted on tiled, slated and roofing felt roofs.

202 040	4013364019935	
01 03 01 01		  170 g	 50	
pc(s)	
202 902	4013364020467	
01 03 01 01		  81 g	 50	
pc(s)	
202 037	4013364019942	
01 03 01 01		  187 g	 50	
pc(s)	

DLH DQ 6.10 H55 L260 STTZN	
202 040
DLH DQ 6.10 H55 L260 V2A	
202 902
DLH DQ 6.10 H55 L260 CU	
202 037

Type DLH DQ 6.10 H55 L260 ... CU
Part No. 202 037
Material of roof conductor holder Cu 
Length of brace 260 / 2 mm
Material of conductor holder Cu 
PU 50 pc(s)

Type DLH DQ 6.10 H55 ... L260 STTZN L260 V2A
Part No. 202 040 202 902
Material of roof conductor 
holder St/tZn  StSt 

Length of brace 260 / 2 mm 260 / 1 mm
Material of conductor holder St/tZn  StSt 
PU 50 pc(s) 50 pc(s)

General technical data:
Height of brace 55 mm
Conductor support Rd 6-10 mm

Straight​
Straight, with conductor holder  
DEHNquick, for conductors Rd 6-10 mm, 
fixed conductor routing.

202 010	4013364019874	
01 03 01 01		  159 g	 50	
pc(s)	
202 901	4013364019928	
01 03 01 01		  83 g	 50	
pc(s)	
202 017	4013364019904	
01 03 01 01		  189 g	 1	
pc(s)	

DLH DQ 6.10 H55 L260 GS 
STTZN	 202 010
DLH DQ 6.10 H55 L260 GS 
V2A	 202 901
DLH DQ 6.10 H55 L260 GS CU	
202 017

Type DLH DQ 6.10 H55 L260 ... GS CU
Part No. 202 017
Material of roof conductor holder Cu 
Length of brace 260 / 2 mm
Material of conductor holder Cu 
PU 1 pc(s)

Type DLH DQ 6.10 H55 ... L260 GS STTZN L260 GS V2A
Part No. 202 010 202 901
Material of roof conductor 
holder St/tZn  StSt 

Length of brace 260 / 2 mm 260 / 1 mm
Material of conductor holder St/tZn  StSt 
PU 50 pc(s) 50 pc(s)

General technical data:
Height of brace 55 mm
Conductor support Rd 6-10 mm

Cranked​
With conductor holder DEHNquick,  
fixed conductor routing.
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Roof Conductor Holders with Angled Brace 
for Roof Surfaces

Hung into the roof tiles.

204 359	4013364082779	
01 03 01 01		  61 g	 1	
pc(s)	

DLH DS 8 H16 L169 WS V2A	
204 359

Type DLH ... DS 8 H16 L169 WS V2A
Part No. 204 359
Material of roof conductor holder StSt 
Length of brace  (l1) 169 mm
Height of conductor holder 16 mm
Material of conductor holder plastic 
Colour of conductor holder grey 1 
Conductor support Rd 8 mm
PU 1 pc(s)

With conductor holder DEHNsnap​
Loose conductor routing.

206 359	4013364047723	
01 03 01 01		  65 g	 50	
pc(s)	

DLH DG 8 H20 L169 WS V2A	
206 359

Type DLH ... DG 8 H20 L169 WS V2A
Part No. 206 359
Material of roof conductor holder StSt 
Length of brace  (l1) 169 mm
Height of conductor holder 20 mm
Material of conductor holder StSt 
Conductor support Rd 8 mm
Standard EN 62561-4 
PU 50 pc(s)

With conductor holder DEHNgrip​
Loose conductor routing.

202 050	4013364020214	
01 03 01 01		  137 g	 25	
pc(s)	
202 080	4013364020276	
01 03 01 01		  250 g	 50	
pc(s)	

DLH DQ 6.10 H55 L115 WS 
STTZN	 202 050
DLH DQ 6.10 H55 L410 WS 
STTZN	 202 080

Type DLH ...
 

DQ 6.10 H55 L115 WS 
STTZN

DQ 6.10 H55 L410 WS 
STTZN

Part No. 202 050 202 080
Material of roof conductor 
holder St/tZn  St/tZn 

Length of brace  (l1) 115 mm 410 mm
Material of conductor holder St/tZn  St/tZn 
Conductor support Rd 6-10 mm 6-10 mm
PU 25 pc(s) 50 pc(s)

With conductor holder DEHNquick​
Hung into roof tiles or battens, fixed con-
ductor routing (lengthwise or crosswise).

Roof Conductor Holders with Clamping 
Device for Roof Surfaces

For fixing air-termination and down conductors.

204 069	4013364032675	
01 03 01 01		  31 g	 50	
pc(s)	
204 079	4013364032668	
01 03 01 01		  31 g	 50	
pc(s)	

LH PS 8 H16 KB4.6 GR V2A	
204 069
LH PS 8 H16 KB4.6 BR V2A	
204 079

Type 
 

LH PS 8 H16 KB4.6 GR 
V2A

LH PS 8 H16 KB4.6 BR 
V2A

Part No. 204 069 204 079
Material of roof conductor 
holder StSt  StSt 

Clamping range 4-6 mm 4-6 mm
Height of conductor holder 16 mm 16 mm
Material of conductor holder plastic  plastic 
Colour of conductor holder grey 1  brown 1 
Conductor support Rd 8 mm 8 mm
PU 50 pc(s) 50 pc(s)

PLATTENsnap​
Fixed on overlapping constructions, with 
conductor holder DEHNsnap, loose con-
ductor routing.

204 049	4013364032309	
01 03 01 01		  40 g	 50	
pc(s)	
204 059	4013364032316	
01 03 01 01		  41 g	 50	
pc(s)	

LH ZS 8 H16 KB4.16 GR V2A	
204 049
LH ZS 8 H16 KB4.16 BR V2A	
204 059

Type 
 

LH ZS 8 H16 KB4.16 GR 
V2A

LH ZS 8 H16 KB4.16 BR 
V2A

Part No. 204 049 204 059
Material of roof conductor 
holder StSt  StSt 

Clamping range 4-16 mm 4-16 mm
Height of conductor holder 16 mm 16 mm
Material of conductor holder plastic  plastic 
Colour of conductor holder grey 1  brown 1 
Conductor support Rd 8 mm 8 mm
PU 50 pc(s) 50 pc(s)

ZIEGELsnap​
Fixed between flat tiles (plain tiles) and 
slabs, with conductor holder DEHNsnap, 
loose conductor routing.

206 049	4013364242982	
01 03 01 01		  25 g	 50	
pc(s)	

LH ZG 8 H20 KB4.16 V2A	
206 049

Type 
 

LH ZG 8 H20 KB4.16 
V2A

Part No. 206 049
Material of roof conductor holder StSt 
Clamping range 4-16 mm
Height of conductor holder 20 mm
Material of conductor holder StSt 
Conductor support Rd 8 mm
Standard EN 62561-4 
PU 50 pc(s)

ZIEGELgrip​
Fixed between flat tiles (plain tiles) and 
slabs, with conductor holder DEHNgrip, 
loose conductor routing.

206 379	4013364430983	
01 03 01 01		  56 g	 50	
pc(s)	

DLH DG 8 H20 KB2.8 KU V2A	
206 379

Type 
 

DLH DG 8 H20 KB2.8 
KU V2A

Part No. 206 379
Material of roof conductor holder StSt 
Clamping range 2-8 mm
Height of conductor holder 20 mm
Material of conductor holder StSt 
Conductor support Rd 8 mm
Standard EN 62561-4 
PU 50 pc(s)

DEHNgrip for metal roof shingles​
For fixing air-termination and down con-
ductors on e.g. PREFA roof systems (PREFA 
small format) as well as bitumen shingles 
and shingles made of natural materials

206 389	4013364109544	
01 03 01 01		  62 g	 50	
pc(s)	
206 399	4013364109551	
01 03 01 01		  63 g	 50	
pc(s)	

DLH DG H20 UK8 V2A	
206 389
DLH DG 8 H20 KB8.18 V2A	
206 399

Type  
 

DLH DG H20 UK8 
V2A

DLH DG 8 H20 KB8.18 
V2A

Part No. 206 389 206 399
Material of roof conductor 
holder StSt  StSt 

Clamping range 2-8 mm 8-18 mm
Height of conductor holder 20 mm 20 mm
Material of conductor holder StSt  StSt 
Conductor support Rd 8 mm 8 mm
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

DEHNgrip for bitumen shingles​
As well as for roof and wall slabs,  
loose conductor routing.
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206 349	4013364047716	
01 03 01 01		  48 g	 50	
pc(s)	

DLH DG 8 H20 L103 EH V2A	
206 349

Type DLH ... DG 8 H20 L103 EH V2A
Part No. 206 349
Material of roof conductor holder StSt 
Length of brace 103 mm
Height of conductor holder 20 mm
Material of conductor holder StSt 
Conductor support Rd 8 mm
Standard EN 62561-4 
PU 50 pc(s)

Hung onto the lower groove,  
with conductor holder DEHNgrip​
Loose conductor routing.

Roof Conductor Holders with Preformed 
Brace for Roof Surfaces

Hung onto the groove of roof tiles.

204 229	4013364035300	
01 03 01 01		  31 g	 50	
pc(s)	
204 239	4013364035317	
01 03 01 01		  31 g	 50	
pc(s)	

DLH DS 8 H36 L90 EH GR V2A	
204 229
DLH DS 8 H36 L90 EH BR V2A	
204 239

Type DLH ...
 

DS 8 H36 L90 EH GR 
V2A

DS 8 H36 L90 EH BR 
V2A

Part No. 204 229 204 239
Material of roof conductor 
holder StSt  StSt 

Length of brace 90 mm 90 mm
Height of conductor holder 36 mm 36 mm
Material of conductor holder plastic  plastic 
Colour of conductor holder grey 1  brown 1 
Conductor support Rd 8 mm 8 mm
PU 50 pc(s) 50 pc(s)

Hung onto the lower groove,  
with conductor holder DEHNsnap​
Hung onto the lower groove of pantiles, 
with conductor holder DEHNsnap, loose 
conductor routing, brace length 90 mm.

206 369	4013364086494	
01 03 01 01		  50 g	 50	
pc(s)	

DLH DG 8 H20 L87 EH V2A	
206 369

Type DLH ... DG 8 H20 L87 EH V2A
Part No. 206 369
Material of roof conductor holder StSt 
Length of brace 87 mm
Height of conductor holder 20 mm
Material of conductor holder StSt 
Conductor support Rd 8 mm
Standard EN 62561-4 
PU 50 pc(s)

Hung onto the upper groove,  
with conductor holder DEHNgrip​
Hung onto the groove of pantiles, with 
conductor holder DEHNgrip, loose con-
ductor routing, brace length 87 mm.

Components for Buildings with Thatched Roof

Lightning protection system components for buildings 
with thatched roofs. 
Air-termination conductors on thatched roofs have to 
be installed at a distance to the roof, e.g. on isolating 
supports. Certain distances also have to be kept to the eaves.
The span width for ridge conductors is approx. 15 m and for down 
conductors approx. 10 m without additional supports. Span stakes 
have to be fastened to the roof construction (rafters and crossbars) 
using anchor bolts and flat washers.
Today an isolated (HVI) lightning protection system is 
often used as an external lightning protection system for 
buildings with thatched roofs.

146 309	4013364072398	
01 01 01 04		  864 g	 1	
pc(s)	

SPK 100X100 FSP10 300 7.10 
V2A	 146 309

Typ 
 

SPK 100X100 FSP10 
300 7.10 V2A

Art.-Nr. 146 309
Material StSt 
Support Rd 7-10 mm
PU 1 pc(s)

Clamping cap​
Fixed to wooden stakes (Part No. 145 241).
With air-termination tip (length 300 mm, 
Ø10 mm, StSt).

240 000	4013364022614	
01 01 01 04		  1.50 kg	1	
pc(s)	

DLS 6.10 134X300X598 EHI	
240 000

Typ DLS ... 6.10 134X300X598 EHI
Art.-Nr. 240 000
Material oak (impregnated) 
Dimensions  (l x w x h) 134 x 300 x 598 mm
Support Rd 6-10 mm
PU 1 pc(s)

Roof conductor support​
With conductor holder.

239 000	4013364022621	
01 01 01 04		  4.70 kg	1	
pc(s)	
239 001	4013364022638	
01 01 01 04		  5.17 kg	1	
pc(s)	
239 009	4013364072350	
01 01 01 04		  4.04 kg	1	
pc(s)	
239 019	4013364093560	
01 01 01 04		  5.20 kg	1	
pc(s)	
TS 7.10 V1.0 1.15M STTZN	
239 000
TS 7.10 V1.25 1.40M STTZN	
239 001
TS 7.10 V1.25 1.55M V2A	
239 009
TS 7.10 V1.45 1.75M V2A	
239 019

Typ TS 7.10 ... V1.25 1.55M V2A V1.45 1.75M V2A
Art.-Nr. 239 009 239 019
Material StSt  StSt 
Adjustable range  (l1) 1.25-1.55 m 1.45-1.75 m
PU 1 pc(s) 1 pc(s)

Typ TS 7.10 ... V1.0 1.15M STTZN V1.25 1.40M STTZN
Art.-Nr. 239 000 239 001
Material St/tZn  St/tZn 
Adjustable range  (l1) 1.05-1.20 m 1.40-1.55 m
PU 1 pc(s) 1 pc(s)

General technical data:
Support Rd 7-10 mm

Eaves supports St/tZn / StSt​
For spanning conductors/cables over it. 
Distance between the wall and conductors 
is adjustable. 

241 009	4013364072985	
01 01 01 04		  376 g	 20	
pc(s)	

ASK 8 150 40 2XB10.5 V2A	
241 009

Typ ASK ... 8 150 40 2XB10.5 V2A
Art.-Nr. 241 009
Material StSt 
Dimensions  (l x w x d) 150 x 40 x 6 mm
Support Rd 8 mm
PU 20 pc(s)

Anchoring block​
To fix the conductors / cables on the wall.
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Roof Conductor Holders for Metal Roofs

For fixing additional air-termination systems on metal 
roofs.
When using two roof conductor holders (clamps / 
clamping pieces) which have been tested for the 
respective roof profile, a lightning current carrying 
capability of 100 kA (10/350 µs) is provided.

223 011	4013364092785	
01 03 01 01		  167 g	 50	
pc(s)	
223 041	4013364096769	
01 03 01 01		  96 g	 50	
pc(s)	

DLH DG 8 RSF20.25 V2A	
223 011
DLH DG 8 RSF20.25 AL	
223 041

Type DLH DG 8 RSF20.25 V2A DLH DG 8 RSF20.25 AL
Part No. 223 011 223 041
Material of roof conductor 
holder StSt  Al 

Clamping range Ø20-25 mm Ø20-25 mm
Height of conductor 
holder 20 mm 20 mm

Material of conductor holder StSt  StSt 
Conductor support Rd 8 mm 8 mm
Conductor routing loose  loose 
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

For roofs with round standing seam,  
with DEHNgrip​

223 071	4013364108745	
01 03 01 01		  94 g	 50	
pc(s)	

DLH DG 8 KF18.22 AL	
223 071

Type DLH DG 8 KF18.22 AL
Part No. 223 071
Material of roof conductor holder Al 
Clamping range approx. 18 / 22 mm
Height of conductor holder 20 mm
Material of conductor holder StSt 
Conductor support Rd 8 mm
Conductor routing loose 
Standard EN 62561-1 
PU 50 pc(s)

For roofs with clamping seam, with 
DEHNgrip (e.g. RIB-ROOF Speed 500 by 
Zambelli)​

365 059	4013364091856	
01 04 01 02		  134 g	 50	
pc(s)	

FK KB 6.10 KBF0.7 8 W V2A	
365 059

Type 
 

FK KB 6.10 KBF0.7 8 
W V2A

Part No. 365 059
Material of roof conductor holder StSt 
Clamping range 0.7-8 mm
Material of conductor holder StSt 
Conductor support Rd 6-10 mm
Conductor routing fixed 
Standard EN 62561-1 
PU 50 pc(s)

For roofs with standing seam,  
with clamping piece​

223 010	4013364092778	
01 03 01 01		  184 g	 50	
pc(s)	
223 040	4013364096752	
01 03 01 01		  100 g	 50	
pc(s)	

DLH KB 6.10 RSF20.25 V2A	
223 010
DLH KB 6.10 RSF20.25 AL	
223 040

Type 
 

DLH KB 6.10 RSF20.25 
V2A

DLH KB 6.10 RSF20.25 
AL

Part No. 223 010 223 040
Material of roof conductor 
holder StSt  Al 

Clamping range Ø20-25 mm Ø20-25 mm
Material of conductor holder StSt  Al 
Conductor support Rd 6-10 mm 6-10 mm
Conductor routing fixed  fixed 
Standard EN 62561-1  EN 62561-1 
PU 50 pc(s) 50 pc(s)

For roofs with round standing seam,  
with clamping piece​

*) For exact assignment, see test certificate.

223 070	4013364108738	
01 03 01 01		  103 g	 50	
pc(s)	

DLH KB 6.10 KF18.22 AL	
223 070

Type DLH KB 6.10 KF18.22 AL
Part No. 223 070
Material of roof conductor holder Al 
Clamping range approx. 18 / 22 mm
Material of conductor holder Al 
Conductor support Rd 6-10 mm
Conductor routing fixed 
Standard EN 62561-1 
PU 50 pc(s)

For roofs with clamping seam, with 
clamping piece (e.g. RIB ROOF Speed 
500 by Zambelli)​

*) For exact assignment, see test certificate.
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223 021	4013364092808	
01 03 01 01		  103 g	 50	
pc(s)	

DLH DG 8 TD B8.5 V2A	
223 021

Type DLH DG 8 TD B8.5 V2A
Part No. 223 021
Material of roof conductor holder StSt 
Height of conductor holder 20 mm
Material of conductor holder StSt 
Conductor support Rd 8 mm
Conductor routing loose 
Standard EN 62561-4 
PU 50 pc(s)

For trapezoidal roofs, with DEHNgrip​
Hung into the fixing screws of the roof.

Roof Conductor Holders with Adhesive Pad

For installing air-termination systems, e.g. on trapezoi-
dal roofs.
The conductor holder can be used on smooth (unstruc-
tured) surfaces such as metal roofs / metal surfaces. 
The conductor holders are stuck to the roof (remove protective 
backing).

297 110	4013364100886	
01 03 01 01		  32 g	 50	
pc(s)	

DLH DS 8 H36 KP67 K GR	
297 110

Type DLH ... DS 8 H36 KP67 K GR
Part No. 297 110
Base plate material plastic 
Base plate colour grey 1 
Material of conductor holder plastic 
Colour of conductor holder grey 1 
Conductor support Rd 8 mm
Type of conductor holder DEHNsnap 
Height of conductor holder 36 mm
Conductor routing loose 
Dimensions Ø67 mm 
PU 50 pc(s)

DEHNsnap conductor holder with  
base plate​

297 120	4013364100916	
01 03 01 01		  40 g	 50	
pc(s)	

DLH DG 8 H32 KP67 V2A K GR	
297 120

Type DLH ...
 

DG 8 H32 KP67 V2A 
K GR

Part No. 297 120
Base plate material plastic 
Base plate colour grey 1 
Material of conductor holder StSt 
Conductor support Rd 8 mm
Type of conductor holder DEHNgrip 
Height of conductor holder 32 mm
Conductor routing loose 
Dimensions Ø67 mm 
Standard EN 62561-4 
PU 50 pc(s)

DEHNgrip conductor holder with base 
plate​

Note:
For cleaning the adhesive points for roof conductor holders 
with adhesive pad use ISOPROPYL ALCOHOL 99.1 to 99.9% 
(CAS No. 67-63-0).

223 031	4013364092815	
01 03 01 01		  117 g	 50	
pc(s)	

DLH DG 8 SF0.7 8 V2A	
223 031

Type DLH DG 8 SF0.7 8 V2A
Part No. 223 031
Material of roof conductor holder StSt 
Clamping range 0.7-8 mm
Height of conductor holder 20 mm
Material of conductor holder StSt 
Conductor support Rd 8 mm
Conductor routing loose 
Standard EN 62561-4 
PU 50 pc(s)

For roofs with standing seam,  
with DEHNgrip​

223 020	4013364092792	
01 03 01 01		  121 g	 50	
pc(s)	

DLH KB 6.10 TD B8.5 V2A	
223 020

Type DLH KB 6.10 TD B8.5 V2A
Part No. 223 020
Material of roof conductor holder StSt 
Material of conductor holder StSt 
Conductor support Rd 6-10 mm
Conductor routing fixed 
PU 50 pc(s)

For trapezoidal roofs, with clamping piece​
Hung into the fixing screws of the roof.

297 130	4013364492523	
01 03 01 01		  20 g	 50	
pc(s)	

DLH DS 8 H16 KP K AL	
297 130

Type DLH ... DS 8 H16 KP K AL
Part No. 297 130
Brace material Aluminium – formable 
Material of conductor holder Plastic 
Colour of conductor holder grey 1 
Conductor support Rd 8 mm
Type of conductor holder DEHNsnap 
Height of conductor holder 16 mm
Conductor routing loose 
Dimensions as per CAD 
PU 50 pc(s)

DEHNsnap conductor holder with  
formable aluminium brace​

297 140	4013364492530	
01 03 01 01		  28 g	 50	
pc(s)	

DLH DG 8 H20 KP V2A AL	
297 140

Type DLH ... DG 8 H20 KP V2A AL
Part No. 297 140
Brace material Aluminium – formable 
Material of conductor holder StSt 
Conductor support Rd 8 mm
Type of conductor holder DEHNgrip 
Height of conductor holder 20 mm
Conductor routing loose 
Dimensions as per CAD 
PU 50 pc(s)

DEHNgrip conductor holder with  
formable aluminium brace​
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Roof Conductor Holders for Corrugated
Sheet Roofs

For installing ridge conductors and conductors on the 
roof surface.
Corrugations 177 mm (profile 5) and 130 mm (profile 8).

202 005	4013364022041	
01 03 01 01		  70 g	 50	
pc(s)	

DLH DQ 6.10 WPRO5 STTZN	
202 005

Type DLH ... DQ 6.10 WPRO5 STTZN
Part No. 202 005
Material of roof conductor holder St/tZn 
Material of conductor holder St/tZn 
Conductor support Rd 6-10 mm
Conductor routing fixed 
PU 50 pc(s)

For corrugated sheet roofs (profile 5), 
with DEHNquick​
For installation on the roof surface.

206 105	4013364083189	
01 03 01 01		  74 g	 50	
pc(s)	

DLH DQ 8 WPRO5 V2A STTZN	
206 105

Type DLH ... DQ 8 WPRO5 V2A STTZN
Part No. 206 105
Material of roof conductor holder St/tZn 
Height of conductor holder 20 mm
Material of conductor holder StSt 
Conductor support Rd 8 mm
Conductor routing loose 
Standard EN 62561-4 
PU 50 pc(s)

For corrugated sheet roofs (profile 5), 
with DEHNgrip​
For installation on the roof surface.

202 015	4013364022089	
01 03 01 01		  59 g	 50	
pc(s)	

DLH DQ 6.10 WPRO5 8 STTZN	
202 015

Type DLH ... DQ 6.10 WPRO5 8 STTZN
Part No. 202 015
Material of roof conductor holder St/tZn 
Material of conductor holder St/tZn 
Conductor support Rd 6-10 mm
Conductor routing fixed 
PU 50 pc(s)

For corrugated sheet roofs (profile 5 and 
profile 8), with DEHNquick​
For installing ridge conductors and con-
ductors on the roof surface, angled design.

202 906	4013364022102	
01 03 01 01		  32 g	 50	
pc(s)	

DLH DQ 6.10 WPRO5 8 V2A	
202 906

Type DLH ... DQ 6.10 WPRO5 8 V2A
Part No. 202 906
Material of roof conductor holder StSt 
Material of conductor holder StSt 
Conductor support Rd 6-10 mm
Conductor routing fixed 
PU 50 pc(s)

For corrugated sheet roofs (profile 5 and 
profile 8), with DEHNquick​
For installing ridge conductors and con-
ductors on the roof surface, angled design.

206 339	4013364047730	
01 03 01 01		  27 g	 50	
pc(s)	

DLH DG 8 H20 WPRO5 8 V2A	
206 339

Type DLH ... DG 8 H20 WPRO5 8 V2A
Part No. 206 339
Material of roof conductor holder StSt 
Height of conductor holder 20 mm
Material of conductor holder StSt 
Conductor support Rd 8 mm
Conductor routing loose 
Standard EN 62561-4 
PU 50 pc(s)

For corrugated sheet roofs (profile 5 and 
profile 8), with DEHNgrip​
For installing ridge conductors and con-
ductors on the roof surface, straight 
design.

204 906	4013364028456	
01 03 01 01		  19 g	 50	
pc(s)	
204 916	4013364030565	
01 03 01 01		  19 g	 50	
pc(s)	

DLH DS 8 H16 WPRO5 8 GR 
V2A	 204 906
DLH DS 8 H16 WPRO5 8 BR 
V2A	 204 916

Type DLH ...
 

DS 8 H16 WPRO5 8 GR 
V2A

DS 8 H16 WPRO5 8 BR 
V2A

Part No. 204 906 204 916
Material of roof conductor 
holder StSt  StSt 

Height of conductor holder 16 mm 16 mm
Material of conductor holder plastic  plastic 
Colour of conductor holder grey 1  brown 1 
Conductor support Rd 8 mm 8 mm
Conductor routing loose  loose 
PU 50 pc(s) 50 pc(s)

For corrugated sheet roofs (profile 5 and 
profile 8), with DEHNsnap​
For installing ridge conductors and con-
ductors on the roof surface, straight 
design.
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Conductor Holders DEHNgrip

Screwless StSt holder system with loose conductor 
routing.

207 109	4013364085800	
01 03 01 02		  27 g	 50	
pc(s)	
207 107	4013364235649	
01 03 01 02		  30 g	 50	
pc(s)	

LH DG 8 H20 HS5X50 KD8 
V2A GR	 207 109
LH DG 8 H20 HS5X50 KD8 CU 
BR	 207 107

Type LH DG ...
 

8 H20 HS5X50 KD8 
V2A GR

8 H20 HS5X50 KD8 
CU BR

Part No. 207 109 207 107
Hole of conductor holder Ø7.8 mm Ø7.8 mm
Material of conductor holder StSt  Cu 
Conductor support Rd 8 mm 8 mm
Screw ak  5 x 50 mm ak  5 x 50 mm
Plastic plug Ø8 x 40 mm Ø8 x 40 mm
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

Height 20 mm, pre-assembled with screw, 
plastic base and plug​

207 019	4013364054912	
01 03 01 02		  20 g	 50	
pc(s)	
207 009	4013364054882	
01 03 01 02		  16 g	 50	
pc(s)	
207 017	4013364054905	
01 03 01 02		  16 g	 50	
pc(s)	
207 007	4013364054899	
01 03 01 02		  16 g	 50	
pc(s)	

LH DG 8 H20 IGM6 V2A	
207 019
LH DG 8 H20 B7.8 V2A	
207 009
LH DG 8 H20 IGM6 CU	
207 017
LH DG 8 H20 B7.8 CU	
207 007

Type LH DG ... 8 H20 IGM6 V2A 8 H20 B7.8 V2A
Part No. 207 019 207 009
Thread of conductor holder M6  —
Hole of conductor holder — Ø7.8 mm
Material of conductor holder StSt  StSt 
Conductor support Rd 8 mm 8 mm
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

Height 20 mm​

207 039	4013364042735	
01 03 01 02		  24 g	 50	
pc(s)	
207 029	4013364042711	
01 03 01 02		  24 g	 50	
pc(s)	
207 037	4013364042742	
01 03 01 02		  26 g	 50	
pc(s)	
207 027	4013364042728	
01 03 01 02		  26 g	 50	
pc(s)	

LH DG 8 H32 IGM6 V2A	
207 039
LH DG 8 H32 B7.8 V2A	
207 029
LH DG 8 H32 IGM6 CU	
207 037
LH DG 8 H32 B7.8 CU	
207 027

Type LH DG ... 8 H32 IGM6 CU 8 H32 B7.8 CU
Part No. 207 037 207 027
Thread of conductor holder M6  —
Hole of conductor holder — Ø7.8 mm
Material of conductor holder Cu  Cu 
PU 50 pc(s) 50 pc(s)

Type LH DG ... 8 H32 IGM6 V2A 8 H32 B7.8 V2A
Part No. 207 039 207 029
Thread of conductor holder M6  —
Hole of conductor holder — Ø7.8 mm
Material of conductor holder StSt  StSt 
PU 50 pc(s) 50 pc(s)

General technical data:
Conductor support Rd 8 mm
Standard EN 62561-4 

Height 32 mm​

Type LH DG ... 8 H20 IGM6 CU 8 H20 B7.8 CU
Part No. 207 017 207 007
Thread of conductor holder M6  —
Hole of conductor holder — Ø7.8 mm
Material of conductor holder Cu  Cu 
Conductor support Rd 8 mm 8 mm
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

Conductor Holders DEHNfix

Two-in-one system (fixes the holder and the conductor) 
with conductor holder DEHNquick, fixed conductor 
routing, UV-stabilised.

250 000	4013364023871	
01 03 01 02		  30 g	 50	
pc(s)	
250 001	4013364023888	
01 03 01 02		  29 g	 50	
pc(s)	
250 007	4013364023895	
01 03 01 02		  29 g	 50	
pc(s)	

LH DFI DQ 6.10 STTZN H30 GR	
250 000
LH DFI DQ 6.10 V2A H30 GR	
250 001
LH DFI DQ 6.10 CU H30 BR	
250 007

Type LH DFI DQ 6.10 ... CU H30 BR
Part No. 250 007
Material of clamp Cu 
Colour of conductor holder brown 1 
PU 50 pc(s)

Type LH DFI DQ 6.10 ... STTZN H30 GR V2A H30 GR
Part No. 250 000 250 001
Material of clamp St/tZn  StSt 
Colour of conductor holder grey 1  grey 1 
PU 50 pc(s) 50 pc(s)

General technical data:
Material of base part plastic 
Conductor support Rd 6-10 mm
Nail plug Ø8 x 80 mm
Drilling depth 45 mm

Height 30 mm​

Note: Only suitable for solid stone or concrete.
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Conductor Holders DEHNsnap

Plastic holder system with loose conductor routing.

204 001	4013364018990	
01 03 01 02		  8 g	 100	
pc(s)	
204 007	4013364019188	
01 03 01 02		  9 g	 50	
pc(s)	
204 002	4013364019195	
01 03 01 02		  8 g	 50	
pc(s)	
204 017	4013364019058	
01 03 01 02		  9 g	 100	
pc(s)	

LH DS 8 H16 IGM6 GR	 204 001
LH DS 8 H16 IGM6 BR	 204 007
LH DS 8 H16 IGM8 GR	 204 002
LH DS 8 H16 IGM8 BR	 204 017

Type LH DS 8 ... H16 IGM8 GR H16 IGM8 BR
Part No. 204 002 204 017
Thread of conductor holder M8  M8 
Colour of conductor holder grey 1  brown 1 
PU 50 pc(s) 100 pc(s)

Type LH DS 8 ... H16 IGM6 GR H16 IGM6 BR
Part No. 204 001 204 007
Thread of conductor holder M6  M6 
Colour of conductor holder grey 1  brown 1 
PU 100 pc(s) 50 pc(s)

General technical data:
Material of conductor holder plastic 
Conductor support Rd 8 mm

Height 16 mm with female thread​

204 003	4013364019034	
01 03 01 02		  15 g	 100	
pc(s)	
204 027	4013364018969	
01 03 01 02		  12 g	 100	
pc(s)	
204 004	4013364019003	
01 03 01 02		  15 g	 50	
pc(s)	
204 037	4013364019331	
01 03 01 02		  16 g	 50	
pc(s)	
LH DS 8 H36 IGM6 GR	
204 003
LH DS 8 H36 IGM6 BR	
204 027
LH DS 8 H36 IGM8 GR	
204 004
LH DS 8 H36 IGM8 BR	
204 037

Type LH DS 8 ... H36 IGM8 GR H36 IGM8 BR
Part No. 204 004 204 037
Thread of conductor holder M8  M8 
Colour of conductor holder grey 1  brown 1 
PU 50 pc(s) 50 pc(s)

Type LH DS 8 ... H36 IGM6 GR H36 IGM6 BR
Part No. 204 003 204 027
Thread of conductor holder M6  M6 
Colour of conductor holder grey 1  brown 1 
PU 100 pc(s) 100 pc(s)

General technical data:
Material of conductor holder plastic 
Conductor support Rd 8 mm

Height 36 mm with female thread​

204 006	4013364028371	
01 03 01 02		  19 g	 50	
pc(s)	

LH DS 8 H16 HS5X50 GR	
204 006

Type LH DS 8 ... H16 HS5X50 GR
Part No. 204 006
Thread of conductor holder M8 
Material of conductor holder plastic 
Colour of conductor holder grey 1 
Conductor support Rd 8 mm
Screw ak 5 x 50 mm
PU 50 pc(s)

Height 16 mm with screw​

204 120	4013364085749	
01 03 01 02		  20 g	 50	
pc(s)	

LH DS 8 H16 HS5X50 KD8 GR	
204 120

Type LH DS 8 ... H16 HS5X50 KD8 GR
Part No. 204 120
Thread of conductor holder M8 
Material of conductor holder plastic 
Colour of conductor holder grey 1 
Conductor support Rd 8 mm
Screw ak  5 x 50 mm
Plastic plug Ø8 x 40 mm
PU 50 pc(s)

Height 16 mm, pre-assembled with screw, 
cover plate and dowel​

Conductor Holders DEHNhold

Conductor holder with a slotted saddle clamp for fixing 
round conductors, fixed conductor routing.
For use with different materials, e.g. Al, StSt, St/tZn and 
Cu.

274 110	4013364123434	
01 03 01 02		  30 g	 50	
pc(s)	
274 117	4013364128194	
01 03 01 02		  30 g	 50	
pc(s)	

LH ZS 8.10 FL20 M8 V2A	
274 110
LH ZS 8.10 FL20 M8 CU	
274 117

Type LH ZS ... 8.10 FL20 M8 V2A 8.10 FL20 M8 CU
Part No. 274 110 274 117
Material of conductor holder StSt  StSt / gal Cu 
Conductor support Rd 8-10 mm 8-10 mm
Conductor support Fl 20 mm 20 mm
Height of conductor holder 20 mm 20 mm
Thread of conductor holder M8  M8 
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

With female thread​

274 150	4013364128187	
01 03 01 02		  33 g	 50	
pc(s)	

LH ZS 8.10 FL20 M8 KS V2A	
274 150

Type LH ZS ... 8.10 FL20 M8 KS V2A
Part No. 274 150
Material of conductor holder StSt 
Conductor support Rd 8-10 mm
Conductor support Fl 20 mm
Height of conductor holder 20 mm
Thread of conductor holder M8 
Standard EN 62561-4 
PU 50 pc(s)

With female thread, pre-assembled with 
plastic base​

274 160	4013364123380	
01 03 01 02		  40 g	 50	
pc(s)	
274 167	4013364128200	
01 03 01 02		  41 g	 50	
pc(s)	

LH ZS 8.10 FL20 KS KD8X40 
V2A	 274 160
LH ZS 8.10 FL20 KS KD8X40 
CU	 274 167

Type LH ZS ...
 

8.10 FL20 KS KD8X40 
V2A

8.10 FL20 KS KD8X40 
CU

Part No. 274 160 274 167
Material of conductor holder StSt  StSt / gal Cu 
Conductor support Rd 8-10 mm 8-10 mm
Conductor support Fl 20 mm 20 mm
Height of conductor holder 20 mm 20 mm
Thread of conductor holder M8  M8 
Plastic base grey 1  brown 1 
Screw ak 5 x 50 mm ak 5 x 50 mm
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

With female thread, pre-assembled with 
screw, plastic base and plug​
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275 113	4013364095816	
01 03 01 02		  82 g	 50	
pc(s)	

LH ZS 13 IGM8 STTZN ZG	
275 113

Type LH ZS ... 13 IGM8 STTZN ZG
Part No. 275 113
Conductor support Rd 11-13 mm
Thread of conductor holder M8 
Height of conductor holder 20 mm
Material of clamp St/tZn 
Material of base part ZDC 
PU 50 pc(s)

With female thread, e.g. for round wire 
with plastic sheath​

274 113	4013364123403	
01 03 01 02		  36 g	 50	
pc(s)	

LH ZS 13 M8 V2A	 274 113

Type LH ZS ... 13 M8 V2A
Part No. 274 113
Material of conductor holder StSt 
Conductor support Rd 13 mm
Height of conductor holder 20 mm
Thread of conductor holder M8 
PU 50 pc(s)

With female thread, e.g. for round wire 
with plastic sheath​

Conductor Holder with Saddle Clamp – 
Flat Design

Two-screw clamp with two M6 screws, for round and flat 
conductors.
With plastic cover disc (grey).

286 819	4013364085824	
01 03 01 02		  70 g	 50	
pc(s)	

LH ZS 7.10 FL30 AS KD8X40 
V2A	 286 819

Type 
 

LH ZS 7.10 FL30 AS 
KD8X40 V2A

Part No. 286 819
Conductor support Rd 7-10 mm
Conductor support Fl 30 mm
Height of conductor holder 10 mm
Material of conductor holder StSt 
Screw ak 5 x 50 mm
Plastic plug Ø8 x 40 mm
Standard EN 62561-4 
PU 50 pc(s)

Pre-assembled with wood screw,  
plastic cover disc (grey) and plug​

Conductor Holders with Saddle Clamp and 
Flange

Complete unit with flange for installing conductors, 
fixed conductor routing.

275 110	4013364095793	
01 03 01 02		  65 g	 50	
pc(s)	

LH ZS 7.10 IGM8 STTZN ZG	
275 110

Type LH ZS ... 7.10 IGM8 STTZN ZG
Part No. 275 110
Conductor support Rd 7-10 mm
Thread of conductor holder M8 
Height of conductor holder 20 mm
Material of clamp St/tZn 
Material of base part ZDC 
Standard EN 62561-4 
PU 50 pc(s)

With M8 female thread​

275 160	4013364095809	
01 03 01 02		  76 g	 50	
pc(s)	

LH ZS 7.10 KD8X40 STTZN ZG	
275 160

Type LH ZS ... 7.10 KD8X40 STTZN ZG
Part No. 275 160
Conductor support Rd 7-10 mm
Thread of conductor holder M8 
Height of conductor holder 20 mm
Material of clamp St/tZn 
Material of base part ZDC 
Screw ak 5 x 50 mm
Plastic plug Ø8 x 40 mm
Standard EN 62561-4 
PU 50 pc(s)

With female thread, pre-assembled with 
screw and plug​

Round Conductor Holders

Conductor holders used for securing solid round and 
stranded cable conductors to building surfaces.

118 162	4013364497139	
01 08 03 01		  70 g	 50	
pc(s)	
118 163	4013364497177	
01 08 03 01		  95 g	 50	
pc(s)	
118 164	4013364497184	
01 08 03 01		  125 g	 50	
pc(s)	
118 165	4013364357822	
01 08 03 01		  28 g	 50	
pc(s)	

RCH BCCU 8.10/16.70 HCA	
118 162
RCH BCCU 70.150 HCA	
118 163
RCH BCCU 150.300 HCA	
118 164
RCH BCCU 8.10/16.70 ALA	
118 165

Type RCH ... BCCU 150.300 HCA BCCU 8.10/16.70 ALA
Part No. 118 164 118 165
Material High Copper Alloy  Aluminium Alloy 

Conductor Material Bare and PVC covered 
copper 

Bare and PVC covered 
aluminium 

Clamping range  
(Stranded / Cable) 150 - 300 mm²  —

Clamping range Rd — 8 - 10 mm
Tightening Torque 6 Nm 2 Nm
PU 50 pc(s) 50 pc(s)

Type RCH ... BCCU 8.10/16.70 HCA BCCU 70.150 HCA
Part No. 118 162 118 163
Material High Copper Alloy  High Copper Alloy 

Conductor Material Bare and PVC covered 
copper 

Bare and PVC covered 
copper 

Clamping range  
(Stranded / Cable) 16 - 70 mm²  70 - 150 mm² 

Clamping range Rd 8 - 10 mm —
Tightening Torque 6 Nm 6 Nm
PU 50 pc(s) 50 pc(s)

General technical data:
Standards IEC / EN / BS EN 62561-4 

Classification Metallic, With screws, 
Clamp the conductor 

Round Conductor Holders​
Holders for bare and PVC covered solid 
round and cable conductors.



39Catalogue – Lightning Protection / Earthing  –  External Lightning Protection – 2025

Down Conductor

D
ow

n 
Co

nd
uc

to
r

Cover Discs and Plastic Bases

Intermediate element for screw-on / snap-on conductor 
and rod holders.

276 016	4013364123373	
01 03 01 02		  3 g	 100	
pc(s)	
276 017	4013364126596	
01 03 01 02		  3 g	 100	
pc(s)	

KS 35 14 B8.5 UVS GR	
276 016
KS 35 14 B8.5 UVS BR	276 017

Type KS 35 14 B8.5 UVS GR KS 35 14 B8.5 UVS BR
Part No. 276 016 276 017
Height 10 mm 10 mm
Diameter Ø 35 mm 35 mm
Material plastic  plastic 
Colour grey 1  brown 1 
Type UV-stabilised  UV-stabilised 
PU 100 pc(s) 100 pc(s)

Plastic base​
Snapped onto the conductor holders  
DEHNgrip and DEHNhold.

276 006	4013364023291	
01 03 01 02		  2 g	 100	
pc(s)	
276 007	4013364028166	
01 03 01 02		  2 g	 100	
pc(s)	

AS 37 5 B7.5 UVS K GR	
276 006
AS 37 5 B7.5 UVS K BR	
276 007

Type AS 37 5 B7.5 UVS K GR AS 37 5 B7.5 UVS K BR
Part No. 276 006 276 007
Height 5 mm 5 mm
Diameter Ø 37 mm 37 mm
Material plastic  plastic 
Colour grey 1  brown 1 
Type UV-stabilised  UV-stabilised 
PU 100 pc(s) 100 pc(s)

Cover disc, plastic​

276 009	4013364083318	
01 03 01 02		  8 g	 100	
pc(s)	

AS 37 5 B8.5 V2A	 276 009

Type AS 37 5 B8.5 V2A
Part No. 276 009
Height 5 mm
Diameter Ø 37 mm
Material StSt 
PU 100 pc(s)

Cover disc, StSt​

Conductor Holder with Claw

Conductor holder for wall mounting  
with M6 clamping screw.
Fixed conductor routing.

273 019	4013364031487	
01 03 01 02		  22 g	 50	
pc(s)	

LH KR 6.10 H22 B6.5 V2A	
273 019

Type LH KR 6.10 H22 B6.5 V2A
Part No. 273 019
Hole Ø 6.5 mm
Material of conductor holder StSt 
Conductor support Rd 6-10 mm
Height of conductor holder 22 mm
Standard EN 62561-4  
PU 50 pc(s)

Flush-mounted Conductor Holders/Saddle 
Clamps

Suitable for flush mounting.

390 120	4013364346901	
01 03 01 02		  12 g	 50	
pc(s)	
390 121	4013364346918	
01 03 01 02		  20 g	 50	
pc(s)	
390 122	4013364346925	
01 03 01 02		  18 g	 50	
pc(s)	

LH DQ 6.10 ND6X60 V2A	
390 120
LH DQ 6.10 ND8X80 STTZN	
390 121
LH DQ 6.10 ND8X80 V2A	
390 122

Type LH DQ 6.10 ND8X80 V2A
Part No. 390 122
Material of conductor holder StSt 
Nail plug Ø8 x 80 mm
PU 50 pc(s)

Type 
 

LH DQ 6.10 ND6X60 
V2A

LH DQ 6.10 ND8X80 
STTZN

Part No. 390 120 390 121
Material of conductor holder StSt  St/tZn 
Nail plug Ø6 x 60 mm Ø8 x 80 mm
PU 50 pc(s) 50 pc(s)

General technical data:
Conductor support Rd 6-10 mm

DEHNQUICK with nail plug​

117 165	4013364498242	
01 08 03 01		  10 g	 50	
pc(s)	
117 166	4013364498259	
01 08 03 01		  10 g	 50	
pc(s)	
117 185	4013364498174	
01 08 03 01		  10 g	 50	
pc(s)	
117 186	4013364498181	
01 08 03 01		  13 g	 50	
pc(s)	

SCC BCU 50 CU	117 165
SCC BCU 70 CU	117 166
SCC CCU 50 CU	 117 185
SCC CCU 70 CU	 117 186

Type SCC CCU 50 CU SCC CCU 70 CU
Part No. 117 185 117 186
Conductor Material PVC Covered Copper  PVC Covered Copper 
Clamping range 
(Stranded / Cable) 50 mm²  70 mm² 

PU 50 pc(s) 50 pc(s)

Type SCC BCU 50 CU SCC BCU 70 CU
Part No. 117 165 117 166
Conductor Material Bare Copper  Bare Copper 
Clamping range 
(Stranded / Cable) 50 mm²  70 mm² 

PU 50 pc(s) 50 pc(s)

General technical data:
Material Copper 
Standards IEC / EN / BS EN 62561-4 

Classification Metallic, With screws, 
Clamp the conductor 

Stranded Cable Clips​
These cable clips are an easy way to secure 
the stranded and solid round copper con-
ductors to the building surface.

202 000	4013364019881	
01 03 01 02		  9 g	 50	
pc(s)	
202 001	4013364020474	
01 03 01 02		  3 g	 50	
pc(s)	
202 169	4013364105737	
01 03 01 02		  6 g	 100	
pc(s)	

UEL DQ 6.10 B8.5 STTZN	
202 000
UEL DQ 6.10 B8.5 V2A	
202 001
UEL DQ 6.10 B6.5 V2A	
202 169

Type UEL DQ ... 6.10 B8.5 STTZN 6.10 B8.5 V2A 6.10 B6.5 V2A
Part No. 202 000 202 001 202 169
Material of conductor holder St/tZn  StSt  StSt 
Hole Ø 8.5 mm 8.5 mm 6.5 mm
PU 50 pc(s) 50 pc(s) 100 pc(s)

General technical data:
Conductor support Rd 6-10 mm

DEHNQUICK​
Single-screw clamp with flexible clamping 
range and fixed conductor routing.

390 110	4013364104921	
01 04 01 02		  18 g	 100	
pc(s)	
390 119	4013364104945	
01 04 01 02		  18 g	 100	
pc(s)	

KB 6.10 B9 STTZN	 390 110
KB 6.10 B9 V2A	 390 119

Type KB 6.10 B9 STTZN KB 6.10 B9 V2A
Part No. 390 110 390 119
Material of conductor holder St/tZn  StSt 
Conductor support Rd 6-10 mm 6-10 mm
Hole Ø 9 mm 9 mm
PU 100 pc(s) 100 pc(s)

Clamping piece​
Single-screw clamp with flexible clamping 
range and fixed conductor routing.
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Conductor Holders for Downpipes

For installing down conductors on downpipes with  
fixed conductor routing.
All types are also suitable for plastic downpipes.

200 079	4013364069138	
01 04 01 04		  49 g	 50	
pc(s)	
200 077	4013364082335	
01 04 01 04		  32 g	 50	
pc(s)	
200 089	4013364074729	
01 04 01 04		  54 g	 50	
pc(s)	
200 087	4013364082342	
01 04 01 04		  36 g	 50	
pc(s)	

LH 8 SB80.100 SCG V2A	
200 079
LH 8 SB80.100 SCG GALCU	
200 077
LH 8 SB100.120 SCG V2A	
200 089
LH 8 SB100.120 SCG GALCU	
200 087

Type LH ... 8 SB100.120 SCG V2A 8 SB100.120 SCG GALCU
Part No. 200 089 200 087
Clamping range Ø pipe 100-120 mm 100-120 mm
Material of conductor holder StSt  StSt / gal Cu 
PU 50 pc(s) 50 pc(s)

Type LH ... 8 SB80.100 SCG V2A 8 SB80.100 SCG GALCU
Part No. 200 079 200 077
Clamping range Ø pipe 80-100 mm 80-100 mm
Material of conductor holder StSt  StSt / gal Cu 
PU 50 pc(s) 50 pc(s)

General technical data:
Conductor support Rd 8 mm

Type PPS​
With worm gear.

200 069	4013364041561	
01 04 01 04		  28 g	 25	
pc(s)	
200 067	4013364041554	
01 04 01 04		  34 g	 25	
pc(s)	
200 059	4013364041547	
01 04 01 04		  26 g	 25	
pc(s)	
200 057	4013364041530	
01 04 01 04		  30 g	 25	
pc(s)	
LH 8 SB80.120 SCL V2A	
200 069
LH 8 SB80.120 SCL CU	
200 067
LH 8 SB100 SCL V2A	 200 059
LH 8 SB100 SCL CU	 200 057

Type LH ... 8 SB100 SCL V2A 8 SB100 SCL CU
Part No. 200 059 200 057
Clamping range Ø pipe 100 mm 100 mm
Material of conductor holder StSt  Cu 
PU 25 pc(s) 25 pc(s)

Type LH ... 8 SB80.120 SCL V2A 8 SB80.120 SCL CU
Part No. 200 069 200 067

Clamping range Ø pipe 80-120 mm,  
in steps of 5 mm

80-120 mm,  
in steps of 5 mm

Material of conductor holder StSt  Cu 
PU 25 pc(s) 25 pc(s)

General technical data:
Conductor support Rd 8 mm

Type PS​
Screwless, pre-punched for tongs. 

200 029	4013364031265	
01 04 01 04		  45 g	 10	
pc(s)	
200 039	4013364129283	
01 04 01 04		  40 g	 10	
pc(s)	
200 027	4013364031258	
01 04 01 04		  46 g	 10	
pc(s)	

LH 6.8 SB50.120 SPSM8 V2A	
200 029
LH 6.8 SB50.150 SPSM8 V2A	
200 039
LH 6.8 SB50.120 SPSM8 CU	
200 027

Type LH ... 6.8 SB50.120 SPSM8 CU
Part No. 200 027
Clamping range Ø pipe 50 -120 mm
Material of conductor holder Cu/bronze 
PU 10 pc(s)

Type LH ... 6.8 SB50.120 SPSM8 V2A 6.8 SB50.150 SPSM8 V2A
Part No. 200 029 200 039
Clamping range Ø pipe 50-120 mm 50-150 mm
Material of conductor holder StSt  StSt 
PU 10 pc(s) 10 pc(s)

General technical data:
Conductor support Rd 6-8 mm

Type PV​
Adjustable, with clamping screw M8.

Downpipe Clamps

Pipe clamps for connecting downpipes 
to the lightning equipotential bonding 
according to IEC/EN 62305-3.
Connection possibilities for Rd, e.g. 
with KS connector (Part No. 301 000) or 
with clamping piece (Part No. 390 150) 
(depending on material).

420 207	4013364045873	
01 04 01 04		  215 g	 1	
pc(s)	

ZMRRS 100 KB 6.10 CU STTZN	
420 207

Type 
 

ZMRRS 100 KB 6.10 CU 
STTZN

Part No. 420 207
Material Cu / St/tZn 
Clamping range pipe Ø  (d1) 100 mm
Clamping range Rd 6-10 mm
Standard EN 62561-1 
PU 1 pc(s)

Bimetallic type​
For connecting St conductors with Cu 
downpipes, with St/tZn clamping piece 
and intermediate plate (Cupal).

420 100	4013364022805	
01 04 01 04		  137 g	 50	
pc(s)	
420 120	4013364022829	
01 04 01 04		  160 g	 1	
pc(s)	
420 107	4013364045828	
01 04 01 04		  158 g	 1	
pc(s)	
420 127	4013364045804	
01 04 01 04		  186 g	 1	
pc(s)	
RRS 100 B11 STTZN	 420 100
RRS 120 B11 STTZN	 420 120
RRS 100 B11 CU	 420 107
RRS 120 B11 CU	 420 127

Type RRS 100 B11 CU RRS 120 B11 CU
Part No. 420 107 420 127
Material Cu  Cu 
Clamping range pipe 
Ø  (d1) 100 mm 120 mm

PU 1 pc(s) 1 pc(s)

Type RRS 100 B11 STTZN RRS 120 B11 STTZN
Part No. 420 100 420 120
Material St/tZn  St/tZn 
Clamping range pipe 
Ø  (d1) 100 mm 120 mm

PU 50 pc(s) 1 pc(s)

General technical data:
Hole Ø 11 mm
Standard EN 62561-1 

For fixed pipe diameters​
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423 010	4013364054325	
01 04 01 04		  113 g	 50	
pc(s)	
423 011	4013364054332	
01 04 01 04		  48 g	 50	
pc(s)	
423 017	4013364054349	
01 04 01 04		  119 g	 1	
pc(s)	
423 019	4013364054356	
01 04 01 04		  109 g	 50	
pc(s)	
423 020	4013364054288	
01 04 01 04		  138 g	 50	
pc(s)	
423 021	4013364054295	
01 04 01 04		  61 g	 50	
pc(s)	
423 027	4013364054301	
01 04 01 04		  156 g	 50	
pc(s)	
423 029	4013364054318	
01 04 01 04		  151 g	 50	
pc(s)	

RRS V 60.100 B10.5 STTZN	
423 010
RRS V 60.100 B10.5 AL	
423 011
RRS V 60.100 B10.5 CU	
423 017
RRS V 60.100 B10.5 V2A	
423 019
RRS V 60.150 B10.5 STTZN	
423 020
RRS V 60.150 B10.5 AL	
423 021
RRS V 60.150 B10.5 CU	
423 027
RRS V 60.150 B10.5 V2A	
423 029

Type RRS V 60.150 B10.5 CU RRS V 60.150 B10.5 V2A
Part No. 423 027 423 029
Material Cu  StSt 
Clamping range pipe Ø  (d1) 60-150 mm 60-150 mm
Length  (l1) 494 mm 494 mm
PU 50 pc(s) 50 pc(s)

Type 
 

RRS V 60.150 B10.5 
STTZN

RRS V 60.150 B10.5 
AL

Part No. 423 020 423 021
Material St/tZn  Al 
Clamping range pipe Ø  (d1) 60-150 mm 60-150 mm
Length  (l1) 494 mm 494 mm
PU 50 pc(s) 50 pc(s)

Type RRS V 60.100 B10.5 CU RRS V 60.100 B10.5 V2A
Part No. 423 017 423 019
Material Cu  StSt 
Clamping range pipe Ø  (d1) 60-100 mm 60-100 mm
Length  (l1) 337 mm 337 mm
PU 1 pc(s) 50 pc(s)

Type 
 

RRS V 60.100 B10.5 
STTZN

RRS V 60.100 B10.5 
AL

Part No. 423 010 423 011
Material St/tZn  Al 
Clamping range pipe Ø  (d1) 60-100 mm 60-100 mm
Length  (l1) 337 mm 337 mm
PU 50 pc(s) 50 pc(s)

General technical data:
Hole Ø 10.5 mm
Standard EN 62561-1 

Type RV, adjustable​
With additional anti-rotation protection 
of the fixing screw and markings, prede-
termined bending points as well as pre-
punched cutting aids.

Clamping Piece Variants

For example as a connection with end 
piece for constructions or downpipe 
clamps.
Clamping piece with square  
hole 11 mm and truss head screw.

390 150	4013364032187	
01 04 01 02		  53 g	 100	
pc(s)	
390 157	4013364032194	
01 04 01 02		  53 g	 1	
pc(s)	
390 159	4013364032200	
01 04 01 02		  61 g	 100	
pc(s)	

KB 6.10 FRM10X35 STTZN	
390 150
KB 6.10 FRM10X35 CU	
390 157
KB 6.10 FRM10X35 V2A	
390 159

Type KB 6.10 FRM10X35 ... V2A
Part No. 390 159
Material of clamp StSt 
Clamping range (stranded / cable) —
Material of screw / nut StSt 
PU 100 pc(s)

Type KB 6.10 FRM10X35 ... STTZN CU
Part No. 390 150 390 157
Material of clamp St/tZn  Cu 
Clamping range 
(stranded / cable) — 35-120 mm2

Material of screw / nut St/tZn  StSt 
PU 100 pc(s) 1 pc(s)

General technical data:
Clamping range Rd 6-10 mm
Screw e M10 x 35 mm
Standard EN 62561-1 

KS Connectors

Clamping screw connector (KlemmSchrauben- 
Verbinder) for lightning current carrying connection  
of round conductors, e.g. to flat profiles, downpipe 
clamps or other parts of the lightning protection system.

301 007	4013364021358	
01 04 01 02		  75 g	 100	
pc(s)	
301 017	4013364053502	
01 04 01 02		  79 g	 100	
pc(s)	

KSV 6.10 CU	 301 007
KSV 6.10 FER CU	 301 017

Type KSV 6.10 CU KSV 6.10 FER CU
Part No. 301 007 301 017
Material of clamping screw Cu  Cu 
Material of clamp high copper alloy  high copper alloy 
Clamping range Rd 6-10 mm 6-10 mm
Connection 
(single-wire / multi-wire) 16-50 mm2 25-70 mm2

Type — + spring washer 
Standard EN 62561-1  EN 62561-1 
PU 100 pc(s) 100 pc(s)

One-piece, Cu​
With screw and nut M10.

301 009	4013364081284	
01 04 01 02		  61 g	 100	
pc(s)	
301 089	4013364304161	
01 04 01 02		  61 g	 100	
pc(s)	
301 019	4013364081277	
01 04 01 02		  63 g	 100	
pc(s)	
301 099	4013364304178	
01 04 01 02		  63 g	 100	
pc(s)	
540 122	4013364379930	
01 04 01 02		  63 g	 25	
pc(s)	

KSV 6.10 V2A	 301 009
KSV 6.10 V4A	 301 089
KSV 6.10 FER V2A	 301 019
KSV 6.10 FER V4A	 301 099
UKSV 6.10 AQ16 50 V4A	
540 122

Type UKSV 6.10 AQ16 50 V4A
Part No. 540 122
Material of clamping screw StSt (V4A) 
Material of clamp StSt (V4A) 
Connection (single-wire / multi-wire) 16-50 mm2

Type + spring washer 
PU 25 pc(s)

Type KSV 6.10 FER V2A KSV 6.10 FER V4A
Part No. 301 019 301 099
Material of clamping screw StSt  StSt (V4A) 
Material of clamp StSt  StSt (V4A) 
Connection  
(single-wire / multi-wire) 25-70 mm2 25-70 mm2

Type + spring washer  + spring washer 
PU 100 pc(s) 100 pc(s)

Type KSV 6.10 V2A KSV 6.10 V4A
Part No. 301 009 301 089
Material of clamping screw StSt  StSt (V4A) 
Material of clamp StSt  StSt (V4A) 
Connection  
(single-wire / multi-wire) 25-70 mm2 25-70 mm2

Type — —
PU 100 pc(s) 100 pc(s)

General technical data:
Clamping range Rd 6-10 mm
Standard EN 62561-1 

One-piece, StSt​
With screw and nut M10.

301 000	4013364067035	
01 04 01 02		  61 g	 100	
pc(s)	
301 010	4013364067028	
01 04 01 02		  61 g	 100	
pc(s)	

KSV 7.10 STTZN	301 000
KSV 7.10 FER STTZN	 301 010

Type KSV 7.10 STTZN KSV 7.10 FER STTZN
Part No. 301 000 301 010
Material of clamping screw St/tZn  St/tZn 
Material of clamp ZDC  ZDC 
Clamping range Rd 7-10 mm 7-10 mm
Type — + spring washer 
Standard EN 62561-1  EN 62561-1 
PU 100 pc(s) 100 pc(s)

One-piece, St/tZn​
With screw and nut M10.
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301 020	4013364481541	
01 04 01 02		  118 g	 50	
pc(s)	

KSVL 6.10 FER V2A	 301 020

Type KSVL 6.10 FER V2A
Part No. 301 020
Material of clamping screw StSt 
Material of clamp StSt 
Clamping range Rd 6-10 mm
Connection (single-wire / multi-wire) 25-70 mm2

Type + spring washer 
Standard EN 62561-1 
PU 50 pc(s)

One-piece, long, StSt​
With screw and nut M10, length 60 mm.

300 002	4013364024052	
01 04 01 02		  115 g	 25	
pc(s)	
300 017	4013364024069	
01 04 01 02		  154 g	 1	
pc(s)	

KSV 8.12.5 STTZN	 300 002
KSV 8.12.5 CU	 300 017

Type KSV 8.12.5 STTZN KSV 8.12.5 CU
Part No. 300 002 300 017
Material of clamping screw St/tZn  Cu 
Material of clamp MCI  high copper alloy 
Clamping range Rd 8-12.5 mm 8-12.5 mm
Connection 
(single-wire / multi-wire) 50-95 mm2 50-95 mm2

Standard EN 62561-1  EN 62561-1 
PU 25 pc(s) 1 pc(s)

Heavy design​
With screw and nut M12.

302 010	4013364134904	
01 04 01 01		  137 g	 50	
pc(s)	

KSV 2X7.10 STTZN	 302 010

Type KSV 2X7.10 STTZN
Part No. 302 010
Material of clamping screw St/tZn 
Material of clamp ZDC 
Clamping range Rd 7-10 mm
Standard EN 62561-1 
PU 50 pc(s)

Two-piece, gap 30 mm​
With screw and nut M10.

301 229	4013364101562	
01 07 01 01		  167 g	 1	
pc(s)	

AP 2X6.10 V2A	 301 229

Type AP 2X6.10 V2A
Part No. 301 229
Material of clamping screw StSt 
Material of clamp StSt 
Clamping range Rd 6-10 mm
Type + spring washer 
Standard EN 62561-1 
PU 1 pc(s)

Two-piece, gap 40 mm​
With screw and nut M10.

Plastic Conductor Holders for Downpipes

For insulated fixing of earth entries to metal 
downpipes.
Holder with clamping part for fixing the tensioning 
strap (dimensions 14 x 0.3 mm).

275 711	4013364124233	
01 03 01 02		  37 g	 50	
pc(s)	

LH ZS 6.11 SBB PA V2A	
275 711

Type LH ZS 6.11 SBB PA V2A
Part No. 275 711
Material of conductor holder PA 
Material of clamping part StSt 
Conductor support Rd 6-11 mm
PU 50 pc(s)

For round conductors​
Fixed conductor routing, made of weath-
er-resistant plastic, UV-stabilised and 
halogen-free.

275 730	4013364124219	
01 03 01 02		  42 g	 50	
pc(s)	

LH ZS 6.11 FL30 SBB PA V2A	
275 730

Type 
 

LH ZS 6.11 FL30 SBB 
PA V2A

Part No. 275 730
Material of conductor holder PA 
Material of clamping part StSt 
Conductor support Rd 6-11 mm
Conductor support Fl 30 mm
PU 50 pc(s)

For flat strips or round conductors​
Fixed conductor routing, made of weath-
er-resistant plastic, UV-stabilised and 
halogen-free.

275 716	4013364124226	
01 03 01 03		  40 g	 50	
pc(s)	

LH ZS 16 SBB PA V2A	275 716

Type LH ZS 16 SBB PA V2A
Part No. 275 716
Material of conductor holder PA 
Material of clamping part StSt 
Conductor support Rd 16 mm
PU 50 pc(s)

For earth entry rods​
Fixed conductor routing, made of weath-
er-resistant plastic, UV-stabilised and 
halogen free.

540 930	
4013364101319	 01 05 
01 02		  24 g	
25	 pc(s)	

SPK 14X0.3 V2A	
540 930

Type SPK 14X0.3 V2A
Part No. 540 930
Material of grip head / strap StSt 
Screw di (SW13) M8 x 16 mm
PU 25 pc(s)

Separate grip head​
For combination with endless tensioning strap 
(Part No. 540 931 or Part No. 540 905).

540 931	4013364101296	
01 05 01 02		  1.69 kg	1	
pc(s)	
540 905	4013364273269	
01 05 01 02		  3.45 kg	1	
pc(s)	

SPB 14X0.3 L50M V2A	
540 931
SPB 14X0.3 L100M V2A	
540 905

Type SPB 14X0.3 L50M V2A SPB 14X0.3 L100M V2A
Part No. 540 931 540 905
Material of grip head / strap StSt  StSt 
Dimensions of strap  (w x d) 14 x 0.3 mm 14 x 0.3 mm
Packing plastic  cardboard 
Length 50 m 100 m
PU 1 pc(s) 1 pc(s)

Endless tensioning strap​
Cut to length with sheet metal shears.
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Flat Strip Holders DEHNhold

For fixing flat conductors via a slotted clamp, fixed con-
ductor routing. 
For use with different materials, e.g. Al, StSt, St/tZn and 
Cu.

274 030	4013364130340	
01 03 01 02		  34 g	 50	
pc(s)	

FBH ZS 30 M8 V2A	 274 030

Type FBH ZS 30 ... M8 V2A
Part No. 274 030
Material of conductor holder StSt 
Conductor support Fl 30 x 3.5 mm
Conductor support Rd 6-10 mm
Height of conductor holder 20 mm
Thread of conductor holder M8 
Standard EN 62561-4 
PU 50 pc(s)

With female thread​

274 230	4013364130456	
01 03 01 02		  45 g	 50	
pc(s)	

FBH ZS 30 KS KD8X40 V2A	
274 230

Type FBH ZS 30 ... KS KD8X40 V2A
Part No. 274 230
Material of conductor holder StSt 
Conductor support Fl 30 x 3.5 mm
Conductor support Rd 6-10 mm
Height of conductor holder 20 mm
Thread of conductor holder M8 
Screw ak 5 x 50 mm
Plastic plug Ø8 x 40 mm
Standard EN 62561-4 
PU 50 pc(s)

Pre-assembled with screw, plastic base 
and plug​

Flat Strip Holders with Clamping Plate – 
Flat Design

Two-screw clamp with M6 screws.

284 030	4013364022485	
01 03 01 02		  54 g	 100	
pc(s)	
284 040	4013364022492	
01 03 01 02		  65 g	 100	
pc(s)	

FBH ZS 30 B6.5X16 STTZN	
284 030
FBH ZS 40 B6.5X16 STTZN	
284 040

Type FBH ZS ... 30 B6.5X16 STTZN 40 B6.5X16 STTZN
Part No. 284 030 284 040
Height of conductor 
holder 10 mm 10 mm

Conductor support Fl 30 x 3.5 mm 40 x 4-5 mm
Material of conductor holder St/tZn  St/tZn 
Material of base part St/tZn  St/tZn 
Width of component  (l1) 58 mm 70 mm
Standard EN 62561-4  EN 62561-4 
PU 100 pc(s) 100 pc(s)

With slot (6.5 x 16 mm)​

286 030	4013364022508	
01 03 01 02		  60 g	 50	
pc(s)	
286 139	4013364035393	
01 03 01 02		  45 g	 50	
pc(s)	

FBH ZS 30 B6.5X16 HS5X50 
STTZN	 286 030
FBH ZS 30 B6.5X16 HS5X50 
V2A	 286 139

Type FBH ZS ...
 

30 B6.5X16 HS5X50 
STTZN

30 B6.5X16 HS5X50 
V2A

Part No. 286 030 286 139
Height of conductor holder 10 mm 8.5 mm
Conductor support Fl 30 x 3.5 mm 30 x 3.5 mm
Material of conductor holder St/tZn  StSt 
Material of base part St/tZn  StSt 
Screw ak 5 x 50 mm ak 5 x 50 mm
Width of component  (l1) 58 mm 58 mm
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

With slot (6.5 x 16 mm) and pre-assem-
bled wood screw​

Flat Strip Holders with Clamping Plate and 
Flange

Complete unit with flange for installing flat strips.

275 030	4013364095847	
01 03 01 02		  87 g	 50	
pc(s)	

FBH ZS 30 IGM8 STTZN ZG	
275 030

Type FBH ZS 30 IGM8 ... STTZN ZG
Part No. 275 030
Conductor support Fl 30 x 3.5 mm
Thread of conductor holder M8 
Height of conductor holder 20 mm
Material of clamping plate St/tZn 
Material of base part ZDC 
Standard EN 62561-4 
PU 50 pc(s)

With female thread​

275 230	4013364095854	
01 03 01 02		  94 g	 50	
pc(s)	

FBH ZS 30 IGM8 
KD8X40STTZN ZG	 275 230

Type FBH ZS 30 IGM8 ... KD8X40STTZN ZG
Part No. 275 230
Conductor support Fl 30 x 3.5 mm
Thread of conductor holder M8 
Height of conductor holder 20 mm
Material of clamping plate St/tZn 
Material of base part ZDC 
Screw ak 5 x 50 mm
Plastic plug Ø8 x 40 mm
Standard EN 62561-4 
PU 50 pc(s)

With female thread, pre-assembled with 
screw and plug​
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118 010	4013364298798	
01 08 03 01		  10 g	 100	
pc(s)	
118 011	4013364298804	
01 08 03 01		  10 g	 100	
pc(s)	
118 025	6942299505245	
01 08 03 01		  7 g	 100	
pc(s)	
118 024	6942299505238	
01 08 03 01		  7 g	 100	
pc(s)	
TCC BFL 25X3 BROWN PP	
118 010
TCC BFL 25X3 GREY PP	
118 011
TCC CFL 25X3 WHITE PP	
118 025
TCC CFL 25X3 STONE PP	
118 024

Type TCC ... CFL 25X3 WHITE PP CFL 25X3 STONE PP
Part No. 118 025 118 024

Conductor Material
PVC Covered (Copper, 
Tinned Copper, Alumin-
ium, Stainless Steel) 

PVC Covered (Copper, 
Tinned Copper, Alumin-
ium, Stainless Steel) 

PVC Covering Thickness approx. 1 mm   approx. 1 mm  
Colour White  Stone 
PU 100 pc(s) 100 pc(s)

Type TCC ... BFL 25X3 BROWN PP BFL 25X3 GREY PP
Part No. 118 010 118 011

Conductor Material
Bare (Copper, Tinned 
Copper, Aluminium, 
Stainless Steel) 

Bare (Copper, Tinned 
Copper, Aluminium, 
Stainless Steel) 

PVC Covering Thickness — —
Colour Brown  Grey 
PU 100 pc(s) 100 pc(s)

General technical data:
Material PP (UV stabilised) 
Clamping range Fl 25 x 3 mm 
Conductor Fixing Press to fit 

Recommended Fixings
Countersunk Wood 
Screws 1 ½” x No. 10 and 
No 10 Wall Plugs (To be 
Purchased Separately) 

Standards IEC / EN / BS EN 62561-4 

For Bare and PVC Covered Flat 
Conductors​

Non-Metallic Tape Clips

Non-Metallic conductor holders used for securing 
bare and PVC covered flat conductors to building 
surfaces.

Tape Conductor Holders

Conductor holders used for securing bare 
and PVC covered flat conductors to build-
ing surfaces.

118 077	4013364476219	
01 08 03 01		  50 g	 50	
pc(s)	
118 083	4013364476240	
01 08 03 01		  60 g	 50	
pc(s)	
118 049	4013364496842	
01 08 03 01		  75 g	 50	
pc(s)	
118 059	4013364298965	
01 08 03 01		  115 g	 50	
pc(s)	
118 071	4013364357426	
01 08 03 01		  20 g	 50	
pc(s)	
118 073	4013364357433	
01 08 03 01		  20 g	 50	
pc(s)	

TCH BCU 25X3 HCA	 118 077
TCH CCU 25X3 HCA	 118 083
TCH BCCU 25.31X3.6 HCA	
118 049
TCH BCCU 40.50X3.6 HCA	
118 059
TCH BAL 25X3 ALA	 118 071
TCH CAL 25X3 ALA	 118 073

Type TCH BAL 25X3 ALA TCH CAL 25X3 ALA
Part No. 118 071 118 073
Material Aluminium Alloy  Aluminium Alloy 
Conductor Material Bare Aluminium  PVC Covered Aluminium 
Clamping range Fl 25 x 3 mm  25 x 3 mm 
PVC Covering Thickness — approx. 1 mm 
Clamping screw CSK M5 x 2 Nos  CSK M5 x 2 Nos 
PU 50 pc(s) 50 pc(s)

Type 
 

TCH BCCU 25.31X3.6 
HCA

TCH BCCU 40.50X3.6 
HCA

Part No. 118 049 118 059
Material High Copper Alloy  High Copper Alloy 

Conductor Material Bare and PVC Covered 
Copper 

Bare and PVC Covered 
Copper 

Clamping range Fl W (20 - 31 mm) x  
T (3 - 6 mm) 

W (40 - 50 mm) x  
T (3 - 6 mm) 

PVC Covering Thickness approx. 1 mm  approx. 1 mm 
Clamping screw Cross head M5 x 2 Nos  Cross head M5 x 2 Nos 
PU 50 pc(s) 50 pc(s)

Type TCH BCU 25X3 HCA TCH CCU 25X3 HCA
Part No. 118 077 118 083
Material High Copper Alloy  High Copper Alloy 
Conductor Material Bare Copper  PVC Covered Copper 
Clamping range Fl 25 x 3 mm  25 x 3 mm 
PVC Covering Thickness — approx. 1 mm 
Clamping screw CSK M5 x 2 Nos  CSK M5 x 2 Nos 
PU 50 pc(s) 50 pc(s)

General technical data:
Material of screw Stainless Steel 
Tightening Torque 6 Nm

Recommended Fixings
Countersunk Wood 
Screws 1 ½” x 10 and  
No 10 Wall Plugs (To be 
Purchased Separately) 

Standards IEC / EN / BS EN 62561-4 

Tape Conductor Holders​
Holders for bare and PVC covered  
flat conductors.
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118 086	4013364497030	
01 08 03 01		  14 g	 100	
pc(s)	
118 085	4013364299009	
01 08 03 01		  15 g	 100	
pc(s)	
118 075	4013364497047	
01 08 03 01		  4 g	 100	
pc(s)	
118 076	4013364497054	
01 08 03 01		  4 g	 100	
pc(s)	
TCC BCU 25X3 CU	 118 086
TCC CCU 25X3 CU	 118 085
TCC BAL 25X3 ALA	 118 075
TCC CAL 25X3 ALA	 118 076

Type TCC BAL 25X3 ALA TCC CAL 25X3 ALA
Part No. 118 075 118 076
Material Aluminium Alloy  Aluminium Alloy 
Conductor Material Bare Aluminium  PVC Covered Aluminium 
PVC Covering Thickness — approx. 1 mm 
PU 100 pc(s) 100 pc(s)

Type TCC BCU 25X3 CU TCC CCU 25X3 CU
Part No. 118 086 118 085
Material Copper  Copper 
Conductor Material Bare Copper  PVC Covered Copper 
PVC Covering Thickness — approx. 1 mm 
PU 100 pc(s) 100 pc(s)

General technical data:
Clamping range Fl 25 x 3 mm 

Recommended Fixings
2 x Countersunk Wood 
Screws 1 ½” x 10 and  
No 10 Wall Plugs (To be 
Purchased Separately) 

Standards IEC / EN / BS EN 62561-4 

Tape Conductor Clips​
Tape Conductor Clips used for securing 
bare and PVC covered flat conductors 
flush to building surfaces.

Flat Strip / Round Conductor Holders with 
Thrust Piece

For wall mounting.
Thrust piece with M8 screw for installing flat strips  
up to 11 mm and round conductors 6-10 mm.

277 230	4013364110984	
01 05 01 04		  120 g	 25	
pc(s)	
277 237	4013364110991	
01 05 01 04		  123 g	 25	
pc(s)	
277 239	4013364111004	
01 05 01 04		  113 g	 25	
pc(s)	

FRH 11 6.10 WA11 B7 STTZN	
277 230
FRH 11 6.10 WA11 B7 CU	
277 237
FRH 11 6.10 WA11 B7 V2A	
277 239

Type FRH 11 6.10 ... WA11 B7 V2A
Part No. 277 239
Material of conductor holder StSt 
PU 25 pc(s)

Type FRH 11 6.10 ... WA11 B7 STTZN WA11 B7 CU
Part No. 277 230 277 237
Material of conductor holder St/tZn  Cu 
PU 25 pc(s) 25 pc(s)

General technical data:
Fixing Ø15 / 9 x 20 mm
Slot width 12 mm
Material of screw StSt 
Standard EN 62561-4 

Distance from wall 11 mm​

277 240	4013364022577	
01 05 01 04		  167 g	 25	
pc(s)	
277 249	4013364506251	
01 05 01 04		  137 g	 25	
pc(s)	

FRH 11 6.10 WA15 B7 STTZN	
277 240
FRH 11 6.10 WA15 B7 V2A	
277 249

Type FRH 11 6.10 ... WA15 B7 STTZN WA15 B7 V2A
Part No. 277 240 277 249
Material of conductor holder St/tZn  StSt 
Fixing 7 x 15 mm Ø15 / 9 x 20 mm
Slot width 12 mm 12 mm
Material of screw StSt  StSt 
Pressure plate material StSt  StSt 
Standard EN 62561-4  EN 62561-4 
PU 25 pc(s) 25 pc(s)

Distance from wall 15 mm​



46 Catalogue – Lightning Protection / Earthing  –  External Lightning Protection – 2025

Down Conductor

D
ow

n 
Co

nd
uc

to
r

Anchors for Rigid Foam Boards

For fixing conductor, flat strip and rod holders in exter-
nal thermal insulation composite systems. 
With star drive (TX40).
Mounting with wood screws Ø4.5 mm.
This anchor may only be used for fixing conductor holders if there 
is no additional traction on the down conductor.

200 600	4013364098220	
01 06 01 01		  4 g	 50	
pc(s)	

HSPD HS4.5 L50 PA	 200 600

Type HSPD HS4.5 ... L50 PA
Part No. 200 600
Material PA 
Thickness of insulating material 60 mm
Anchoring depth / length 50 mm
PU 50 pc(s)

Short design​

200 601	4013364098237	
01 06 01 01		  7 g	 50	
pc(s)	

HSPD HS4.5 L85 PA	 200 601

Type HSPD HS4.5 ... L85 PA
Part No. 200 601
Material PA 
Thickness of insulating material 100 mm
Anchoring depth / length 85 mm
PU 50 pc(s)

Long design​

Wood Screws with Threaded Head

Hanger bolt for fixing conductor, flat strip 
and rod holders with female thread.

528 850	4013364020955	
01 06 01 01		  15 g	 1	
pc(s)	
528 870	4013364020962	
01 06 01 01		  22 g	 1	
pc(s)	

HSC 8X32 AGM8X13 
STGALZN	 528 850
HSC 8X42 AGM8X13 
STGALZN	 528 870

Type HSC ...
 

8X32 AGM8X13 
STGALZN

8X42 AGM8X13 
STGALZN

Part No. 528 850 528 870
Material St/gal Zn  St/gal Zn 
Thread M8  M8 
Total length  (l1) 53 mm 73 mm
Thread length  (l2) 32 mm 42 mm
PU 1 pc(s) 1 pc(s)
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480 157	4013364019577	
01 02 01 01		  2.87 kg	1	
pc(s)	

EESS 16 1500 TM 2KS7.10 CU	
480 157

Type EESS 16 1500 TM 2KS7.10 ... CU
Part No. 480 157
Material Cu 
Standard EN 62561-(1+2) 
Length 1500 mm
Connection KS screw Rd 6-10 mm
Connection sleeve Rd / Rd 7-10 / 16 mm
PU 1 pc(s)

Type Cu​
With disconnecting sleeve (Part No. 450 
007) and KS screws (Part No. 300 007).

Earth Entry Rods

For connecting down conductors to the earth- 
termination system.

483 150	4013364019492	 01 02 01 01	
	 2.40 kg	 10	 pc(s)	
483 200	4013364019713	 01 02 01 01	
	 3.00 kg	 1	 pc(s)	
104 903	4013364030497	 01 02 01 01	
	 1.60 kg	 1	 pc(s)	
104 905	4013364030503	 01 02 01 01	
	 2.38 kg	 10	 pc(s)	
104 906	4013364082854	 01 02 01 01	
	 3.20 kg	 1	 pc(s)	

FS 16 1500 STTZN	 483 150
FS 16 2000 STTZN	 483 200
EES 16 1000 V4A	 104 903
EES 16 1500 V4A	 104 905
EES 16 2000 V4A	 104 906

Type EES 16 ... 1000 V4A 1500 V4A 2000 V4A
Part No. 104 903 104 905 104 906
Material StSt (V4A)  StSt (V4A)  StSt (V4A) 

Material No. 1.4571 / 1.4404 / 
1.4401 

1.4571 / 1.4404 / 
1.4401 

1.4571 / 1.4404 / 
1.4401 

ASTM / AISI: 316Ti / 316L / 
316 

316Ti / 316L / 
316 

316Ti / 316L / 
316 

Length  (l1) 1000 mm 1500 mm 2000 mm
PU 1 pc(s) 10 pc(s) 1 pc(s)

Type FS 16 1500 STTZN FS 16 2000 STTZN
Part No. 483 150 483 200
Material St/tZn  St/tZn 
Length  (l1) 1500 mm 2000 mm
PU 10 pc(s) 1 pc(s)

General technical data:
Standard EN 62561-2 
Diameter Ø 16 mm

Chamfered​

480 018	 4013364076372	 01 
02 01 01		  1.90 kg	 10	
pc(s)	
480 019	 4013364068339	 01 
02 01 01		  1.82 kg	 10	
pc(s)	
480 020	 4013364051638	 01 
02 01 01		  2.24 kg	 10	
pc(s)	
480 021	 4013364051621	 01 
02 01 01		  3.06 kg	 1	
pc(s)	

EES 16.10 1500 STTZN	 480 
018
EES 16.10 1750 STTZN	 480 
019
EES 16.10 2000 STTZN	 480 
020
EES 16.10 2500 STTZN	 480 
021

Type EES 16.10 2000 STTZN EES 16.10 2500 STTZN
Part No. 480 020 480 021
Total length  (l1) 2000 mm 2500 mm
Partial length Ø16 mm  (l2) 1000 mm 1500 mm
Partial length Ø10 mm  (l3) 1000 mm 1000 mm
PU 10 pc(s) 1 pc(s)

Type EES 16.10 1500 STTZN EES 16.10 1750 STTZN
Part No. 480 018 480 019
Total length  (l1) 1500 mm 1750 mm
Partial length Ø16 mm  (l2) 1000 mm 750 mm
Partial length Ø10 mm  (l3) 500 mm 1000 mm
PU 10 pc(s) 10 pc(s)

General technical data:
Material St/tZn 
Diameter Ø 16 / 10 mm

Tapered​
Notched conductor Ø10 mm, partly insulated 
(length approx. 700 mm).

Earth Entry Rod Set

Complete with disconnecting sleeve and 
connection clamps (KS screws).

480 150	4013364019591	
01 02 01 01		  2.58 kg	1	
pc(s)	

EESS 16 1500 TM 2KS7.10 
STTZN	 480 150

Type EESS 16 1500 TM 2KS7.10 ... STTZN
Part No. 480 150
Material St/tZn 
Standard EN 62561-(1+2) 
Length 1500 mm
Connection KS screw Rd 7-10 mm
Connection sleeve Rd / Rd 7-10 / 16 mm
PU 1 pc(s)

Type St/tZn​
With disconnecting sleeve (Part No. 450 
000) and KS screws (Part No. 300 000).

Heat-Shrinkable Sleeve

Heat-shrinkable sleeve for coating Rd and 
Fl conductors, e.g. when leading terminal 
lugs out of the concrete or earth entries 
out of the ground.
UV-stabilised, customised length.

554 011	4013364030756	
01 06 01 01		  46.00 g/m	
1	 m	

SCSC 16 FL30 L...M SW	
554 011

Typ SCSC 16 FL30 L...M SW
Art.-Nr. 554 011
For Rd 16 mm
For Fl 30 mm
Material DERAY 
Colour black 1 
PU 1 m
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Straightened / Angled Connection Lugs

For connecting down conductors to the earth-termina-
tion system; made of corrosion-resistant stainless steel.

860 110	4013364150256	
02 01 01 03		  624 g	 5	
pc(s)	
860 115	4013364101104	
02 01 01 03		  930 g	 5	
pc(s)	
860 129	4013364486782	
02 01 01 03		  1.24 kg	5	

pc(s)	
860 130	4013364101111	
02 01 01 03		  1.80 kg	5	
pc(s)	

AF 10 V4A 1000	860 110
AF 10 V4A 1500	860 115
AF 10 V4A  2000	 860 129
AF 10 V4A 3000	860 130

Type AF ... 10 V4A  2000 10 V4A 3000
Part No. 860 129 860 130
Length  (l1) 2000 mm 3000 mm
PU 5 pc(s) 5 pc(s)

Type AF ... 10 V4A 1000 10 V4A 1500
Part No. 860 110 860 115
Length  (l1) 1000 mm 1500 mm
PU 5 pc(s) 5 pc(s)

General technical data:
Material StSt (V4A) 
Material No. 1.4571 / 1.4404 
ASTM / AISI: 316Ti / 316L 
Dimensions Ø10 mm
Cross-section 78 mm2

Standard EN 62561-2 

Round wires​

Other dimensions are available upon request.

860 210	4013364159365	
02 02 01 03		  830 g	 5	
pc(s)	
860 215	4013364101081	
02 02 01 03		  1.25 kg	5	
pc(s)	
860 230	4013364101098	
02 02 01 03		  2.48 kg	5	
pc(s)	
860 240	4013364159372	
02 02 01 03		  3.32 kg	5	
pc(s)	

AF 30X3.5 V4A 1000	 860 210
AF 30X3.5 V4A 1500	 860 215
AF 30X3.5 V4A 3000	 860 230
AF 30X3.5 V4A 4000	 860 240

Type AF ... 30X3.5 V4A 3000 30X3.5 V4A 4000
Part No. 860 230 860 240
Length  (l1) 3000 mm 4000 mm
PU 5 pc(s) 5 pc(s)

Type AF ... 30X3.5 V4A 1000 30X3.5 V4A 1500
Part No. 860 210 860 215
Length  (l1) 1000 mm 1500 mm
PU 5 pc(s) 5 pc(s)

General technical data:
Material StSt (V4A) 
Material No. 1.4571 / 1.4404 
ASTM / AISI: 316Ti / 316L 
Dimensions 30 x 3.5 mm
Cross-section 105 mm2

Standard EN 62561-2 

Flat strips​

860 430	4013364227781	
02 02 01 03		  2.00 kg	5	
pc(s)	

AF 30X3.5 V4A B6.5X12 3000	
860 430

Type AF ...
 

30X3.5 V4A B6.5X12 
3000

Part No. 860 430
Material StSt (V4A) 
Material No. 1.4571 / 1.4404 
ASTM / AISI: 316Ti / 316L 
Length  (l1) 3000 mm
Dimensions 30 x 3.5 mm
Fixing [6x] 6.5 x 12 mm
Hole distance 500 mm
Cross-section 105 mm2

Standard EN 62561-2 
PU 5 pc(s)

Flat strips with holes​
Holes at intervals of 500 mm.

860 315	4013364150058	
02 02 01 03		  1.25 kg	5	
pc(s)	
860 330	4013364150065	
02 02 01 03		  2.50 kg	5	
pc(s)	

AF 30X3.5 V4A ZW 1500	
860 315
AF 30X3.5 V4A ZW 3000	
860 330

Type AF ... 30X3.5 V4A ZW 1500 30X3.5 V4A ZW 3000
Part No. 860 315 860 330
Material StSt (V4A)  StSt (V4A) 
Material No. 1.4571 / 1.4404  1.4571 / 1.4404 
ASTM / AISI: 316Ti / 316L  316Ti / 316L 
Length  (l1) 1500 mm 3000 mm
Dimensions 30 x 3.5 mm 30 x 3.5 mm

Connection disconnecting clamp or 
KS connector 

disconnecting clamp or 
KS connector 

Fixing [3x] Ø6.5 mm [6x] Ø6.5 mm
Hole distance 500 mm 500 mm
Cross-section 105 mm2 105 mm2

Standard EN 62561-2  EN 62561-2 
PU 5 pc(s) 5 pc(s)

Flat strips, angled​
For wall mounting (without a gap) with 
holes for countersunk head screws.

Marker for Connection Lugs

Attached to round wires or strips to make 
them conspicuous (as required by DIN 
18014) during the construction work.

478 099	4013364120334	
01 06 01 01		  52 g	 20	
pc(s)	

SK RD10 FL30X3.5 GRGE PVC	
478 099

Type 
 

SK RD10 FL30X3.5 
GRGE PVC

Part No. 478 099
Material PVC 
Diameter Ø 70 mm
Fits on Fl 30 x 3.5 mm
Fits on Rd 10 mm
Colour green 1 / yellow 1 
PU 20 pc(s)

Conductor Holder with Saddle Clamp – 
Flat Design

Two-screw clamp with two M6 screws, for round and 
flat conductors.
With plastic cover disc (grey).

286 819	4013364085824	
01 03 01 02		  70 g	 50	
pc(s)	

LH ZS 7.10 FL30 AS KD8X40 
V2A	 286 819

Type 
 

LH ZS 7.10 FL30 AS 
KD8X40 V2A

Part No. 286 819
Conductor support Rd 7-10 mm
Conductor support Fl 30 mm
Height of conductor holder 10 mm
Material of conductor holder StSt 
Screw ak 5 x 50 mm
Plastic plug Ø8 x 40 mm
Standard EN 62561-4 
PU 50 pc(s)

Pre-assembled with wood screw, 
plastic cover disc (grey) and plug​
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Conductor Holders DEHNhold

Conductor holder with a slotted saddle clamp for fixing 
round conductors, fixed conductor routing.
For use with different materials, e.g. Al, StSt, St/tZn and 
Cu.

274 110	4013364123434	
01 03 01 02		  30 g	 50	
pc(s)	
274 117	4013364128194	
01 03 01 02		  30 g	 50	
pc(s)	

LH ZS 8.10 FL20 M8 V2A	
274 110
LH ZS 8.10 FL20 M8 CU	
274 117

Type LH ZS ... 8.10 FL20 M8 V2A 8.10 FL20 M8 CU
Part No. 274 110 274 117
Material of conductor holder StSt  StSt / gal Cu 
Conductor support Rd 8-10 mm 8-10 mm
Conductor support Fl 20 mm 20 mm
Height of conductor holder 20 mm 20 mm
Thread of conductor holder M8  M8 
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

With female thread​

274 150	4013364128187	
01 03 01 02		  33 g	 50	
pc(s)	

LH ZS 8.10 FL20 M8 KS V2A	
274 150

Type LH ZS ... 8.10 FL20 M8 KS V2A
Part No. 274 150
Material of conductor holder StSt 
Conductor support Rd 8-10 mm
Conductor support Fl 20 mm
Height of conductor holder 20 mm
Thread of conductor holder M8 
Standard EN 62561-4 
PU 50 pc(s)

With female thread, pre-assembled with 
plastic base​

274 113	4013364123403	
01 03 01 02		  36 g	 50	
pc(s)	

LH ZS 13 M8 V2A	 274 113

Type LH ZS ... 13 M8 V2A
Part No. 274 113
Material of conductor holder StSt 
Conductor support Rd 13 mm
Height of conductor holder 20 mm
Thread of conductor holder M8 
PU 50 pc(s)

With female thread, e.g. for round wire 
with plastic sheath​

274 160	4013364123380	
01 03 01 02		  40 g	 50	
pc(s)	
274 167	4013364128200	
01 03 01 02		  41 g	 50	
pc(s)	

LH ZS 8.10 FL20 KS KD8X40 
V2A	 274 160
LH ZS 8.10 FL20 KS KD8X40 
CU	 274 167

Type LH ZS ...
 

8.10 FL20 KS KD8X40 
V2A

8.10 FL20 KS KD8X40 
CU

Part No. 274 160 274 167
Material of conductor holder StSt  StSt / gal Cu 
Conductor support Rd 8-10 mm 8-10 mm
Conductor support Fl 20 mm 20 mm
Height of conductor holder 20 mm 20 mm
Thread of conductor holder M8  M8 
Plastic base grey 1  brown 1 
Screw ak 5 x 50 mm ak 5 x 50 mm
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

With female thread, pre-assembled with 
screw, plastic base and plug​

Conductor Holders with Saddle Clamp and 
Flange

Complete unit with flange for installing conductors, 
fixed conductor routing.

275 110	4013364095793	
01 03 01 02		  65 g	 50	
pc(s)	

LH ZS 7.10 IGM8 STTZN ZG	
275 110

Type LH ZS ... 7.10 IGM8 STTZN ZG
Part No. 275 110
Conductor support Rd 7-10 mm
Thread of conductor holder M8 
Height of conductor holder 20 mm
Material of clamp St/tZn 
Material of base part ZDC 
Standard EN 62561-4 
PU 50 pc(s)

With M8 female thread​

275 160	4013364095809	
01 03 01 02		  76 g	 50	
pc(s)	

LH ZS 7.10 KD8X40 STTZN ZG	
275 160

Type LH ZS ... 7.10 KD8X40 STTZN ZG
Part No. 275 160
Conductor support Rd 7-10 mm
Thread of conductor holder M8 
Height of conductor holder 20 mm
Material of clamp St/tZn 
Material of base part ZDC 
Screw ak 5 x 50 mm
Plastic plug Ø8 x 40 mm
Standard EN 62561-4 
PU 50 pc(s)

With female thread, pre-assembled with 
screw and plug​

275 113	4013364095816	
01 03 01 02		  82 g	 50	
pc(s)	

LH ZS 13 IGM8 STTZN ZG	
275 113

Type LH ZS ... 13 IGM8 STTZN ZG
Part No. 275 113
Conductor support Rd 11-13 mm
Thread of conductor holder M8 
Height of conductor holder 20 mm
Material of clamp St/tZn 
Material of base part ZDC 
PU 50 pc(s)

With female thread, e.g. for round wire 
with plastic sheath​
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Rod Holders DEHNhold

For fixing air-termination and earth entry rods, with  
slotted saddle clamp, fixed conductor routing.
For use with different materials, e.g. Al, StSt, St/tZn  
and Cu.

274 116	4013364123410	
01 03 01 03		  37 g	 50	
pc(s)	

LH ZS 16 M8 V2A	 274 116

Type LH ZS 16 M8 V2A
Part No. 274 116
Material of conductor holder StSt 
Conductor support Rd 16 mm
Height of conductor holder 20 mm
Thread of conductor holder M8 
PU 50 pc(s)

With female thread​

274 260	4013364123489	
01 03 01 03		  48 g	 50	
pc(s)	

SH ZS 16 KS KD8X40 V2A	
274 260

Type 
 

SH ZS 16 KS KD8X40 
V2A

Part No. 274 260
Material of conductor holder StSt 
Conductor support Rd 16 mm
Height of conductor holder 20 mm
Thread of conductor holder M8 
Screw ak 5 x 50 mm
Plastic dowel Ø8 x 40 mm
PU 50 pc(s)

Pre-assembled with screw, plastic base 
and plug​
With female thread.

Rod Holders with Saddle Clamp and Flange

Complete unit with flange for installing air-termination 
and earth entry rods, fixed conductor routing.

275 116	4013364095823	
01 03 01 03		  96 g	 50	
pc(s)	

SH ZS 16 M8 V2A	 275 116

Type SH ZS 16 ... M8 V2A
Part No. 275 116
Conductor support Rd 16 mm
Thread of conductor holder M8 
Height of conductor holder 20 mm
Material of saddle clamp St/tZn 
Material of base part ZDC 
PU 50 pc(s)

With female thread​

275 260	4013364095830	
01 03 01 03		  100 g	 50	
pc(s)	

SH ZS 16 KD8X40 STTZN ZG	
275 260

Type SH ZS 16 ... KD8X40 STTZN ZG
Part No. 275 260
Conductor support Rd 16 mm
Thread of conductor holder M8 
Height of conductor holder 20 mm
Material of saddle clamp St/tZn 
Material of base part ZDC 
Screw ak 5 x 50 mm
Plastic plug Ø8 x 40 mm
PU 50 pc(s)

Pre-assembled with screw and plug​

Rod Holders DEHNfix

Two-in-one holder system (fixes the holder 
and the conductor), fixed conductor 
routing.
Only suitable for solid stone or concrete.

252 000	4013364023963	
01 03 01 03		  45 g	 50	
pc(s)	

SH DFI 16 STTZN H42 GR	
252 000

Type  SH DFI 16 STTZN H42 GR
Part No. 252 000
Material of saddle clamp St/tZn 
Material of base part plastic 
Colour of conductor holder grey 1 
Installation height of base part 42 mm
Conductor support Rd 16 mm
Nail plug 100 / 60 mm
Hole Ø for nail plug 10 mm
Drilling depth 60 mm
PU 50 pc(s)

Rod Holder with Claw

For wall mounting with M6 fixing screw, 
fixed conductor routing.

275 019	4013364031494	
01 03 01 03		  31 g	 50	
pc(s)	

SH KR 13.16 H28 B6.5 V2A	
275 019

Type 
 

SH KR 13.16 H28 B6.5 
V2A

Part No. 275 019
Hole Ø 6.5 mm
Material of conductor holder StSt 
Height of conductor holder 28 mm
Conductor support Rd 13-16 mm
PU 50 pc(s)
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Flat Strip Holders DEHNhold

For fixing flat conductors via a slotted clamp, fixed 
conductor routing. 
For use with different materials, e.g. Al, StSt, St/tZn 
and Cu.

274 030	4013364130340	
01 03 01 02		  34 g	 50	
pc(s)	

FBH ZS 30 M8 V2A	 274 030

Type FBH ZS 30 ... M8 V2A
Part No. 274 030
Material of conductor holder StSt 
Conductor support Fl 30 x 3.5 mm
Conductor support Rd 6-10 mm
Height of conductor holder 20 mm
Thread of conductor holder M8 
Standard EN 62561-4 
PU 50 pc(s)

With female thread​

274 230	4013364130456	
01 03 01 02		  45 g	 50	
pc(s)	

FBH ZS 30 KS KD8X40 V2A	
274 230

Type FBH ZS 30 ... KS KD8X40 V2A
Part No. 274 230
Material of conductor holder StSt 
Conductor support Fl 30 x 3.5 mm
Conductor support Rd 6-10 mm
Height of conductor holder 20 mm
Thread of conductor holder M8 
Screw ak 5 x 50 mm
Plastic plug Ø8 x 40 mm
Standard EN 62561-4 
PU 50 pc(s)

Pre-assembled with screw, plastic base 
and plug​

Flat Strip Holders with Clamping Plate – 
Flat Design

Two-screw clamp with M6 screws.

284 030	4013364022485	
01 03 01 02		  54 g	 100	
pc(s)	
284 040	4013364022492	
01 03 01 02		  65 g	 100	
pc(s)	

FBH ZS 30 B6.5X16 STTZN	
284 030
FBH ZS 40 B6.5X16 STTZN	
284 040

Type FBH ZS ... 30 B6.5X16 STTZN 40 B6.5X16 STTZN
Part No. 284 030 284 040
Height of conductor holder 10 mm 10 mm
Conductor support Fl 30 x 3.5 mm 40 x 4-5 mm
Material of conductor holder St/tZn  St/tZn 
Material of base part St/tZn  St/tZn 
Width of component  (l1) 58 mm 70 mm
Standard EN 62561-4  EN 62561-4 
PU 100 pc(s) 100 pc(s)

With slot (6.5 x 16 mm)​

286 030	4013364022508	
01 03 01 02		  60 g	 50	
pc(s)	
286 139	4013364035393	
01 03 01 02		  45 g	 50	
pc(s)	

FBH ZS 30 B6.5X16 HS5X50 
STTZN	 286 030
FBH ZS 30 B6.5X16 HS5X50 
V2A	 286 139

Type FBH ZS ...
 

30 B6.5X16 HS5X50 
STTZN

30 B6.5X16 HS5X50 
V2A

Part No. 286 030 286 139
Height of conductor holder 10 mm 8.5 mm
Conductor support Fl 30 x 3.5 mm 30 x 3.5 mm
Material of conductor holder St/tZn  StSt 
Material of base part St/tZn  StSt 
Screw ak 5 x 50 mm ak 5 x 50 mm
Width of component  (l1) 58 mm 58 mm
Standard EN 62561-4  EN 62561-4 
PU 50 pc(s) 50 pc(s)

With slot (6.5 x 16 mm) and pre-assem-
bled wood screw​

Flat Strip Holders with Clamping Plate and 
Flange

Complete unit with flange for installing flat strips.

275 030	4013364095847	
01 03 01 02		  87 g	 50	
pc(s)	

FBH ZS 30 IGM8 STTZN ZG	
275 030

Type FBH ZS 30 IGM8 ... STTZN ZG
Part No. 275 030
Conductor support Fl 30 x 3.5 mm
Thread of conductor holder M8 
Height of conductor holder 20 mm
Material of clamping plate St/tZn 
Material of base part ZDC 
Standard EN 62561-4 
PU 50 pc(s)

With female thread​

275 230	4013364095854	
01 03 01 02		  94 g	 50	
pc(s)	

FBH ZS 30 IGM8 
KD8X40STTZN ZG	 275 230

Type FBH ZS 30 IGM8 ... KD8X40STTZN ZG
Part No. 275 230
Conductor support Fl 30 x 3.5 mm
Thread of conductor holder M8 
Height of conductor holder 20 mm
Material of clamping plate St/tZn 
Material of base part ZDC 
Screw ak 5 x 50 mm
Plastic plug Ø8 x 40 mm
Standard EN 62561-4 
PU 50 pc(s)

With female thread, pre-assembled with 
screw and plug​
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Flat Strip / Round Conductor Holders with 
Thrust Piece

For wall mounting.
Thrust piece with M8 screw for installing flat strips up to 
11 mm and round conductors 6-10 mm.

277 230	4013364110984	
01 05 01 04		  120 g	 25	
pc(s)	
277 237	4013364110991	
01 05 01 04		  123 g	 25	
pc(s)	
277 239	4013364111004	
01 05 01 04		  113 g	 25	
pc(s)	

FRH 11 6.10 WA11 B7 STTZN	
277 230
FRH 11 6.10 WA11 B7 CU	
277 237
FRH 11 6.10 WA11 B7 V2A	
277 239

Type FRH 11 6.10 ... WA11 B7 V2A
Part No. 277 239
Material of conductor holder StSt 
PU 25 pc(s)

Type FRH 11 6.10 ... WA11 B7 STTZN WA11 B7 CU
Part No. 277 230 277 237
Material of conductor holder St/tZn  Cu 
PU 25 pc(s) 25 pc(s)

General technical data:
Fixing Ø15 / 9 x 20 mm
Slot width 12 mm
Material of screw StSt 
Standard EN 62561-4 

Distance from wall 11 mm​

277 240	4013364022577	
01 05 01 04		  167 g	 25	
pc(s)	
277 249	4013364506251	
01 05 01 04		  137 g	 25	
pc(s)	

FRH 11 6.10 WA15 B7 STTZN	
277 240
FRH 11 6.10 WA15 B7 V2A	
277 249

Type FRH 11 6.10 ... WA15 B7 STTZN WA15 B7 V2A
Part No. 277 240 277 249
Material of conductor holder St/tZn  StSt 
Fixing 7 x 15 mm Ø15 / 9 x 20 mm
Slot width 12 mm 12 mm
Material of screw StSt  StSt 
Pressure plate material StSt  StSt 
Standard EN 62561-4  EN 62561-4 
PU 25 pc(s) 25 pc(s)

Distance from wall 15 mm​

FIX Test Joint

With insulating piece and  
disconnetion lug.

453 100	4013364025523	
01 04 01 03		  333 g	 10	
pc(s)	

FTS 8.10 FL30.40 IS STTZN	
453 100

Version for conductor Rd / Rd 8-10 mm part no. 453 102 available upon request.
*) For exact assignment, see test certificate.

Type 
 

FTS 8.10 FL30.40 IS 
STTZN

Part No. 453 100
Material St/tZn 
Clamping range Rd / Fl 8-10 / 30-40 mm
Insulating piece plastic grey 1 
Standard EN 62561-1 
PU 10 pc(s)

UF Test Joint Boxes

For underground installation, for disconnecting the 
down conductor from the earth-termination system for 
measuring purposes.

549 001	4013364025554	
01 04 01 03		  6.10 kg	1	
pc(s)	

UFTSK 7.10 FL40 
300X220X120 GG	 549 001

Type UFTSK ...
 

7.10 FL40 300X220X120 
GG

Part No. 549 001
Material GCI 
Colour black (varnished) 1 
Dimensions 300 x 220 x 120 mm
Clamping range Rd / Fl 7-10 / 30-40 mm
Max. permissible load 40 kN
PU 1 pc(s)

Type GCI – with integrated, easily accessi-
ble test joint​
Detachable with a key, including terminal 
for the down conductor and the earthing 
conductor, open (without bottom). 

549 000	4013364025547	
01 04 01 03		  6.20 kg	1	
pc(s)	

UFTSK 300X220X120 GG	
549 000

Type UFTSK ... 300X220X120 GG
Part No. 549 000
Material GCI 
Colour black (varnished) 1
Dimensions 300 x 220 x 120 mm
Max. permissible load 40 kN
PU 1 pc(s)

Type GCI – without test joint​
Open (without bottom).

549 050	4013364128217	
01 04 01 03		  1.90 kg	1	
pc(s)	

UFTSK 7.10 FL40 
197X197X204 K	549 050

Type UFTSK ... 7.10 FL40 197X197X204 K
Part No. 549 050
Material plastic 
Colour grey 1 
Dimensions 197 x 197 x 204 mm
Clamping range Rd / Fl 7-10 / 30-40 mm
Max. permissible load 15 kN
PU 1 pc(s)

Type plastic – with integrated, easily 
accessible test joint​
Detachable with a key, including terminal 
for the down conductor and the earthing 
conductor, open (without bottom). 

549 051	4013364128224	
01 04 01 03		  1.38 kg	1	
pc(s)	

UFTSK 197X197X204 K	
549 051

Type UFTSK ... 197X197X204 K
Part No. 549 051
Material plastic 
Colour grey 1 
Dimensions 197 x 197 x 204 mm
Max. permissible load 15 kN
PU 1 pc(s)

Type plastic – without test joint​
Open (without bottom).
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549 090	4013364128231	
01 04 01 03		  3.58 kg	1	
pc(s)	

UFTSK 7.10 FL40 
200X200X105 V2A	 549 090

Type UFTSK ...
 

7.10 FL40 200X200X105 
V2A

Part No. 549 090
Material StSt 
Dimensions 200 x 200 x 105 mm
Clamping range Rd / Fl 7-10 / 30-40 mm
Max. permissible load 40 kN
PU 1 pc(s)

Type StSt – with integrated, easily accessi-
ble test joint​
Detachable with a key, including terminal 
for the down conductor and the earthing 
conductor, open (without bottom).

549 091	4013364128248	
01 04 01 03		  3.00 kg	1	
pc(s)	

UFTSK 200X200X105 V2A	
549 091

Type UFTSK ... 200X200X105 V2A
Part No. 549 091
Material StSt 
Dimensions 200 x 200 x 105 mm
Max. permissible load 40 kN
PU 1 pc(s)

Type StSt – without test joint​
Open (without bottom). 

Test Joint Boxes

For concrete construction with integrated 
test joint and special construction markings.

476 010	4013364025578	
01 04 01 03		  797 g	 1	
pc(s)	

TSK 140X140 V2A AF8 10 
L200 STTZN	 476 010

Type TSK 140X140 V2A ... AF8 10 L200 STTZN
Part No. 476 010
Material of box plastic 
Dimensions of box 140 x 140 x 68 mm
Material of cover StSt 
Dimensions of cover 160 x 160 mm
Standard EN 62561-1 
PU 1 pc(s)

With rigid connection lugs​
Rd 8 and Rd 10 mm, approx. 200 mm long 
(insulated).

476 016	4013364125216	
01 04 01 03		  559 g	 1	
pc(s)	

TSK 140X140 V2A AL16CU	
476 016

Type TSK 140X140 V2A ... AL16CU
Part No. 476 016
Material of box plastic 
Dimensions of box 140 x 140 x 68 mm
Material of cover StSt 
Dimensions of cover 160 x 160 mm
Standard EN 62561 
PU 1 pc(s)

With flexible connection cables​
Made from CU (16 mm2) and cable lug 
made out of Cu/gal Sn (hole 10.5 mm).

Test Joint Box for External Thermal Insulation 
Composite Systems

The telescopic test joint box is particularly designed 
for external thermal insulation composite systems (full 
thermal insulation).
It is continuously adjustable from 90-140 mm. Thanks to 
the additional spacer, the test joint box can be used for insulation 
material thicknesses  up to 320 mm. 

476 055	4013364219755	
01 04 01 03		  1.02 kg	1	
pc(s)	

TSKS WDVS 185X140X88 
AH50.200 K V2A	 476 055

Type 
 

TSKS WDVS 185X140X88 
AH50.200 K V2A

Part No. 476 055
Material of box PC / ABS 
Dimensions of box 185 x 145 mm
Material of cover StSt 
Material of spacer PP 
Dimensions of spacer 120 x 120 x 200 mm
Installation depth 90-320 mm
PU 1 pc(s)

Test joint box with spacer​
For insualtion material thicknesses 
between 140 mm and 320 mm.

476 050	4013364219717	
01 04 01 03		  869 g	 1	
pc(s)	

TSK WDVS 180X140X88 K V2A	
476 050

Type 
 

TSK WDVS 180X140X88 
K V2A

Part No. 476 050
Material of box PC / ABS 
Dimensions of box 185 x 145 mm
Material of cover StSt 
Installation depth 90-140 mm
PU 1 pc(s)

Test joint box​
For insulation material thicknesses 
between 90 mm and 140 mm.

476 053	4013364219724	
01 04 01 03		  185 g	 1	
pc(s)	

AH TSK WDVS 50.200 K	
476 053

Type AH TSK WDVS 50.200 K
Part No. 476 053
Material of spacer PP 
Dimensions of spacer 120 x 120 x 200 mm
PU 1 pc(s)

Separate spacer​
With styrofoam core (no heat bridge) for 
combination with the test joint box. Can 
be shortened by 50 - 200 mm at 10 mm 
intervals.
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Inspection Doors

For flush-mounted test joints.

476 020	4013364126916	
01 04 01 03		  800 g	 1	
pc(s)	

RTUP 290X230 VKS V2A	
476 020

Type RTUP ... 290X230 VKS V2A
Part No. 476 020
Material StSt 
Mounting dimensions 200 x 140 mm
Dimensions 290 x 230 mm
PU 1 pc(s)

Type StSt with square spanner​
For screw mounting (holes Ø8-10 mm)
with detachable door.

476 001	4013364028548	
01 04 01 03		  468 g	 10	
pc(s)	

RTUP 230X180 VKS STTZN	
476 001

Type RTUP ... 230X180 VKS STTZN
Part No. 476 001
Material St/tZn 
Mounting dimensions 205 x 155 mm
Dimensions 230 x 180 mm
PU 10 pc(s)

Type St/tZn with square spanner​
For walling in / plastering, with claws 
(length 60 mm, distance 100 mm).

476 100	4013364086470	
01 04 01 03		  460 g	 10	
pc(s)	

RTUP 230X180 SV STTZN	
476 100

Type RTUP ... 230X180 SV STTZN
Part No. 476 100
Material St/tZn 
Mounting dimensions 205 x 155 mm
Dimensions 230 x 180 mm
PU 10 pc(s)

Type St/tZn with snap lock​
Light design for walling in / plastering, with 
claws (length 60 mm, distance 100 mm).

Variable Number Plates

Test joints, down conductors and connection lugs can 
be marked using the variable number plate. On site, 
the individual pre-embossed numbers can be quickly 
inserted into the plate without additional tools. This 
ensures uniform marking.

490 999	
4013364306448	 01 06 
01 01		  7.93 kg	1	
pc(s)	

NS SOB 0.9	 490 999

Type NS SOB 0.9
Part No. 490 999
Material Plastic 
Dimensions 450 x 360 x 120 mm
PU 1 pc(s)

Assortment case for number plate, variable​
Sortimo assortment case with number mark-
ing set.

Content:
100x each of number inset "0", "1", "2", "3", "4", 
"5", "6", "7", "8", "9"
100x number inset without embossment
100x variable number plate with slot
300x combination head screw StSt M6 x 16 mm
  50x carrier plate StSt for VDB test badge
  50x saddle clamp Al Rd 7-10 mm
  50x saddle clamp Al Rd 16 mm

490 110	4013364306462	
01 06 01 01		  23 g	 50	
pc(s)	

NST 7.10 FL30 ON AL	490 110

Type NST 7.10 FL30 ON AL
Part No. 490 110
Material of plate Al 
Material of saddle clamp Al 
Clamping range Rd / Fl 7-10 / 30 mm
Material of screw StSt 
Screw dm M6 x 16 mm
PU 50 pc(s)

Variable number plate for round / flat 
conductors​
Consisting of a number plate with slots 
(Part No. 490 100), a saddle clamp (Part 
No. 480 291) and two combination head 
screws (Part No. 490 020).

490 116	4013364306479	
01 06 01 01		  24 g	 50	
pc(s)	

NST 16 ON AL	 490 116

Type NST 16 ON AL
Part No. 490 116
Material of plate Al 
Material of saddle clamp Al 
Clamping range Rd 16 mm
Material of screw StSt 
Screw dm M6 x 16 mm
PU 50 pc(s)

Variable number plate for earth entry rods​
Consisting of a number plate with slots 
(Part No. 490 100), a saddle clamp (Part 
No. 490 022) and two combination head 
screws (Part No. 490 020).

490 100	4013364306486	
01 06 01 01		  6 g	 100	
pc(s)	

NST ON AL	 490 100

"Customised versions with company name and address are available on 
request."

Type NST ON AL
Part No. 490 100
Material Al 
PU 100 pc(s)

Number plate with slots​
Number plate to hold (un)embossed num-
ber insets (e.g. Part No. 490 001).

Carrier Plate for VDB Test Badge

For attaching the test badge to the down 
conductor or earth entry.

480 113	4013364112681	
01 06 01 01		  61 g	 50	
pc(s)	

TS 7.10 FL30 PP V2A	 480 113

Type TS 7.10 FL30 PP V2A
Part No. 480 113
Material StSt 
Clamping range Rd / Fl 7-10 / 30 mm
Dimensions 84 x 58 x 1 mm
PU 50 pc(s)

For round / flat conductors​

Two-Screw Clamp

With M6 thread, for combination with the  
"Attention! Equipotential bonding" sign  
(Part No. 480 599) or e.g. with number plates.

480 291	4013364149441	
01 06 01 01		  9 g	 100	
pc(s)	

ZSUEL 7.10 2XM6 LA38 AL	
480 291

Type ZSUEL ... 7.10 2XM6 LA38 AL
Part No. 480 291
Material Al 
Clamping range Rd / Fl 7-10 / 30 mm
PU 100 pc(s)
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490 000	4013364306417	 01 06 01 01	
	 0 g	 100	pc(s)	
490 001	4013364306431	 01 06 01 01	
	 0 g	 100	pc(s)	
490 002	4013364306493	 01 06 01 01	
	 0 g	 100	pc(s)	
490 003	4013364306509	 01 06 01 01	
	 0 g	 100	pc(s)	
490 004	4013364306516	 01 06 01 01	
	 0 g	 100	pc(s)	
490 005	4013364306523	 01 06 01 01	
	 0 g	 100	pc(s)	
490 006	4013364306530	 01 06 01 01	
	 0 g	 100	pc(s)	
490 007	4013364306547	 01 06 01 01	
	 0 g	 100	pc(s)	
490 008	4013364306554	 01 06 01 01	
	 0 g	 100	pc(s)	
490 009	4013364306561	 01 06 01 01	
	 0 g	 100	pc(s)	

NSE 0 V2A	490 000
NSE 1 V2A	490 001
NSE 2 V2A	490 002
NSE 3 V2A	490 003
NSE 4 V2A	490 004
NSE 5 V2A	490 005
NSE 6 V2A	490 006
NSE 7 V2A	490 007
NSE 8 V2A	490 008
NSE 9 V2A	490 009

Type NSE 8 V2A NSE 9 V2A
Part No. 490 008 490 009
Number 8  9 
PU 100 pc(s) 100 pc(s)

Type NSE 6 V2A NSE 7 V2A
Part No. 490 006 490 007
Number 6  7 
PU 100 pc(s) 100 pc(s)

Type NSE 4 V2A NSE 5 V2A
Part No. 490 004 490 005
Number 4  5 
PU 100 pc(s) 100 pc(s)

Type NSE 2 V2A NSE 3 V2A
Part No. 490 002 490 003
Number 2  3 
PU 100 pc(s) 100 pc(s)

Type NSE 0 V2A NSE 1 V2A
Part No. 490 000 490 001
Number 0  1 
PU 100 pc(s) 100 pc(s)

General technical data:
Material StSt 

Embossed number inset​
Embossed number inset for slotting into the 
number plate (Part No. 490 100, 490 110, 490 
116) without tools.

490 900	4013364306424	
01 06 01 01		  0 g	 100	
pc(s)	

NSE BLANK AL	 490 900

Type NSE BLANK AL
Part No. 490 900
Material StSt 
PU 100 pc(s)

Plain number inset​
Plain number inset for slotting into the num-
ber plate (Part No. 490 100, 490 110, 490 116) 
without tools.

490 021	4013364306585	
01 06 01 01		  34 g	 50	
pc(s)	

TS 16 FL30 PP V2A	 490 021

Type TS 16 FL30 PP V2A
Part No. 490 021
Material StSt 
Dimensions 84 x 58 x 1 mm
PU 50 pc(s)

Carrier plate for VDB test badge​
For fixing the test badge on the down  
conductor or earth entry rod.

All number plates are available with different numbes or lettering 
on request!

490 020	4013364306578	
01 06 01 01		  4 g	 100	
pc(s)	

KSS M6X16 V2A	490 020

Type KSS M6X16 V2A
Part No. 490 020
Material StSt 
Screw md M6 x 16 mm
PU 100 pc(s)

Combination head screw​

480 291	4013364149441	
01 06 01 01		  9 g	 100	
pc(s)	
490 022	4013364306592	
01 06 01 01		  10 g	 100	
pc(s)	

ZSUEL 7.10 2XM6 LA38 AL	
480 291
ZSUEL 16 2XM6 LA38 V2A	
490 022

Type 
 

ZSUEL 7.10 2XM6 LA38 
AL

ZSUEL 16 2XM6 LA38 
V2A

Part No. 480 291 490 022
Material Al  Al 
Clamping range Rd / Fl 7-10 / 30 mm —
Clamping range Rd — 16 mm
PU 100 pc(s) 100 pc(s)

Saddle clamp for number plate​

490 099	4013364306455	
01 06 01 01		  7.93 kg	1	
pc(s)	

NS SOB L	 490 099

Type NS SOB L
Part No. 490 099
Material Plastic 
Dimensions  (l x w x h) 450 x 360 x 120 mm
PU 1 pc(s)

Assortment case, empty​
Assortment case with inset boxes in differ-
ent sizes for sorting the content, and with 
fast click system for safe transportation.

Accessories for Variable Number Plates

Earth Rod Seals

Earth Rod Seals create a watertight sealing 
of the Earth Rod installation, available in 
various sizes to acommodate our Earth Rod 
Portfolio.

138 315	4013364300415	
03 08 05 01		  2.70 kg	1	
pc(s)	
138 316	4013364300408	
03 08 05 01		  2.70 kg	1	
pc(s)	
138 320	4013364300392	
03 08 05 01		  2.70 kg	1	
pc(s)	
138 321	4013364300385	
03 08 05 01		  2.70 kg	1	
pc(s)	
138 322	4013364300378	
03 08 05 01		  2.70 kg	1	
pc(s)	

ER SEAL 2FLANGE 5/8"PL	
138 315
ER SEAL 2FLANGE 3/4"PL	
138 316
ER SEAL 2FLANGE 15 PL	
138 320
ER SEAL 2FLANGE 16 PL	
138 321
ER SEAL 2FLANGE 20 PL	
138 322

Note : Earth Rod to be purchased separately.

Type ER SEAL 2FLANGE ... 20 PL
Part No. 138 322
Rod Diameter 20 mm

Rod type
Copper /  
Nickel plated copper / 
Stainless steel 

PU 1 pc(s)

Type ER SEAL 2FLANGE ... 15 PL 16 PL
Part No. 138 320 138 321
Rod Diameter 15 mm 16 mm

Rod type Copper /  
Nickel plated copper 

Copper /  
Nickel plated copper / 
Stainless steel 

PU 1 pc(s) 1 pc(s)

Type ER SEAL 2FLANGE ... 5/8"PL 3/4"PL
Part No. 138 315 138 316
Rod Diameter 14.2 mm 17.2 mm

Rod type 5/8" Copper Bonded 
Earth Rod 

3/4" Copper Bonded 
Earth Rod 

PU 1 pc(s) 1 pc(s)

General technical data:
Material High density Polyethylene 
Dimensions  (Ø x h) 366 x 1280 mm
Tube Dimensions  (Ø x h) 50 x 1200 mm
Standards IEC / EN / BS EN 62561-5 
Assembly instructions Refer Instructions (2211) 

Double Flange​
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Number plates that can be marked

Numbers from 1 to 999 and also certain combinations, 
such as A01, b02, C03, d04, etc., can be created with 
the 7-segment number plate and the accompanying 
paint marker. The special black paint marker has been 
tried and tested over a long period of time 
in use with the number plate, is highly 
opaque, dries quickly, is weatherproof and 
extremely light-resistant, as well as abra-
sion-resistant. Other paints or pens cannot 
be recommended.
The number plate without pre-emboss-
ing can be used for on-site marking with 
punched numbers 10 mm in size.

484 000	4013364327306	
01 06 01 01		  24 g	 50	
pc(s)	

NS 7.10 FL30 7SEG AL	
484 000

Type NS ... 7.10 FL30 7SEG AL
Part No. 484 000
Material Al 
Clamping range Rd / Fl 7-10 / 30 mm
PU 50 pc(s)

Number plate with 7-segment embossing 
for round / flat conductors​
For on-site marking with a paint marker

484 001	4013364327313	
01 06 01 01		  26 g	 50	
pc(s)	

NS 16 7SEG AL	 484 001

Type NS ... 16 7SEG AL
Part No. 484 001
Material Al 
Clamping range Rd 16 mm
PU 50 pc(s)

Number plate with 7-segment embossing 
for earth entry rods​
For on-site marking with a paint marker

480 003	4013364035348	
01 06 01 01		  24 g	 50	
pc(s)	

NS 7.10 FL30 OZ AL	 480 003

Type NS ... 7.10 FL30 OZ AL
Part No. 480 003
Material Al 
Clamping range Rd / Fl 7-10 / 30 mm
PU 50 pc(s)

Without number for round / flat conductors​
For on-site labelling with punched  
numbers 0-9, size 10 mm.

480 004	4013364035355	
01 06 01 01		  26 g	 50	
pc(s)	

NS 16 OZ AL	 480 004

Type NS ... 16 OZ AL
Part No. 480 004
Material Al 
Clamping range Rd 16 mm
PU 50 pc(s)

Without number for earth entry rods​
For on-site labelling with punched  
numbers 0-9, size 10 mm.

All number plates are available with different numbes or lettering 
on request!

484 010	4013364482272	
01 06 01 01		  16 g	 1	
pc(s)	

EDD 780 SW	 484 010

Type EDD 780 SW
Part No. 484 010
Colour black 1 
PU 1 pc(s)

Edding Paint Marker​
Paint marker for labelling the number 
plates with 7-segment embossment.

Accessories for Number plates that can be marked

Earth Pits and Bonding Bars

The concrete inspection pit is classfied 
for heavy duty usage, suitable for most 
types of earthing and lightning protection 
installations.

138 091	4013364309272	
03 08 05 01		  28.00 kg	
1	 pc(s)	

ER INSPIT 320 160 CL	138 091

Type ER INSPIT 320 160 CL
Part No. 138 091
Material Concrete 
Dimensions  (l x w x h) 320 x 320 x 160 mm
Load Stress Classification Class H 
Load Capacity 50kN 
Standards IEC / EN / BS EN 62561-5 
PU 1 pc(s)

Concrete Earth Pit​
The concrete inspection pit is classfied for 
heavy duty usage, suitable for most types of 
earthing and lightning protection installations.

138 097	4013364501553	
03 08 05 01		  2.35 kg	1	
pc(s)	

ER INSPIT 308 308 214 PLL	
138 097

Type 
 

ER INSPIT 308 308 214 
PLL

Part No. 138 097
Material Polymer Plastic 
Dimensions  (l x w x h) 308 x 308 x 214 mm
Load Stress Classification Class H 
Load Capacity 50kN 
Standards IEC / EN / BS EN 62561-5 
PU 1 pc(s)

Polymer Earth Pit​
The polymer inspection pit is classfied for 
heavy duty usage, suitable for most types of 
earthing and lightning protection installations.

138 094	4013364311763	
03 08 05 01		  350 g	 1	
pc(s)	

EB 5H 25X6 M10 285 CU	
138 094

Type EB ... SH 25X6 M10 285 CU
Part No. 138 094
Material Copper 
Number of Connections 5 
Dimensions W x T 25 x 6 mm
Length L 285 mm
Hole size M10 
Recommended Fixings Mounted in Earth Pit 
Standards IEC / EN / BS EN 62561-1 
Classification Class H 
Lightning current carrying capability (10/350 μs) = 
PU 1 pc(s)

Earth Pit Bonding Bars​
5-Hole Earth Bars can be installed in the 
slots of the Concrete and Polymer Earth Pits 
providing multiple conductor connections.


